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	Reason for change:
	To add applicability for the NR test cases as per 5GS work plan

	
	

	Summary of change:
	Applicability of new NR Test cases
7.1.1.1.4	Random access procedure / Successful / Beam Failure / Preamble selected by MAC itself / Non Contention Free RACH procedure
7.1.1.3.7	UE power headroom reporting / Periodic reporting / DL pathloss change reporting
7.1.1.5.4	DRX Operation / Short cycle configured / DRX command MAC control element reception
7.1.2.3.10	AM RLC / Reassembling of AMD PDUs
7.1.1.6.1	Correct handling of DL assignment / Semi-persistent case
8.2.4.2.1.1	NR CA / RRC connection reconfiguration / PSCell and SCell addition / Success / DC release / Inter-RAT measurement event B1 / EN-DC / Intra-band Contiguous CA
8.2.4.2.1.2	NR CA / RRC connection reconfiguration / PSCell and SCell addition / Success / DC release / Inter-RAT measurement event B1 / EN-DC / Intra-band non-Contiguous CA
8.2.4.2.1.3	NR CA / RRC connection reconfiguration / PSCell and SCell addition / Success / DC release / Inter-RAT measurement event B1 / EN-DC / Inter-band CA
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	NR Functionality cannot be tested on UE
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4.1	Protocol conformance test cases applicability
Table 4.1-2a: Applicability of Protocol conformance NR Layer 2 test cases, ref. TS 38.523-1 [2]
	[bookmark: OLE_LINK12]Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	7.1.1.1.4
	Random access procedure / Successful / Beam Failure / Preamble selected by MAC itself / Non Contention Free RACH procedure
	Rel-15
	FFS
	UEs supporting EN-DC

	7.1.1.3.7
	UE power headroom reporting / Periodic reporting / DL pathloss change reporting
	Rel-15
	FFS
	UEs supporting EN-DC

	7.1.1.5.4
	DRX Operation / Short cycle configured / DRX command MAC control element reception
	Rel-15
	FFS
	UEs supporting EN-DC and Long DRX cycle and short DRX cycle

	7.1.2.3.10
	AM RLC / Reassembling of AMD PDUs
	Rel-15
	FFS
	UEs supporting EN-DC

	7.1.1.6.1
	Correct handling of DL assignment / Semi-persistent case
	Rel-15
	FFS
	UEs supporting EN-DC and semi-persistence scheduling and RLC UM



Table 4.1-3a: Applicability of Protocol conformance NR RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8.2.4.2.1
	NR CA / RRC connection reconfiguration / PSCell and SCell addition / Success / DC release / Inter-RAT measurement event B1 / EN-DC
	
	
	

	8.2.4.2.1.1
	NR CA / RRC connection reconfiguration / PSCell and SCell addition / Success / DC release / Inter-RAT measurement event B1 / EN-DC / Intra-band Contiguous CA
	Rel-15
	FFS
	UEs supporting EN-DC and NR Intra-band contiguous CA and Inter-RAT measurement and Event B triggered reporting

	8.2.4.2.1.2
	NR CA / RRC connection reconfiguration / PSCell and SCell addition / Success / DC release / Inter-RAT measurement event B1 / EN-DC / Intra-band non-Contiguous CA
	Rel-15
	FFS
	UEs supporting EN-DC and NR Intra-band non-Contiguous CA and Inter-RAT measurement and Event B triggered reporting

	8.2.4.2.1.3
	NR CA / RRC connection reconfiguration / PSCell and SCell addition / Success / DC release / Inter-RAT measurement event B1 / EN-DC / Inter-band CA
	Rel-15
	FFS
	UEs supporting EN-DC and NR Inter-band CA  and Inter-RAT measurement and Event B triggered reporting
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