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	Reason for change:
	Addition of new conditions for EN-DC with SCG and Split DRBs.

	
	

	Summary of change:
	Adding new conditions for EN-DC with SCG and Split DRBs.

	
	

	Consequences if not approved:
	Defining PSCell addition procedure per test case basis will be tedious.
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	4.6.1, 4.6.3
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	Other comments:
	


<Start of change1>

–
RRCReconfiguration
Table [4.6.1-3]: RRCReconfiguration
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	Table [4.6.5-1].
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReconfiguration ::= SEQUENCE {
	
	
	

	        radioBearerConfig
	RadioBearerConfig
	
	

	        secondaryCellGroup
	CellGroupConfig
	OCTET STRING (CONTAINING CellGroupConfig)
	MCG_and_SCG, MCG_and_Split

	        measConfig
	Not present
	
	

	        lateNonCriticalExtension
	Not present
	
	

	        nonCriticalExtension
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	

	MCG_and_SCG
	EN-DC with MCG and SCG. Establishment of PSCell with SCG DRB.

	MCG_and_Split
	EN-DC with MCG and Split. Establishment of PSCell with Split DRB.


<End of change1>

<Start of change2>

–
CellGroupConfig
Table [4.6.3-n]: CellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	1
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF SEQUENCE {
	1 entry
	
	MCG_and_SCG, MCG_and_Split

	    logicalChannelIdentity[1]
	[1]
	
	

	    servedRadioBearer[1] CHOICE {
	
	
	

	      drb-Identity
	DRB-Identity
	
	

	    }
	
	
	

	    reestablishRLC[1]
	[Not present]
	
	

	    RLC-Config[1]
	RLC-Config using condition AM.
	
	

	    mac-LogicalChannelConfig[1]
	LogicalChannelConfig
	
	

	  }
	
	
	

	  rlc-BearerToReleaseList
	[Not present]
	
	

	  mac-CellGroupConfig
	MAC-CellGroupConfig
	
	

	  physicalCellGroupConfig SEQUENCE {
	
	
	

	    harq-ACK-SpatialBundlingPUCCH
	[Not present]
	
	

	    harq-ACK-SpatialBundlingPUSCH
	[Not present]
	
	

	    p-NR
	P-Max
	
	

	    pdsch-HARQ-ACK-Codebook
	[Dynamic]
	
	

	    tpc-SRS-RNTI
	[Not present]
	
	

	    tpc-PUCCH-RNTI
	[Not present]
	
	

	    tpc-PUSCH-RNTI
	[Not present]
	
	

	  }
	
	
	

	  spCellConfig SEQUENCE {
	[
	
	

	    servCellIndex
	ServCellIndex
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	

	      spCellConfigCommon
	ServingCellConfigCommon
	
	

	      newUE-Identity
	RNTI-Value
	
	

	      t304
	[ms1000]
	
	

	      rach-ConfigDedicated CHOICE {
	
	
	

	        uplink
	RACH-ConfigDedicated
	
	

	      }
	
	
	

	    }
	
	
	

	    rlf-TimersAndConstants
	[Not present]
	
	

	    rlmInSyncOutOfSyncThreshold
	[0]
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	

	  }
	
	
	

	  sCellToAddModList 
	[Not present]
	
	

	  sCellToReleaseList
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	
	

	MCG_and_SCG
	EN-DC with MCG and SCG. Establishment of PSCell with SCG DRB.

	MCG_and_Split
	EN-DC with MCG and Split. Establishment of PSCell with Split DRB.


–
PDCP-Config
Table [4.6.3-n]: PDCP-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config ::= SEQUENCE {
	
	
	

	  drb SEQUENCE {
	
	
	

	    discardTimer
	[infinity]
	
	

	    pdcp-SN-Size-UL
	[len18bits]
	
	

	    pdcp-SN-Size-DL
	[len18bits]
	
	

	    headerCompression CHOICE {
	
	
	

	      notUsed
	Null
	
	

	    }
	
	
	

	    integrityProtection
	Not present
	
	

	    statusReportRequired
	true
	
	

	    outOfOrderDelivery
	false
	
	

	  }
	
	
	

	  moreThanOneRLC
	Not present
	
	

	  moreThanOneRLC SEQUENCE {
	
	
	MCG_and_Split

	    primaryPath SEQUENCE {
	
	
	

	      cellGroup
	1
	
	

	      logicalChannel
	[1]
	
	

	    }
	
	
	

	    ul-DataSplitThreshold
	[infinity]
	
	

	    pdcp-Duplication
	Not present
	
	

	  }
	
	
	

	  t-Reordering
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	MCG_and_Split
	EN-DC with MCG and Split. Establishment of PSCell with Split DRB.


–
RadioBearerConfig
Table [4.6.3-n]: RadioBearerConfig

	 Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  srb-ToAddModList SEQUENCE {
	
	
	SRB3

	    SRB-Identity
	SRB-Identity
	
	

	    reestablishPDCP
	[Not present]
	
	

	    discardOnPDCP
	[FFS]
	
	

	    pdcp-Config
	PDCP-Config
	
	

	  }
	
	
	

	  srb3-ToRelease
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	1 entry
	
	MCG_and_SCG, MCG_and_Split

	    cnAssociation CHOICE {
	
	
	

	      eps-BearerIdentity
	2
	
	

	      sdap-Config
	Not present
	
	

	    }
	
	
	

	    drb-Identity
	DRB-Identity
	
	

	    reestablishPDCP
	Not present
	
	

	    recoverPDCP
	Not present
	
	

	    pdcp-Config
	PDCP-Config
	
	

	  }
	
	
	

	
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  securityConfig SEQUENCE {
	
	
	

	    securityAlgorithmConfig
	SecurityAlgorithmConfig
	
	

	    keyToUse
	s-KgNB
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	
	

	SRB3
	Establishment of SRB3

	MCG_and_SCG
	EN-DC with MCG and SCG. Establishment of PSCell with SCG DRB.

	MCG_and_Split
	EN-DC with MCG and Split. Establishment of PSCell with Split DRB.


<End of change2>
