Page 1



3GPP TSG-RAN5 Meeting #79
R5-182644
Busan, Korea (Republic Of), 21st May 2018 - 25th May 2018
	CR-Form-v11.2.1

	CHANGE REQUEST

	

	
	36.523-1
	CR
	4543
	rev
	-
	Current version:
	15.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to NB-IoT testcse 22.4.20a

	
	

	Source to WG:
	TDIA, Starpoint, CATT

	Source to TSG:
	R5 DOCPROPERTY  SourceIfTsg  \* MERGEFORMAT 

	
	

	Work item code:
	NB_IOTenh-UEConTest
	
	Date:
	2018-05-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	1.   NAS signalling connection recovery (case i) can trigger the TAU procedure for UP CIoT Optimization, but it is restricted for CP CIoT Optimization. The UE only using EPS services with CP-CIoT EPS optimization shall trigger NAS signalling connection recovery only if a downlink data transmission is expected according to TS 24.301 cl. 5.5.3.2.2. So TAU will not happen at steps 4-8.
2.   Message content of RRCConnectionReestablishmentRequest-NB for Rel-14 branch is missing.
3.  If cp-Reestablishment-r14 is not configured in SIB2-NB of Ncell 2, UE will not initiate transmission of the RRCConnectionReestablishmentRequest message according to TS36.331 cl.5.3.7.3. Which cell broadcasts configured cp-Reestablishment-r14 in SIB2-NB is unclear.

	
	

	Summary of change:
	1.  Change Ncell 11 instead of Ncell 2 to trigger the TAU procedure.
2.  Add message content of RRCConnectionReestablishmentRequest-NB for Rel-14.
3.  Clear Ncell 11 to broadcast configured cp-Reestablishment-r14 in SIB2-NB for Table 22.4.20a.3.3-1.
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	Other comments:
	


<Start of Changed Section> 
22.4.20a
NB-IoT / Radio link failure / RRC connection re-establishment reject / RRC connection re-establishment

22.4.20a.1
Test Purpose (TP)

Same as 22.4.20.1.

22.4.20a.2
Conformance requirements

Same as 22.4.20.2 and

[TS 36.331, clause 5.3.7.2]

The UE shall only initiate the procedure either when AS security has been activated or for a NB-IoT UE supporting RRC connection re-establishment for the Control Plane CIoT EPS optimisation. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

...

Upon initiation of the procedure, the UE shall:

...

1>
start timer T311;

...

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];

22.4.20a.3
Test description

22.4.20a.3.1
Pre-test conditions

Same as 22.4.20.3.1 with the following differences:

-
Cells configuration: Ncell 11 replaces Ncell 2.
22.4.20a.3.2
Test procedure sequence

Same as 22.4.20.3.2 with the following differences:

-
Cells configuration: Ncell 11 replaces Ncell 2.
22.4.20a.3.3
Specific message contents
Same as 22.4.20.3.3 with the following differences:
Table 22.4.20a.3.3-1: SystemInformationBlockType2-NB for Ncell 11 (preamble and all steps, Table 22.4.20.3.2-1)

	Derivation Path: 36.508 table 8.1.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2-NB-r13 ::= SEQUENCE {
	
	
	

	  cp-Reestablishment-r14
	True
	
	

	}
	
	
	


Table 22.4.20a.3.3-2: RRCConnectionReestablishmentRequest-NB (step 2, Table 22.4.20a.3.2-1)
	Derivation Path: 36.331 clause 6.7.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest-NB ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    later CHOICE {
	
	
	

	      rrcConnectionReestablishmentRequest-r14 SEQUENCE {
	
	
	

	        ue-Identity-r14 SEQUENCE {
	
	
	

	          s-TMSI-r14
	checked
	
	

	          ul-NAS-MAC-r14
	checked
	
	

	          ul-NAS-Count-r14
	not checked
	
	

	        }
	
	
	

	        reestablishmentCause-r14
	otherFailures
	
	

	        spare
	not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<End of Changed Section>
