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<Start of changed section>

Table 4.1-3a: Applicability of Protocol conformance NR RRC test cases, ref. TS 38.523-1 [2]

	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8.2.1
	UE Capability / RRC Others
	
	
	

	8.2.1.1
	UE capability transfer / Success
	
	
	

	8.2.1.1.1
	UE capability transfer / Success / EN-DC
	Rel-15
	Cxx
	UEs supporting EN-DC

	8.2.1.2
	BandwidthPart Configuration / SCG
	
	
	

	8.2.1.2.1

	BandwidthPart Configuration / SCG / EN-DC
	Rel-15
	Cxx
	UEs supporting EN-DC

	8.2.2
	Radio Bearer Addition, Modification and Release
	
	
	

	8.2.2.1
	SRB3 Establishment, Reconfiguration and Release / NR addition, modification and release
	
	
	

	8.2.2.1.1
	SRB3 Establishment, Reconfiguration and Release / NR addition, modification and release / EN-DC
	Rel-15
	FFS
	UEs supporting EN-DC

	8.2.2.2
	Split SRB Establishment and Release
	
	
	

	8.2.2.2.1
	Split SRB Establishment and Release / EN-DC
	Rel-15
	FFS
	UEs supporting EN-DC

	8.2.2.3
	Simultaneous SRB3 and Split SRB / Sequential message flow on SRB3 and Split SRB
	
	
	

	8.2.2.3.1
	Simultaneous SRB3 and Split SRB / Sequential message flow on SRB3 and Split SRB / EN-DC
	Rel-15
	FFS
	UEs supporting EN-DC and simultaneous Split SRB and SRB3

	8.2.2.4
	PSCell Addition, Modification and Release / SCG DRB
	
	
	

	8.2.2.4.1
	PSCell addition, modification and release / SCG DRB / EN-DC
	Rel-15
	Cxx
	UEs supporting EN-DC

	8.2.2.5
	PSCell Addition, Modification and Release / Split DRB
	
	
	

	8.2.2.5.1
	PSCell addition, modification and release / Split DRB / EN-DC
	Rel-15
	Cxx
	UEs supporting EN-DC

	
	
	
	
	

	
	
	
	
	

	8.2.2.6
	Bearer Modification / MCG DRB / SRB / PDCP version change
	
	
	

	8.2.2.6.1
	Bearer Modification / MCG DRB / SRB / PDCP version change / EN-DC
	Rel-15
	Cxx
	UEs supporting EN-DC

	8.2.2.7
	Bearer Modification / Handling for bearer type change without security key change
	
	
	

	8.2.2.7.1
	Bearer Modification / Handling for bearer type change without security key change / EN-DC
	Rel-15
	Cxx
	UEs supporting EN-DC

	8.2.2.8
	Bearer Modification / Handling for bearer type change with security key change
	
	
	

	8.2.2.8.1
	Bearer Modification / Handling for bearer type change with security key change / EN-DC
	Rel-15
	Cxx
	UEs supporting EN-DC

	8.2.2.9
	Bearer Modification / Uplink data path / Split DRB Reconfiguration
	
	
	

	8.2.2.9.1
	Bearer Modification / Uplink data path / Split DRB Reconfiguration / EN-DC
	Rel-15
	Cxx
	UEs supporting EN-DC

	
	
	
	
	

	8.2.3
	Measurement Configuration Control and Reporting / Handovers
	
	
	

	8.2.3.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells
	
	
	

	8.2.3.1.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / EN-DC
	Rel-15
	Cxx
	UEs supporting EN-DC 

	8.2.3.2
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / RSRQ based measurements
	
	
	

	8.2.3.2.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / RSRQ based measurements / EN-DC
	Rel-15
	FFS
	UEs supporting EN-DC and Inter-RAT measurement and NR measurements and Event B triggered reporting

	8.2.3.3
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of NR cells
	
	
	

	8.2.3.3.1
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of NR cells / EN-DC
	Rel-15
	FFS
	UEs supporting EN-DC and Inter-RAT measurement and NR measurements and Periodic measurement reporting

	8.2.3.4
	Measurement configuration control and reporting / Event A1 / Measurement of NR PSCell
	
	
	

	8.2.3.4.1
	Measurement configuration control and reporting / Event A1 / Measurement of NR PSCell / EN-DC
	Rel-15
	Cx1
	UEs supporting EN-DC and NR measurements and Event A triggered reporting

	8.2.3.5
	Measurement configuration control and reporting / Event A2 / Measurement of NR PSCell
	
	
	

	8.2.3.5.1
	Measurement configuration control and reporting / Event A2 / Measurement of NR PSCell / EN-DC
	Rel-15
	FFS
	UEs supporting EN-DC and NR measurements and Event A triggered reporting

	8.2.3.6
	Measurement configuration control and reporting / Event A3 (intra-frequency, inter-frequency and inter-band measurements) / Measurement of Neighbor NR cells
	
	
	

	8.2.3.6.1
	Measurement configuration control and reporting / Event A3 (intra-frequency, inter-frequency and inter-band measurements) / Measurement of Neighbor NR cells / EN-DC
	Rel-15
	Cy1
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements)

	8.2.3.7
	Measurement configuration control and reporting / Event A4 (intra-frequency, inter-frequency and inter-band measurements) / Measurement of Neighbor NR cell
	
	
	

	8.2.3.7.1
	Measurement configuration control and reporting / Event A4 (intra-frequency, inter-frequency and inter-band measurements) / Measurement of Neighbor NR cell / EN-DC
	Rel-15
	Cy1
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements)

	8.2.3.8
	Measurement configuration control and reporting / Event A5 (intra-frequency, inter-frequency and inter-band measurements) / Measurement of Neighbor NR cell
	
	
	

	8.2.3.8.1
	Measurement configuration control and reporting / Event A5 (intra-frequency, inter-frequency and inter-band measurements) / Measurement of Neighbor NR cell / EN-DC
	Rel-15
	Cy1
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR intra-frequency and inter-frequency measurements)

	8.2.3.9
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based intra-frequency measurements / Measurement of Neighbor NR cell
	
	
	

	8.2.3.9.1
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based intra-frequency measurements / Measurement of Neighbor NR Cell / EN-DC
	Rel-15
	FFS
	UEs supporting EN-DC and NR measurements and Event A triggered reporting

	8.2.3.10
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based inter-frequency measurements / Measurement of Neighbor NR cell
	
	
	

	8.2.3.10.1
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based inter-frequency measurements / Measurement of Neighbor NR Cell
	Rel-15
	FFS
	UEs supporting EN-DC and NR measurements and Event A triggered reporting

	8.2.3.11
	Measurement Gaps patterns Related
	
	
	

	8.2.3.11.1
	Measurement Gaps patterns Related / LTE/NR FR1 / EN-DC
	Rel-15
	FFS
	FFS

	8.2.3.11.2
	Measurement Gaps patterns Related / LTE/NR FR2 / EN-DC
	Rel-15
	FFS
	FFS

	
	
	
	
	

	
	
	
	
	

	8.2.3.12
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of NR cells
	
	
	

	8.2.3.12.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of NR cells / EN-DC
	Rel-15
	FFS
	UEs supporting EN-DC

	8.2.3.13
	PCell Handover with SCG change / Reconfiguration with sync / SCG DRB
	
	
	

	
	
	
	
	

	8.2.3.13.1
	Handover with SCG change / Reconfiguration with sync / SCG DRB
	Rel-15
	Cxx
	UEs supporting EN-DC

	8.2.3.14
	SCG change / Reconfiguration with sync / Split DRB
	
	
	

	8.2.3.14.1
	PSCell Handover / Split DRB
	Rel-15
	Cxx
	UEs supporting EN-DC

	8.2.4
	Measurement Configuration Control and Reporting / Handovers
	
	
	

	8.2.4.3
	NR CA / RRC connection reconfiguration / LTE Handover / Success / PCell change and SCell addition / Two simultaneous events A3 and B1
	
	
	

	8.2.4.3.1
	NR CA / RRC connection reconfiguration / LTE Handover / Success / PCell change and SCell addition / Two simultaneous events A3 and B1 / Intra-band Contiguous CA
	Rel-15
	FFS
	UEs supporting EN-DC and NR Intra-band contiguous CA and Inter-RAT measurement and NR measurements and Event A triggered reporting and Event B triggered reporting

	8.2.5
	Reconfiguration Failure / Radio link failure
	
	
	

	8.2.5.1
	Radio link failure / PSCell addition failure
	
	
	

	8.2.5.1.1
	Radio link failure / PSCell addition failure / EN-DC
	Rel-15
	Cxx
	UEs supporting EN-DC

	8.2.5.2
	Radio link failure / PSCell out of sync indication
	
	
	

	8.2.5.3
	Radio link failure / RLC-MaxNumRetx failure
	
	
	

	8.2.5.3.1
	Radio link failure / RLC-MaxNumRetx failure / EN-DC
	Rel-15
	Cxx
	UEs supporting EN-DC

	8.2.5.4
	Reconfiguration failure / SCG change failure
	
	
	

	8.2.5.5
	Reconfiguration failure / SCG Reconfiguration failure / SRB3
	
	
	

	8.2.5.5.1
	Reconfiguration failure / SCG Reconfiguration failure / SRB3 / EN-DC
	Rel-15
	FFS
	UEs supporting EN-DC and srb3

	8.2.5.6
	Reconfiguration failure / SCG Reconfiguration failure / SRB1
	
	
	

	8.2.5.6.1
	Reconfiguration failure / SCG Reconfiguration failure / SRB1 / EN-DC
	Rel-15
	Cxx
	UEs supporting EN-DC


Table 4.1-3b: Additional Information of Applicability of Protocol conformance NR RRC test cases, ref. TS 38.523-1 [2]

	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	8.2.1
	
	
	
	

	
	
	
	
	

	8.2.2
	
	
	
	

	8.2.2.1
	
	
	
	

	8.2.2.1.1
	
	
	Either test cases 8.2.2.1.1 & 8.2.2.1.2 

OR test case 8.2.2.3.1 is executed. (Note 1)
	

	
	
	
	
	

	8.2.2.1.2
	
	
	Either test cases 8.2.2.1.1 & 8.2.2.1.2 

OR test case 8.2.2.3.1 is executed. (Note 1)
	

	
	
	
	
	

	8.2.2.3
	
	
	
	

	8.2.2.3.1
	
	
	Either test cases 8.2.2.1.1 & 8.2.2.1.2 

OR test case 8.2.2.3.1 is executed. (Note 1)
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	

	
	
	
	

	
	
	
	
	

	

	
	
	
	

	
	
	
	
	

	

	
	
	
	

	
	
	
	
	

	

	
	
	
	

	
	
	
	
	

	

	
	
	
	

	
	
	
	
	

	

	
	
	
	

	
	
	
	
	

	

	
	
	
	

	
	
	
	
	

	

	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	Note 1:
The 2 set of test case(s) (8.2.2.1.1 & 8.2.2.1.2/8.2.2.1.3) verify the same core requirements. It is recommended that test case 8.2.2.1.3 is executed if supported.


<end of Change >

Table 4.1-4a: Applicability of Protocol conformance Session management test cases, ref. TS 38.523-1 [2]

	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	10.1
	5GS session management
	
	
	

	x.y.z
	
	Rel-n
	Cxy
	

	10.2
	EN-DC session management
	
	
	

	10.2.1
	Network initiated procedures
	
	
	

	10.2.1.1
	Default EPS bearer context activation
	Rel-15
	Cxx
	UEs supporting EN-DC

	10.2.1.2
	Dedicated EPS bearer context activation
	Rel-15
	FFS
	UEs supporting EN-DC

	10.2.2
	UE initiated procedures
	
	
	

	10.2.2.1
	EPS bearer resource allocation / modification
	Rel-15
	FFS
	UEs supporting EN-DC


Table 4.1-4b: Additional Information of Applicability of Protocol conformance Session Management test cases, ref. TS 38.523-1 [2]

	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	10.1
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


4.2
Protocol conformance test cases Applicability Condition

Table 4.2-1: Applicability of Protocol conformance test cases Conditions

	Condition
	Test case Selection Expression
	Comment

	Cxx
	IF A.4.1-1/5 THEN R ELSE N/A
	UEs supporting EN-DC

	Cx1
	IF A.4.1-1/5 AND A.4.3.6-1/1 THEN R ELSE N/A
	UEs supporting EN-DC and NR measurements and Event A triggered reporting

	Cy1
	IF A.4.1-1/5 AND A.4.3.6-1/1 AND A.4.3.6-1/3 THEN R ELSE N/A
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and NR-Inter frequency measurements)


<End of changed section>

