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< Start of modified section >

4.6.3
Radio resource control information elements
< section inbetween removed >

-
PRACH-ConfigSIB-v1310-DEFAULT

Table 4.6.3-7b: PRACH-ConfigSIB-v1310-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-ConfigSIB-v1310-DEFAULT ::= SEQUENCE {
	
	
	

	  rsrp-ThresholdsPrachInfoList-r13 SEQUENCE (SIZE(1..3)) OF {
	1 entry
	Threshold values to determine the CE level 1 for PRACH.

RSRP-Range values according to mapping table in TS 36.133 Table 9.1.14.3.3-1.
	CEmodeA 

PRACH_2CE

	    RSRP-Range[1]
	40
	-101dBm

 
	

	  }
	
	
	

	  rsrp-ThresholdsPrachInfoList-r13 SEQUENCE (SIZE(1..3)) OF {
	2 entries
	Threshold values to determine the CE level 1, 2 and 3 for PRACH.

RSRP-Range values according to mapping table in TS 36.133 Table 9.1.14.3.3-1.
	CEmodeB

PRACH_3CE

	    RSRP-Range[1]
	42
	-99 dBm
	

	    RSRP-Range[2]
	34
	-107 dBm
	

	  }
	
	
	

	  rsrp-ThresholdsPrachInfoList-r13 SEQUENCE (SIZE(1..3)) OF {
	3 entries
	Threshold values to determine the CE level 1, 2 and 3 for PRACH.

RSRP-Range values according to mapping table in TS 36.133 Table 9.1.14.3.3-1.
	CEmodeB 

PRACH_4CE

	    RSRP-Range[1]
	49
	-92 dBm
	

	    RSRP-Range[2]
	42
	-99 dBm
	

	    RSRP-Range[3]
	34
	-107 dBm
	

	  }
	
	
	

	  mpdcch-startSF-CSS-RA-r13 CHOICE {
	
	
	

	    fdd-r13
	v1
	
	FDD

	    tdd-r13
	v2
	
	TDD

	  }
	
	
	

	  prach-HoppingOffset-r13
	Not present 
	
	

	  prach-ParametersListCE-r13 SEQUENCE (SIZE(1..maxCE-Level-r13)) OF SEQUENCE {
	2 entries
	1: CE level 0

2: CE level 1
	CEmodeA
PRACH_2CE

	    prach-ConfigIndex-r13[1]
	3
	
	RF

	
	4
	
	SIG_FDD OR RRM_FDD

	
	53
	
	SIG_TDD OR RRM_TDD 

	    prach-FreqOffset-r13[1]
	See subclause 4.6.8 
	Same as prach-FrequencyOffset
	

	    prach-StartingSubframe-r13[1]
	sf2
	
	

	    maxNumPreambleAttemptCE-r13[1]
	n5
	
	

	    numRepetitionPerPreambleAttempt-r13[1]
	n1
	
	

	    mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[1]
	1 entry
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	1
	
	RF

	
	Value as specified in TS 36.523-3 clause 7.3.3.9
	
	SIG

	    mpdcch-NumRepetition-RA-r13[1]
	r1
	
	

	    prach-HoppingConfig-r13[1]
	off
	
	

	    prach-ConfigIndex-r13[2]
	3
	
	RF

	
	4
	
	SIG_FDD OR RRM_FDD

	
	53
	
	SIG_TDD OR RRM_TDD

	    prach-FreqOffset-r13[2]
	See subclause 4.6.8
	
	

	    prach-StartingSubframe-r13[2]
	sf128
	
	

	    maxNumPreambleAttemptCE-r13[2]
	n5
	
	

	    numRepetitionPerPreambleAttempt-r13[2]
	n128
	
	

	    mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[2]
	1 entry
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	1
	
	RF

	
	Value as specified in TS 36.523-3 clause 7.3.3.9
	
	SIG

	    mpdcch-NumRepetition-RA-r13[2]
	r4
	
	

	    prach-HoppingConfig-r13[2]
	off
	
	

	  }
	
	
	

	  prach-ParametersListCE-r13 SEQUENCE (SIZE(1..maxCE-Level-r13)) OF SEQUENCE {
	3 entries
	1: CE level 0

2: CE level 1

3: CE level 2
	PRACH_3CE

	    prach-ConfigIndex-r13[1]
	3
	
	RF

	
	4
	
	SIG_FDD OR RRM_FDD

	
	53
	
	SIG_TDD OR RRM_TDD

	    prach-FreqOffset-r13[1]
	See subclause 4.6.8 
	
	

	    prach-StartingSubframe-r13[1]
	sf2
	
	

	    maxNumPreambleAttemptCE-r13[1]
	n5
	
	

	    numRepetitionPerPreambleAttempt-r13[1]
	n1
	
	

	   mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[1]
	1 entry
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	1
	
	RF

	
	Value as specified in TS 36.523-3 clause 7.3.3.9
	
	SIG

	    mpdcch-NumRepetition-RA-r13[1]
	r1
	
	

	    prach-HoppingConfig-r13[1]
	Off
	
	

	    prach-ConfigIndex-r13[2]
	3
	
	RF

	
	4
	
	SIG_FDD OR RRM_FDD

	
	53
	
	SIG_TDD OR RRM_TDD

	    prach-FreqOffset-r13[2]
	See subclause 4.6.8 
	
	

	    prach-StartingSubframe-r13[2]
	Sf64
	
	

	    maxNumPreambleAttemptCE-r13[2]
	n5
	
	

	    numRepetitionPerPreambleAttempt-r13[2]
	n64
	
	

	    mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[2]
	1 entry
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	1
	
	RF

	
	Value as specified in TS 36.523-3 clause 7.3.3.9
	
	SIG

	    mpdcch-NumRepetition-RA-r13[2]
	r16
	
	

	    prach-HoppingConfig-r13[2]
	Off
	
	

	    prach-ConfigIndex-r13[3]
	3
	
	RF

	
	4
	
	SIG_FDD OR RRM_FDD

	
	53
	
	SIG_TDD OR RRM_TDD

	    prach-FreqOffset-r13[3]
	See subclause 4.6.8 
	
	

	    prach-StartingSubframe-r13[3]
	sf128
	
	

	    maxNumPreambleAttemptCE-r13[3]
	n5
	
	

	    numRepetitionPerPreambleAttempt-r13[3]
	n128
	
	

	    mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[3]
	1 entry
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	1
	
	RF

	
	Value as specified in TS 36.523-3 clause 7.3.3.9
	
	SIG

	    mpdcch-NumRepetition-RA-r13[3]
	r64
	
	

	    prach-HoppingConfig-r13[3]
	Off
	
	

	  }
	
	
	

	  prach-ParametersListCE-r13 SEQUENCE (SIZE(1..maxCE-Level-r13)) OF SEQUENCE {
	4 entries
	1: CE level 0

2: CE level 1

3: CE level 2

4: CE level 3
	CEmodeB

PRACH_4CE

	    prach-ConfigIndex-r13[1]
	3
	
	RF

	
	4
	
	SIG_FDD OR RRM_FDD

	
	53
	
	SIG_TDD OR RRM_TDD

	    prach-FreqOffset-r13[1]
	See subclause 4.6.8 
	
	

	    prach-StartingSubframe-r13[1]
	sf2
	
	

	    maxNumPreambleAttemptCE-r13[1]
	n5
	
	

	    numRepetitionPerPreambleAttempt-r13[1]
	n1
	
	

	   mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[1]
	1 entry
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	1
	
	RF

	
	Value as specified in TS 36.523-3 clause 7.3.3.9
	
	SIG

	    mpdcch-NumRepetition-RA-r13[1]
	r1
	
	

	    prach-HoppingConfig-r13[1]
	Off
	
	

	    prach-ConfigIndex-r13[2]
	3
	
	RF

	
	4
	
	SIG_FDD OR RRM_FDD

	
	53
	
	SIG_TDD OR RRM_TDD

	    prach-FreqOffset-r13[2]
	See subclause 4.6.8 
	
	

	    prach-StartingSubframe-r13[2]
	sf32
	
	

	    maxNumPreambleAttemptCE-r13[2]
	n5
	
	

	    numRepetitionPerPreambleAttempt-r13[2]
	n32
	
	

	    mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[2]
	1 entry
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	1
	
	RF

	
	Value as specified in TS 36.523-3 clause 7.3.3.9
	
	SIG

	    mpdcch-NumRepetition-RA-r13[2]
	r4
	
	

	    prach-HoppingConfig-r13[2]
	Off
	
	

	    prach-ConfigIndex-r13[3]
	3
	
	RF

	
	4
	
	SIG_FDD OR RRM_FDD

	
	53
	
	SIG_TDD OR RRM_TDD

	    prach-FreqOffset-r13[3]
	See subclause 4.6.8 
	
	

	    prach-StartingSubframe-r13[3]
	sf64
	
	

	    maxNumPreambleAttemptCE-r13[3]
	n5
	
	

	    numRepetitionPerPreambleAttempt-r13[3]
	n64
	
	

	    mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[3]
	1 entry
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	1
	
	RF

	
	Value as specified in TS 36.523-3 clause 7.3.3.9
	
	SIG

	    mpdcch-NumRepetition-RA-r13[3]
	r16
	
	

	    prach-HoppingConfig-r13[3]
	Off
	
	

	    prach-ConfigIndex-r13[4]
	3
	
	RF

	
	4
	
	SIG_FDD OR RRM_FDD

	
	53
	
	SIG_TDD OR RRM_TDD

	    prach-FreqOffset-r13[4]
	See subclause 4.6.8 
	
	

	    prach-StartingSubframe-r13[4]
	sf128
	
	

	    maxNumPreambleAttemptCE-r13[4]
	n5
	
	

	    numRepetitionPerPreambleAttempt-r13[4]
	n128
	
	

	    mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[4]
	1 entry
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	1
	
	RF

	
	Value as specified in TS 36.523-3 clause 7.3.3.9
	
	SIG

	    mpdcch-NumRepetition-RA-r13[4]
	r64
	
	

	    prach-HoppingConfig-r13[4]
	Off
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	RF
	Used for RF, performance and RRM testing

	RRM
	Used for RRM testing

	RRM_FDD
	Used for RRM testing in FDD cell environment

	RRM_TDD
	Used for RRM testing in TDD cell environment

	SIG
	Used for protocol testing

	SIG_FDD
	Used for protocol testing in FDD cell environment

	SIG_TDD
	Used for protocol testing in TDD cell environment

	CEmodeA
	Used for CE mode A testing using 2 CE levels

	CEmodeB
	Used for CE mode B testing using 4 CE levels

	PRACH_2CE
	Used for RRM testing using reference PRACH Configurations PRACH_2CE in TS 36.521-3 clause A.9

	PRACH_3CE
	Used for RRM testing using reference PRACH Configurations PRACH_3CE in TS 36.521-3 clause A.9

	PRACH_4CE
	Used for RRM testing using reference PRACH Configurations PRACH_4CE in TS 36.521-3 clause A.9


< section inbetween removed >
–
RadioResourceConfigCommonSIB-DEFAULT

Table 4.6.3-14: RadioResourceConfigCommonSIB-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSIB-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  bcch-Config
	BCCH-Config-DEFAULT
	
	

	  pcch-Config
	PCCH-Config-DEFAULT
	
	

	  prach-Config
	PRACH-ConfigSIB-DEFAULT
	
	

	  pdsch-ConfigCommon
	PDSCH-ConfigCommon-DEFAULT
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  pucch-ConfigCommon
	PUCCH-ConfigCommon-DEFAULT
	
	

	  soundingRS-UL-ConfigCommon
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	  uplinkPowerControlCommon
	UplinkPowerControlCommon-DEFAULT
	
	

	  ul-CyclicPrefixLength
	len1
	
	

	  uplinkPowerControlCommon-v1020
	Not present
	
	

	
	UplinkPowerControlCommon-v1020-DEFAULT
	
	CA

	  rach-ConfigCommon-v1250
	Not present
	
	

	  pusch-ConfigCommon-v1270
	Not present
	
	

	  bcch-Config-v1310
	Not present
	
	

	  pcch-Config-v1310
	Not present
	
	

	
	PCCH-Config-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  freqHoppingParameters-r13
	Not Present
	
	

	
	FreqHoppingParameters-r13-DEFAULT
	
	CEmodeA, CEmodeB

	  pdsch-ConfigCommon-v1310
	Not present
	
	

	
	PDSCH-ConfigCommon-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  pusch-ConfigCommon-v1310
	Not present
	
	

	
	PUSCH-ConfigCommon-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  prach-ConfigCommon-v1310
	Not present
	
	

	
	PRACH-ConfigSIB-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  pucch-ConfigCommon-v1310
	Not present
	
	

	
	PUCCH-ConfigCommon-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  highSpeedConfig-r14
	Not present
	
	

	
	HighSpeedConfig-r14-DEFAULT
	
	HighSpeedEnhance

	  prach-Config-v1430
	Not present
	
	

	
	PRACH-Config-v1430-DEFAULT
	
	HighSpeedEnhance

	}
	
	
	


	Condition
	Explanation

	CA
	For Carrier Aggregation test cases

	CEmodeA
	Used for CE mode A testing

	CEmodeB
	Used for CE mode B testing

	HighSpeedEnhance
	High speed test environment


–
< End of modified section >
