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4.6.1
Contents of RRC messages

<<<< TEXT SKIPPED >>>>

–
UECapabilityEnquiry
Table 4.6.1-22: UECapabilityEnquiry

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityEnquiry ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueCapabilityEnquiry-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRequest SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF RAT-Type {
	1,2 or 3 entries
	
	

	          RAT-Type[1]
	eutra
	
	

	          RAT-Type[2]
	eutra-nr
	
	EN-DC

	          RAT-Type[3]
	nr
	
	NR, EN_DC

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	EN-DC, NR

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  requestedFreqBandsNR-MRDC-r15
	OCTET STRING including the FreqBandList IE according TS 38.508-1 [67], table 4.6.4-9.
	
	

	                  nonCriticalExtension SEQUENCE {}
	Not present
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	Used in E-UTRA-NR dual connectivity test cases

	NR
	Used in NR test cases


