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<Start>

7.1.1.3.4.3.2
Test procedure sequence

Table 7.1.1.3.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS ignores scheduling requests and does not allocate any uplink grant. 
	-
	-
	-
	-

	2
	The SS transmits a MAC PDU containing two RLC SDUs of size 12 bytes on LC 4
	<--
	MAC PDU (2 RLC SDUs on LC 4)
	-
	-

	3
	SS allocates an UL Grant of 32 bits. (Note 1)
	<--
	(UL Grant, 32 bits)
	-
	-

	4
	Check: Does the UE transmit a Short BSR with ‘LCG ID’ field set to ‘2’ and ‘Buffer size’ field set to value ‘4’ or bigger? (Note 2)
	-->
	MAC PDU (MAC Short BSR (LCG ID=‘2’, Buffer Size=’4’ or bigger))
	2,5
	P

	5
	Wait for retxBSR-Timer expiry on UE side. 
	-
	-
	-
	-

	6
	Check: Does the UE transmit a scheduling request?
	-->
	(SR)
	6
	P

	7
	The SS respond to the scheduling request in step 6 by an UL Grant of 32 bits. (Note 1)
	<--
	(UL Grant, 32 bits)
	-
	-

	8
	Check: Does the UE transmit a Short BSR with ‘LCG ID’ field set to ‘2’ and ‘Buffer size’ field set to value ‘4’ or bigger? (Note 2)
	-->
	MAC PDU (MAC Short BSR (LCG ID=‘2’, Buffer Size=’4’ or bigger))
	4,5
	P

	9
	The SS transmits a MAC PDU containing one RLC SDUs of size 12 bytes on LC 5
	<--
	MAC PDU (1 RLC SDUs on LC 5)
	-
	-

	10
	Check: Does the UE transmit a scheduling request?
	-->
	(SR)
	6
	P

	11
	The SS respond to the scheduling request in step 10 by an UL Grant of 32 bits. (Note 1)
	<--
	(UL Grant, 32 bits)
	-
	-

	12
	Check: Does the UE transmit a Short BSR with ‘LCG ID’ field set to ‘2’ and ‘Buffer size#1’ field set to value ‘5’ or bigger?  (Note 2)
	-->
	MAC PDU (MAC Short BSR (LCG ID=‘2’, Buffer Size=’5’ or bigger))
	3,5
	P

	13
	The SS transmits a MAC PDU containing two RLC SDUs of size 8 bytes on LC 6
	<--
	MAC PDU (2 RLC SDUs on LC 6)
	-
	-

	14
	Check: Does the UE transmit a scheduling request?
	-->
	(SR)
	6
	P

	15
	The SS respond to the scheduling request in step 14 by one UL Grant of 32 bits. (Note 1)
	<--
	(UL Grant, 32 bits)
	-
	-

	16
	Check: Does the UE transmit a Long BSR with ‘Buffer size#1’ field set to value ‘3’, ‘Buffer size#2’ field set to value ‘21’ or bigger? (Note 3)
	-->
	MAC PDU (MAC Long BSR (Buffer size#1=’8’ or bigger, Buffer size#2=’21’ or bigger)
	1,5
	P

	17
	Wait for retxBSR-Timer expiry on the UE side.
	-
	
	-
	-

	18
	Check: Does the UE transmit a scheduling request?
	-->
	(SR)
	6
	P

	19
	SS allocates an UL Grant of 576 bits. (Note 4) 
	<--
	(UL Grant, 576 bits)
	-
	-

	20
	Check: Does the UE transmit a MAC PDU including five RLC SDUs and not including any BSR? (Note 5)
	-->
	MAC PDU (16 Byte 2 MAC sub PDU from LC 4, 16 Byte 1 MAC sub PDU from LC 5 and 01 Byte 2 MAC Sub PDU from LC 6)
	7
	P

	21
	SS transmits an RLC STATUS PDU to acknowledge correctly received data(LCID=’000100’)
	<--
	RLC STATUS PDU (ACK_SN=2)
	-
	-

	22
	SS transmits an RLC STATUS PDU to acknowledge correctly received data(LCID=’000101’)
	<--
	RLC STATUS PDU (ACK_SN=1)
	-
	-

	23
	SS transmits an RLC STATUS PDU to acknowledge correctly received data(LCID=’000110’)
	<--
	RLC STATUS PDU (ACK_SN=2)
	-
	-

	24
	The SS  transmits a MAC PDU containing two MAC SDUs, the first containing a 8 byte RLC SDU with LCID set to 4  and the second containing a 7 byte RLC SDU with LCID set to 6.
	<--
	MAC PDU 
	-
	-

	25
	The UE sends Scheduling Request
	-->
	(SR)
	-
	-

	26
	The SS transmits an uplink grant of size 256 bits. (Note 6)
	<--
	(UL grant)
	-
	-

	27
	Check: Does the UE return a MAC PDU of length 256 bits including 2 RLC SDUs, Padding and Short BSR or Long BSR with Buffer size(s) set to ‘0’?(Note 5)
	-->
	MAC PDU (12 Byte MAC Sub PDU from LC 4 and 11 Byte MAC Sub PDU from LC 6) and 4 Byte MAC Sub PDU containing Long BSR and 5 Byte MAC Sub PDU containing Padding)

Or

MAC PDU (12 Byte MAC Sub PDU from LC 4 and 11 Byte MAC Sub PDU from LC 6) and 2 Byte MAC Sub PDU containing Short BSR and 7 byte MAC Sub PDU containing Padding)
	8
	P

	28
	SS transmits an RLC STATUS PDU to acknowledge correctly received data(LCID=’000100’)
	<--
	RLC STATUS PDU (ACK_SN=3)
	-
	-

	29
	SS transmits an RLC STATUS PDU to acknowledge correctly received data(LCID=’000110’)
	<--
	RLC STATUS PDU (ACK_SN=3)
	-
	-

	Note 1:
32 bits enables UE to transmit a MAC PDU with a MAC BSR header and a Short BSR (1 bytes) or a Long BSR (3 byte with 2 LCG configured).

Note 2:
UE triggers a Short BSR of type "Regular BSR" to report buffer status for one LCG for that TTI. The UE should not send any of the received RLC SDUs (segmented) due to Regular BSR has higher priority than U-plane logical channels.

Note 3:
UE triggers and transmit a Long BSR of type "Regular BSR". The UL grant would be enough for UE to transmit one RLC SDU as received in step 8, but Regular BSR has higher priority than U-plane logical channels.

Note 4:
The UE has 48 bytes of RLC SDU data (received in steps 2, 9 and 13) in the transmission buffer. 544 bits enables UE to transmit user data in MAC PDU 2 RLC SDU of 12 byte on LC 4, each 2 Byte RLC Header and 2 Byte MAC Header resulting in 2 MAC Sub PDU of 16 Bytes Each. Similarly one 16 Byte MAC Sub PDU for 12 Byte RLC SDU on LC 5. Two 8 Byte RLC SDUs on LC 6 with 2 Byte RLC header each and 2 Byte MAC header each, will result in 2 MAC sub PDUs of 10 bytes each. Total comes to 16+16+16+12+12 =72 Bytes.

Note 5:
The MAC SDUs for the different logical channels may be in any order in the MAC PDU.

Note 6:
UL grant of 256 bits is chosen to enable UE to transmit two MAC SDUs of size 10 and 9 bytes in a MAC PDU (8 bytes RLC SDU + 2 bytes AMD PDU header  +2 Byte MAC sub Header + 7 bytes RLC SDU+ 2 bytes AMD PDU header+2 Byte MAC sub Header + 1Byte Long BSR MAC Sub Header + 3 Byte Long BSR + 5 Byte MAC Padding Sub PDU) or (8 bytes RLC SDU + 2 bytes AMD PDU header  +2 Byte MAC sub Header + 7 bytes RLC SDU+ 2 bytes AMD PDU header+2 Byte MAC sub Header + 9 Byte MAC Padding Sub PDU) = 32 Bytes


<End>
