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[bookmark: _Toc515105254][bookmark: _Toc515105565][bookmark: _Toc515374675]4.3.1.1	Test frequencies for NR operating bands in FR1
[bookmark: _Toc515105255][bookmark: _Toc515105566][bookmark: _Toc515374676]4.3.1.1.1	Operating bands in FR1
<Unchanged Contents Omitted >
Table 4.3.1.1.1.71.2-4: UL Test frequencies for NR operating band n71
	Test Frequency ID
	Bandwidth [MHz]
	Bandwidth
[RBs]
	offset pointA to carrier
[RBs]

	Low Range
	10
	24
	0

	
	15
	38
	0

	
	20
	51
	0

	Mid Range
	10
	24
	35

	
	15
	38
	28

	
	20
	51
	22

	High Range
	10
	24
	72

	
	15
	38
	58

	
	20
	51
	45


<Change1 Starts >
4.3.1.1.1.42	Reference test frequencies for NR operating band n78
4.3.1.1.1.42.1	SCS 15 kHz
Table 4.3.1.1.1.42.1-1: Common parameters for SCS 15 kHz in NR operating band n78 for Low and Mid Range
	
	point A
[MHz]
	point A
[ARFCN]
	k0

	DL
	3300.015
	620001
	[0]

	UL
	3300.015
	620001
	[0]



Table 4.3.1.1.1.42.1-2: Common parameters for SCS 15 kHz in NR operating band n78 for High Range
	
	point A
[MHz]
	point A
[ARFCN]
	k0

	DL
	3541.38
	636092
	[0]

	UL
	3541.38
	636092
	[0]



Table 4.3.1.1.1.42.1-3: SSB for SCS 15 kHz in NR operating band n78
	SSB ID
	GSCN
[N]
	GSCN
[MHz]
	SSB [ARFCN]

	kSSB
	Bandwidth
[MHz]
	Bandwidth
[RBs]
	offset point A to SSB midpoint
[RBs]

	Low Range
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	Mid Range
	7881
	3550.56
	636704
	FFS
	10
	52
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	High Range
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS



Table 4.3.1.1.1.42.1-4: Test frequencies for NR operating band n78
	Test Frequency ID
	Bandwidth [MHz]
	Bandwidth
[RBs]
	offset pointA to carrier
[RBs]

	Low Range
	10
	52
	2

	
	20
	106
	3

	
	40
	216
	4

	
	50
	270
	4

	Mid Range
	10
	52
	1365

	
	20
	106
	1338

	
	40
	216
	1283

	
	50
	270
	1256

	High Range
	10
	52
	1382

	
	20
	106
	1328

	
	40
	216
	1217

	
	50
	270
	1163



4.3.1.1.1.42.2	SCS 30 kHz
Table 4.3.1.1.1.42.2-1: Common parameters for SCS 30 kHz in NR operating band n78
	
	point A
[MHz]
	point A
[ARFCN]
	k0

	DL
	3300.03
	620002
	[0]

	UL
	3300.03
	620002
	[0]



Table 4.3.1.1.1.42.2-2: Common parameters for SCS 15 kHz in NR operating band n78 for High Range
	
	point A
[MHz]
	point A
[ARFCN]
	k0

	DL
	3541.38
	636092
	[0]

	UL
	3541.38
	636092
	[0]



Table 4.3.1.1.1.42.2-3: SSB for SCS 30 kHz in NR operating band n78
	SSB ID
	GSCN
[N]
	GSCN
[MHz]
	SSB [ARFCN]

	kSSB
	Bandwidth
[MHz]
	Bandwidth
[RBs]
	offset point A to SSB midpoint
[RBs]

	Low Range
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	Mid Range
	7881
	3550.56
	636704
	FFS
	FFS
	FFS
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	High Range
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	Note 1:	kSSB is expressed in terms of 15 kHz subcarrier spacing



Table 4.3.1.1.1.42.2-4: Test frequencies for NR operating band n78
	Test Frequency ID
	Bandwidth [MHz]
	Bandwidth
[RBs]
	offset pointA to carrier
[RBs]

	Low Range
	10
	24
	2

	
	20
	51
	2

	
	40
	106
	3

	
	50
	133
	3

	
	60
	162
	3

	
	80
	217
	3

	
	100
	273
	3

	Mid Range
	10
	24
	683

	
	20
	51
	670

	
	40
	106
	642

	
	50
	133
	629

	
	60
	162
	614

	
	80
	217
	587

	
	100
	273
	559

	High Range
	10
	24
	692

	
	20
	51
	665

	
	40
	106
	610

	
	50
	133
	582

	
	60
	162
	554

	
	80
	217
	499

	
	100
	273
	443



4.3.1.1.1.42.3	SCS 60 kHz
Table 4.3.1.1.1.42.3-1: Common parameters for SCS 60 kHz in NR operating band n78
	
	point A
[MHz]
	point A
[ARFCN]
	k0

	DL
	3300.045
	620003
	[0]

	UL
	3300.045
	620003
	[0]



Table 4.3.1.1.1.42.3-2: Common parameters for SCS 15 kHz in NR operating band n78 for High Range
	
	point A
[MHz]
	point A
[ARFCN]
	k0

	DL
	3541.38
	636092
	[0]

	UL
	3541.38
	636092
	[0]



Table 4.3.1.1.1.42.3-3: SSB for SCS 60 kHz in NR operating band n78
	SSB ID
	GSCN
[N]
	GSCN
[MHz]
	SSB [ARFCN]

	kSSB
	Bandwidth
[MHz]
	Bandwidth
[RBs]
	offset point A to SSB midpoint
[RBs]

	Low Range
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	Mid Range
	7881
	3550.56
	636704
	FFS
	FFS
	FFS
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	High Range
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	Note 1:	 is expressed in terms of 15 kHz subcarrier spacing



Table 4.3.1.1.1.42.3-4: Test frequencies for NR operating band n78
	Test Frequency ID
	Bandwidth [MHz]
	Bandwidth
[RBs]
	offset pointA to carrier
[RBs]

	Low Range
	10
	11
	2

	
	20
	24
	2

	
	40
	51
	2

	
	50
	65
	2

	
	60
	79
	2

	
	80
	107
	2

	
	100
	135
	2

	Mid Range
	10
	11
	342

	
	20
	24
	335

	
	40
	51
	322

	
	50
	65
	315

	
	60
	79
	308

	
	80
	107
	294

	
	100
	135
	280

	High Range
	10
	11
	347

	
	20
	24
	333

	
	40
	51
	306

	
	50
	65
	292

	
	60
	79
	278

	
	80
	107
	250

	
	100
	135
	222




<Change1 Ends >
[bookmark: _Toc515105264][bookmark: _Toc515105575][bookmark: _Toc515374685]4.3.1.3	Test frequencies for NR operation with other radios
<Unchanged Contents Omitted >
<Change2 Starts >
4.3.1.3.2.26	Reference test frequencies for EN-DC combinations beginning with B1
4.3.1.3.2.26.1	Reference test frequencies for EN-DC combination DC_1A_n78A / DC_1A_n78A
The test frequencies for B1A are found in TS 36.508 [2] Table 4.3.1.1.1-1.
The test frequencies for n78A are found in sub clause 4.3.1.1.1.42:

<Change2 ends >

