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<< Start of changes >>
6.5.3
Spurious emissions

<< Unchanged sections skipped …>>
6.5.3.1.4
Test description

6.5.3.1.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the Subscriber Station (SS) to take with the UE to reach the correct measurement state.
Table 6.5.3.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in TS 38.508-1 [10] subclause [TBD]
	Highest/Lowest supported SCS per test channel BW

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for Spurious Emissions testing
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK 
	Outer_Full

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1 Common UL configuration


1.
Connection between SS and UE is shown in TS 38.508-1 [10] Annex [TBD], Figure [TBD]. 
2.
The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause [TBD].
3.
Downlink signals are initially set up according to Annex [TBD], and uplink signals according to Annex [TBD].

4.
The UL Reference Measurement channels are set according to Table 6.5.3.1.4.1-1 

5.
Propagation conditions are set according to Annex [TBD].

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.1.4.3.

<< Unchanged sections skipped …>>
<< End of changes >>
