3GPP TSG-RAN WG5 Meeting #80
R5-184434
Gothenburg, Sweden, 20 - 24 August 2018

Source:
Ericsson, Samsung
Title:
RAN5#80 summary of changes to RAN5 test cases with potential impact on GCF and PTCRB
Document for:
Information
Agenda Item:
7.5
1. Introduction

The purpose of this document is to highlight the changes to 3GPP RAN5 test specifications based on RAN5#80 approved CRs that may impact current GCF and PTCRB selected test cases. The scope of the highlighted changes in this document covers removed test cases, changes to test case clause numbers, changes to test case titles and changes to test case applicability that might have impact on GCF/PTCRB WI/RFT assignments.   
2. Changes to 3GPP RAN5 test specifications
The table below summarizes the changes introduced by approved CRs to RAN5 test specifications after the RAN5#80 meeting. Changes are indicated by revision marks. A title including the word “void” indicates that a test case has been removed. The GCF and PTCRB columns indicate impact and recommended action for GCF and PTCRB respectively. 

	TS
	Clause
	Title 
	Comment
	Impact GCF
(GCF CC v3.71.1)
	Impact PTCRB

(NAPRD v5.36)

	34.121-1 & 34.121-2 – UTRA RF/RRM test cases

	No impact

	TS 34.123-1 & 34.123-2 – UTRA protocol test cases

	No impact

	34.229-1 & 34.229-1 – IMS test cases

	No impact

	36.521-1 & 36.521-2 – E-UTRA RF and performance test cases

	36.521-1
36.521-2
	6.2.2
	UE Maximum Output Power
	Additional information added: 
Not required to be tested in Band 41 for Power Class 2 UE
	No impact alternative test cases already included in WI-162 (HPUE).
	No impact alternative test cases already included in RFT118 (HPUE).

	36.521-1

36.521-2
	6.2.5
	Configured UE transmitted Output Power
	
	
	

	36.521-1

36.521-2
	6.3.5.3
	Aggregate Power Control Tolerance
	
	
	

	36.521-1

36.521-2
	6.6.2.3
	Adjacent Channel Leakage power Ratio
	
	
	

	36.521-1

36.521-2
	6.2.2B_1
	HPUE Maximum Output Power for UL-MIMO
	Branch Applicability changed: 
TDD
	No impact. Test case not selected.
	No impact. Test case not selected.

	36.521-1

36.521-2
	6.3.5_1.1
	Power Control Absolute Power Tolerance for HPUE
	Branch Applicability changed:
FDD, TDD
Additional information added:
FDD is for Power Class1, TDD is for Power Class 2
	No impact. Test cases already selected for HPUE and TDD band 41 (WI-162)
	Test cases for FDD case need to be removed from RFT118 (HPUE) as FDD applicability limited to Power Class 1.

	36.521-1

36.521-2
	6.3.5_1.2
	Power Control Relative Power Tolerance for HPUE
	
	
	

	36.521-1

36.521-2
	6.3.5_1.3
	Aggregate Power Control Tolerance for HPUE
	
	
	

	36.521-1

36.521-2
	8.2.1.1.1_A.4
	FDD PDSCH Single Antenna Port Performance for CA (4DL CA)
	Branch Applicability added:
2Rx, 4Rx
	No impact by test case number change. Test case number in GCF already aligned.
For WI-240-CA_1A-3C-8A: Rapporteur need to consider if 4Rx branch need to be added.


	Test case number already aligned, but title need to be aligned.
Impacted RFT: 133(4CA)

	36.521-1

36.521-2
	8.2.1.1.1_A.5
	FDD PDSCH Single Antenna Port Performance for CA (5DL CA)
	
	No impact. Test case not yet in DCC. GCF CA test case selection tool already aligned including both 2Rx and 4Rx branch.
	No impact. Test case number already aligned.

	36.521-1

36.521-2
	8.2.1.3.1_A.3
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (4DL CA)
	Branch Applicability added:
2Rx, 4Rx
	1. For WI-240-CA_1A-3C-8A: Rapporteur need to consider if 4Rx branch need to be added.
2. GCF CA test case selection tool need to add 4Rx branch
	Title need to be aligned.

Rapporteur need to consider if 4Rx branch need to be added.

Impacted RFT(s):

133(4CA)

	36.521-1

36.521-2
	8.2.1.3.1_A.4
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (5DL CA)
	
	GCF CA test case selection tool need to add 4Rx branch
	Title need to be aligned.

Rapporteur need to consider if 4Rx branch need to be added.

Impacted RFT(s):

146(5CA)

	36.521-1

36.521-2
	8.2.2.1.1_A.3
	TDD PDSCH Single Antenna Port Performance for CA (4DL CA)
	
	1. For WI-240-CA_41C-42C: Rapporteur need to consider if 4Rx branch need to be added.

2. GCF CA test case selection tool need to add 4Rx branch
	Title need to be aligned.

Rapporteur need to consider if 4Rx branch need to be added.

Impacted RFT(s):

133(4CA)

	36.521-1

36.521-2
	8.2.2.1.1_A.4
	TDD PDSCH Single Antenna Port Performance for CA (5DL CA)
	
	GCF CA test case selection tool need to add 4Rx branch
	No impact. Test case not selected.

	36.521-1

36.521-2
	8.7.1.1_A.4
	FDD Sustained data rate performance for CA (4DL CA)
	
	1. For WI-240-CA_1A-3C-8A: Rapporteur need to consider if 4Rx branch need to be added.

2. GCF CA test case selection tool need to add 4Rx branch
	Rapporteur need to consider if 4Rx branch need to be added.

Impacted RFT(s):

133(4CA)

	36.521-1

36.521-2
	8.7.1.1_A.5
	FDD Sustained data rate performance for CA (5DL CA)
	
	GCF CA test case selection tool need to add 4Rx branch
	Rapporteur need to consider if 4Rx branch need to be added.

Impacted RFT(s):

146(5CA)

	36.521-1

36.521-2
	8.7.2.1_A.3
	TDD Sustained data rate performance for CA (4DL CA)
	
	1. For WI-240-CA_41C-42C: Rapporteur need to consider if 4Rx branch need to be added.

2. GCF CA test case selection tool need to add 4Rx branch
	No impact. Test case not selected.

	36.521-1

36.521-2
	8.7.5.1.3
	TDD FDD CA Sustained data rate performance for FDD PCell (4DL CA)
	
	1. For WI-240-CA_1A-3A-42C, WI-240-CA_1A-19A-42C, WI-240-CA_3A-19A-42C, WI-240-CA_1A-21A-42C, WI-240-CA_19A-21A-42C, WI-240-CA_1A-3A-19A-42A, WI-240-CA_1A-19A-21A-42A: Rapporteur need to consider if 4Rx branch need to be added.

2. GCF CA test case selection tool need to add 4Rx branch
	No impact. Test case not selected.

	36.521-1

36.521-2
	8.7.5.1.4
	TDD FDD CA Sustained data rate performance for FDD PCell (5DL CA)
	
	1. For WI-302-CA_1A-3A-19A-42C, WI-302-CA_1A-19A-21A-42C, WI-302-CA_1A-41C-42C, WI-302-CA_1A-3A-21A-42C: Rapporteur need to consider if 4Rx branch need to be added.

2. GCF CA test case selection tool need to add 4Rx branch
	No impact. Test case not selected.

	36.521-1

36.521-2
	8.7.5.2.3
	TDD FDD CA Sustained data rate performance for TDD PCell (4DL CA)
	
	GCF CA test case selection tool need to add 4Rx branch
	No impact. Test case not selected.

	36.521-1

36.521-2
	8.7.5.2.4
	TDD FDD CA Sustained data rate performance for TDD PCell (5DL CA)
	
	GCF CA test case selection tool need to add 4Rx branch
	No impact. Test case not selected.

	36.521-1

36.521-2
	8.9.1.1.1_1
	FDD PDSCH Transmit Diversity 4x1 for UE category 1bis
	
	No impact. Title already aligned.
	No impact. Test case not selected.

	36.521-1

36.521-2
	8.9.1.1.2_1
	FDD PDSCH Closed Loop Single Layer Spatial Multiplexing 4x1 for UE Category 1bis
	
	No impact. Title already aligned.
	No impact. Test case not selected.

	36.521-1

36.521-2
	8.11.1.1.1
	FDD and half-duplex FDD Closed-loop spatial multiplexing performance for UE  supporting CE
	
	Title need to be updated in DCC.

Impacted work items: 

WI-254_A-01M, 

WI-254_A-03M, 

WI-254_A-04M, 

WI-254_A-05M, 

WI-254_A-07M, 

WI-254_A-08M, 

WI-254_A-13M, 

WI-254_A-20M, 

WI-254_A-25M, 

WI-254_A-26M, 

WI-254_A-28M
	Titles need to be updated.

Impacted RFT:

132: R13 LTE MTC

	36.521-1

36.521-2
	8.11.1.1.2
	FDD and half-duplex FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 for UE  supporting CE
	
	
	

	36.521-3 & 36.521-2– E-UTRA RRM test cases

	36.521-3 

36.521-2


	8.3.7
	E-UTRAN FDD-FDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells for Increased Carrier Monitoring without Reduced Performance Group
	Branch Applicability added:
2Rx, 4Rx
	No impact. Test case not selected.
	No impact. Test case not selected.

	36.521-3 

36.521-2


	8.3.8
	FDD-FDD Inter-frequency correct reporting of measurement events with reduced performance group configured, non DRX
	
	
	

	36.521-3 

36.521-2


	8.3.9
	FDD-FDD Inter-frequency correct reporting of measurement events with reduced performance group configured, DRX
	
	
	

	36.521-3 

36.521-2


	8.4.7
	E-UTRAN TDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells for Increased Carrier Monitoring without Reduced Performance Group
	
	
	

	36.523-1 & 36.523-2– E-UTRA protocol test cases

	36.523-1

36.523-2
	8.2.2.5a.2
	CA / RRC connection reconfiguration / TDD SCell addition without UL / SRS configuration / Aperiodic
	
	No impact. Test case not selected.
	No impact. Test case not selected.

	36.523-1

36.523-2
	8.2.2.6.4
	Void
	
	Test case need to be removed.
Impacted work items:

WI-286-34, WI-286-38, WI-286-39, WI-286-40, WI-286-41
	No impact. Test case not selected.

	36.523-1

36.523-2
	8.2.2.6.5
	Void
	
	No impact. Test case is not in DCC.
	No impact. Test case not selected.

	36.523-1

36.523-2
	8.2.4.1
	RRC connection reconfiguration / Handover / Success / Dedicated preamble
	Applicability changed:

UEs supporting E-UTRA or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and intra-frequency handover to target cell in normal coverage and CE Mode A)
	Test cases need to be added to relevant CAT M1 work items.

Impacted work items:

WI-081-xM, WI-091-xM
	Test cases need to be made applicable for CAT M1 devices.

Impacted RFT:

RFT132: R13 LTE MTC

	36.523-1

36.523-2
	8.2.4.2
	RRC connection reconfiguration / Handover / Success / Common preamble
	
	
	

	36.523-1

36.523-2
	8.2.4.5
	RRC connection reconfiguration / Handover / All parameters included
	
	
	

	36.523-1

36.523-2
	8.2.4.7
	RRC connection reconfiguration / Handover / Failure / Re-establishment successful
	
	
	

	36.523-1

36.523-2
	8.2.4.8
	RRC connection reconfiguration / Handover / Failure / Re-establishment failure
	
	
	

	36.523-1

36.523-2
	8.3.1.7
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Blacklisting
	
	
	

	36.523-1

36.523-2
	8.3.1.11
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Continuation of the measurements after RRC connection re-establishment
	
	
	

	36.523-1

36.523-2
	8.3.1.11a
	Measurement configuration control and reporting / Intra Frequency measurements / Continuation of the measurements after RRC connection re-establishment / Single Frequency operation
	
	
	

	36.523-1

36.523-2
	8.2.4.3
	RRC connection reconfiguration / Handover / Success / Intra-cell / Security reconfiguration
	UEs supporting E-UTRA 
	Test cases need to be added to relevant CAT M1 work items.

Impacted work items:

WI-081-xM, WI-091-xM
	

	36.523-1

36.523-2
	8.2.4.4
	RRC connection reconfiguration / Handover / Failure / Intra-cell / Security reconfiguration
	
	
	

	36.523-1

36.523-2
	8.3.1.5
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous event A3 (intra-frequency measurements)
	UEs supporting E-UTRA or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage and CE Mode A)
	Test case need to be added to relevant CAT M1 work items.

Impacted work items:

WI-081-xM, WI-091-xM
	

	36.523-1

36.523-2
	9.2.1.2.1c
	Combined attach procedure / Success / EPS and CS Fallback not preferred
	UEs supporting E-UTRA and UTRA and combined EPS/IMSI attach (with or without pre-configuration) and CS fallback and configured to CS/PS mode 1 (voice centric) and NOT Category M1
	No impact. Test case not selected for any CAT M1 work items.
	Test cases need to be made NOT applicable for CAT M1 devices.

Impacted RFT:

RFT132: R13 LTE MTC

	36.523-1

36.523-2
	9.2.1.2.1d
	Combined attach procedure / Success / EPS and CS Fallback not preferred/data centric UE
	UEs supporting E-UTRA and UTRA and combined EPS/IMSI attach (with or without pre-configuration) and CS fallback (and implicitly SMSoverSGs) and configured to CS/PS mode 2 (data centric) and NOT Category M1
	
	

	36.523-1

36.523-2
	8.4.7.3
	Void
	
	No impact. Test cases not selected.
	No impact. Test cases not selected.

	36.523-1

36.523-2
	8.4.7.4
	Void
	
	
	

	36.523-1

36.523-2
	8.4.7.5
	Void
	
	
	

	36.523-1

36.523-2
	8.4.7.6
	Void
	
	
	

	36.523-1

36.523-2
	8.4.7.7
	Void
	
	
	

	36.523-1

36.523-2
	8.4.7.8
	Void
	
	
	

	36.523-1

36.523-2
	8.4.7.9
	Void
	
	
	

	36.523-1

36.523-2
	8.4.7.10
	Void
	
	
	

	36.523-1

36.523-2
	13.1.17
	Void
	
	Test case need to be removed. 

Impacted work items: WI-088
	

	36.523-1

36.523-2
	13.1.18
	Void
	
	No impact. Test cases not selected.
	

	36.523-1

36.523-2
	13.4.4.1
	Void
	
	
	

	36.523-1

36.523-2
	13.4.4.2
	Void
	
	
	

	36.523-1

36.523-2
	13.4.4.5
	Void
	
	
	

	37.571-1 – 37.571-3 UTRA/E- UTRA/EPC UE positioning performance test cases

	37.571-1

37.571-3
	9.3.1.1
	FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	
	No impact. Test cases not selected yet.
	Rapporteur need to consider if test cases need to be added to RFT115 Positioning.

Impacted RFT: RFT115 LTE Positioning

	37.571-1

37.571-3
	9.3.1.2
	FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	
	
	

	37.571-1

37.571-3
	9.3.2.1
	HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	
	
	

	37.571-1

37.571-3
	9.3.2.2
	HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	
	
	

	37.571-1

37.571-3
	9.3.3.1
	TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	
	
	

	37.571-1

37.571-3
	9.3.3.2
	TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	
	
	

	37.571-1

37.571-3
	9.3.4.1
	FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	
	
	

	37.571-1

37.571-3
	9.3.4.2
	FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	
	
	

	37.571-1

37.571-3
	9.3.5.1
	HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	
	
	

	37.571-1

37.571-3
	9.3.5.2
	HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	
	
	

	37.571-1

37.571-3
	9.3.6.1
	TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	
	
	

	37.571-1

37.571-3
	9.3.6.2
	TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	
	
	

	37.571-1

37.571-3
	9.3.7.1
	FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	
	
	

	37.571-1

37.571-3
	9.3.7.2
	FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	
	
	

	37.571-1

37.571-3
	9.3.8.1
	HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	
	
	

	37.571-1

37.571-3
	9.3.8.2
	HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	
	
	

	37.571-1

37.571-3
	9.3.9.1
	TDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	
	
	

	37.571-1

37.571-3
	9.3.9.2
	TDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	
	
	

	37.571-1

37.571-3
	9.3.10.1
	FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	
	
	

	37.571-1

37.571-3
	9.3.10.2
	FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	
	
	

	37.571-1

37.571-3
	9.3.11.1
	HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	
	
	

	37.571-1

37.571-3
	9.3.11.2
	HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	
	
	

	37.571-1

37.571-3
	9.3.12.1
	TDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	
	
	

	37.571-1

37.571-3
	9.3.12.2
	TDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	
	
	

	37.571-1

37.571-3
	9.4.1.1
	FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	
	
	

	37.571-1

37.571-3
	9.4.1.2
	FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	
	
	

	37.571-1

37.571-3
	9.4.2.1
	HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	
	
	

	37.571-1

37.571-3
	9.4.2.2
	HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	
	
	

	37.571-1

37.571-3
	9.4.3.1
	TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	
	
	

	37.571-1

37.571-3
	9.4.3.2
	TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	
	
	

	37.571-1

37.571-3
	9.4.4.1
	FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	
	
	

	37.571-1

37.571-3
	9.4.4.2
	FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	
	
	

	37.571-1

37.571-3
	9.4.5.1
	HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	
	
	

	37.571-1

37.571-3
	9.4.5.2
	HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	
	
	

	37.571-1

37.571-3
	9.4.6.1
	TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	
	
	

	37.571-1

37.571-3
	9.4.6.2
	TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	
	
	

	37.571-1

37.571-3
	9.4.7.1
	FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	
	
	

	37.571-1

37.571-3
	9.4.7.2
	FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	
	
	

	37.571-1

37.571-3
	9.4.8.1
	HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	
	
	

	37.571-1

37.571-3
	9.4.8.2
	HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	
	
	

	37.571-1

37.571-3
	9.4.9.1
	TDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	
	
	

	37.571-1

37.571-3
	9.4.9.2
	TDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	
	
	

	37.571-1

37.571-3
	9.4.10.1
	FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	
	
	

	37.571-1

37.571-3
	9.4.10.2
	FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	
	
	

	37.571-1

37.571-3
	9.4.11.1
	HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	
	
	

	37.571-1

37.571-3
	9.4.11.2
	HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	
	
	

	37.571-1

37.571-3
	9.4.12.1
	TDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	
	
	

	37.571-1

37.571-3
	9.4.12.2
	TDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	
	
	

	37.571-1

37.571-3
	9.5.3
	HD-FDD Intra frequency RSTD Measurement Reporting Delay for NB-IOT Standalone Mode in enhanced coverage
	
	
	

	37.571-1

37.571-3
	9.6.3
	HD-FDD Inter frequency RSTD Measurement Reporting Delay for NB-IOT Standalone Mode in enhanced coverage
	
	
	

	37.571-2 – UTRA/E- UTRA/EPC UE positioning protocol test cases

	No impact

	38.523-1 & 38.523-2 5GS test cases

	38.523-1

38.523-2
	7.1.1.4.2.1
	UL-SCH Transport Block Size selection / DCI format 1_0 / Transform precoding disabled
	
	Titles needs to be updated.

Impacted work items:

WI-503-EN-DC_3A_n78A, WI-503-EN-DC_3A_n79A, WI-503-EN-DC_8A_n78A, WI-503-EN-DC_8A_n79A, WI-503-EN-DC_39A_n78A, WI-503-EN-DC_41A_n79A, WI-503-EN-DC_41A_n78A, WI-503-EN-DC_39A_n79A, WI-503-EN-DC_1A_n78A, WI-503-EN-DC_5A_n78A, WI-503-EN-DC_7A_n78A, WI-503-EN-DC_(n)41AA, WI-503-EN-DC_41A_n41A, WI-503-EN-DC_3A_n77A, WI-503-EN-DC_25A_n41A
	Test case title already aligned. (Ref: PVG82_0654_18)
Impacted RFT: RFT 504-3

	38.523-1

38.523-2
	7.1.1.4.2.2
	UL-SCH Transport Block Size selection / DCI format 1_0 / 256QAM / Transform precoding disabled
	
	
	

	38.523-1

38.523-2
	7.1.1.4.2.3
	UL-SCH transport block size selection / DCI format 1_1 / RA type 0/RA Type / Transform precoding disabled
	
	
	

	38.523-1

38.523-2
	7.1.1.4.2.4
	UL-SCH transport block size selection / DCI format 1_1 / RA type 0/RA Type / 256QAM / Transform precoding disabled
	
	
	

	38.523-1

38.523-2
	8.2.4.3.1.1
	NR CA / SCell change / Intra-NR measurmennt event A6 / SRB3 / EN-DC / Intra-band Contiguous CA
	
	No impact. Test case not selected yet.
	

	51.010-1 – GERAN test cases

	No impact


