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	Reason for change:
	There is no IE SL-V2X-InterFreqUE-SelectionConfig
-r14  in TS36.508 to be referred.

The IE v2x-UE-ConfigList-r14 has not completed size and value information in specific message content.

	
	

	Summary of change:
	The IE SL-V2X-InterFreqUE-SelectionConfig
-r14 in related specific message content of V2X test case  has been modified into SL-V2X-InterFreqUEConfig
-r14.
Editing errors have been corrected with the IE v2x-UE-ConfigList-r14 in specific message content.

	
	

	Consequences if not approved:
	The TCs will not be implemented.
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	Other comments:
	


[Start of Change]
24.1.1.3.3
Specific message contents
Table 24.1.1.3.3-1: SystemInformationBlockType21 for Cell 1 (step 1, Table 24.1.1.3.2-2)
	Derivation Path: 36.508 [18], table 4.4.3.3-19

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType21-r14 ::= SEQUENCE {
	
	
	

	  sl-V2X-ConfigCommon-r14 SEQUENCE {
	
	
	

	    v2x-InterFreqInfoList-r14 SEQUENCE {
	
	
	

	      SL-InterFreqInfoV2X-r14[1] SEQUENCE {
	
	
	

	        v2x-CommCarrierFreq-r14
	f5 in TS 36.508 [18] clause 6.2.3.5
	
	

	        v2x-UE-ConfigList-r14 (SIZE (1.. maxCellIntra)) OF SL-V2X-InterFreqUE-Config-r14 SEQUENCE {
	1 entry
	
	

	          SL-V2X-InterFreqUE-Config-r14[1] SEQUENCE {
	
	
	

	            v2x-CommTxPoolNormal-r14
	Not Present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note:
V2X SideLink communication supported but no resources set for transmission.


[Skip of Change]
24.1.3.3.3
Specific message contents
[Skip of Change]
Table 24.1.3.3.3-2: SystemInformationBlockType21 for Cell 1 (from step 1, Table 24.1.3.3.2-2)
	Derivation Path: 36.508 [18], table 4.4.3.3-19

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType21-r14 ::= SEQUENCE {
	
	
	

	  sl-V2X-ConfigCommon-r14 SEQUENCE {
	
	
	

	    v2x-InterFreqInfoList-r14 SEQUENCE {
	
	
	

	      SL-InterFreqInfoV2X-r14[1] SEQUENCE {
	
	
	

	        v2x-CommCarrierFreq-r14
	f5 in TS 36.508 [18] clause 6.2.3.5
	
	

	        v2x-UE-ConfigList-r14  (SIZE (1.. maxCellIntra)) OF SL-V2X-InterFreqUE-Config-r14 SEQUENCE {
	1 entry
	
	

	          SL-V2X-InterFreqUE-Config-r14[1] SEQUENCE {
	
	
	

	            v2x-CommRxPool-r14
	Not Present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note:
V2X SideLink communication supported but no resources set for reception.


[Skip of Change]
24.1.5.3.3
Specific message contents
[Skip of Change]
Table 24.1.5.3.3-2: SystemInformationBlockType21 for Cell 1 (when active, Table 24.1.5.3.2-2)
	Derivation Path: 36.508 [18], table 4.4.3.3-19

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType21-r14 ::= SEQUENCE {
	
	
	

	  sl-V2X-ConfigCommon-r14 SEQUENCE {
	
	
	

	    v2x-InterFreqInfoList-r14 SEQUENCE {
	
	
	

	      SL-InterFreqInfoV2X-r14[1] SEQUENCE {
	
	
	

	        v2x-CommCarrierFreq-r14
	f5 in TS 36.508 [18] clause 6.2.3.5
	
	

	        v2x-UE-ConfigList-r14  (SIZE (1.. maxCellIntra)) OF SL-V2X-InterFreqUE-Config-r14 SEQUENCE {
	1 entry
	
	

	          SL-V2X-InterFreqUE-Config-r14[1] SEQUENCE {
	
	
	

	            v2x-CommTxPoolNormal-r14
	Not Present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	NOTE:
V2X SideLink communication supported but no resources set for transmission.


[Skip of Change]
24.1.6.3.3
Specific message contents
Table 24.1.6.3.3-0: SystemInformationBlockType21 for Cell 1 (step 0, Table 24.1.6.3.2-1)
	Derivation Path: 36.508 [18], table 4.4.3.3-19

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType21-r14 ::= SEQUENCE {
	
	
	

	  sl-V2X-ConfigCommon-r14 SEQUENCE {
	
	
	

	    v2x-InterFreqInfoList-r14 SEQUENCE {
	
	
	

	      SL-InterFreqInfoV2X-r14[1] SEQUENCE {
	
	
	

	        v2x-CommCarrierFreq-r14
	f5 in TS 36.508 [18] clause 6.2.3.5
	
	

	        v2x-UE-ConfigList-r14 (SIZE (1.. maxCellIntra)) OF SL-V2X-InterFreqUE-Config-r14 SEQUENCE {
	1 entry
	
	

	          SL-V2X-InterFreqUE-Config-r14[1] SEQUENCE {
	
	
	

	            v2x-CommTxPoolNormal-r14
	Not Present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note:
V2X SideLink communication supported but no resources set for transmission.


[Skip of Change]
24.1.10.3.3
Specific message contents

[Skip of Change]
Table 24.1.10.3.3-1: SystemInformationBlockType21 for Cell 1 (Preamble)
	Derivation Path: 36.508 [18], table 4.4.3.3-19

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType21-r14 ::= SEQUENCE {
	
	
	

	  sl-V2X-ConfigCommon-r14 SEQUENCE {
	
	
	

	    v2x-InterFreqInfoList-r14 SEQUENCE {
	
	
	

	      SL-InterFreqInfoV2X-r14[1] SEQUENCE {
	
	
	

	        v2x-CommCarrierFreq-r14
	f5 in TS 36.508 [18] clause 6.2.3.5
	
	

	        v2x-UE-ConfigList-r14 (SIZE (1.. maxCellIntra)) OF SL-V2X-InterFreqUE-Config-r14 SEQUENCE {
	1 entry
	
	

	          SL-V2X-InterFreqUE-Config-r14[1] SEQUENCE {
	
	
	

	            v2x-CommTxPoolNormal-r14
	Not Present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note:
V2X SideLink communication supported but no resources set for transmission.


24.1.11.3.3
Specific message contents
Table 24.1.11.3.3-1: SystemInformationBlockType21 for Cell 1 (preamble and all steps, Table 24.1.11.3.2-2)

	Derivation Path: 36.508 [18], table 4.4.3.3-19

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType21-r14 ::= SEQUENCE {
	
	
	

	  sl-V2X-ConfigCommon-r14 SEQUENCE {
	
	
	

	    v2x-InterFreqInfoList-r14 SEQUENCE {
	
	
	

	      SL-InterFreqInfoV2X-r14[1] SEQUENCE {
	
	
	

	        v2x-CommCarrierFreq-r14
	f5 in TS 36.508 [18] clause 6.2.3.5
	
	

	        v2x-UE-ConfigList-r14  (SIZE (1.. maxCellIntra)) OF SL-V2X-InterFreqUE-Config-r14 SEQUENCE {
	1 entry
	
	

	          SL-V2X-InterFreqUE-Config-r14[1] SEQUENCE {
	
	
	

	            v2x-CommTxPoolNormal-r14
	Not Present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note:
V2X SideLink communication supported but no resources set for transmission.


[Skip of Change]
Table 24.1.11.3.3-6: SL-V2X-InterFreqUE-Config-r14 (Table 24.1.11.3.3-5)
	Derivation Path: 36.508 [18], Table 4.6.3-20I

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-InterFreqUE-Config-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  v2x-CommTxPoolNormal-r14 SEQUENCE (SIZE (1..maxSL-V2X-TxPool-r14)) OF SL-CommResourcePoolV2X-r14 {
	1 entry
	
	

	    SL-CommResourcePoolV2X-r14[1]
	SL-CommResourcePoolV2X-r14 (Table 24.1.11.3.3-7)
	
	

	  }
	
	
	

	  v2x-CommTxPoolExceptional-r14
	Not present
	
	

	}
	
	
	


[End of Change]
