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1 Corrections required

1.1 fl_TC_22_6_5_Body
	Function name
	fl_TC_22_6_5_Body 

	Reason for change
	In the current TTCN implementation of this testcase, at Step 7, 20 and 33 when the Activate Default EPS Bearer context REQ is transmitted, for the IE Access Point Name the template cr_AccessPointName is being used. This template is a TLV type, and thus should not be used. 

Instead, the template cs_ AccessPointName should be used, which is the LV type.

The TTCN needs to be corrected accordingly.

	Summary of change
	At Steps 7, 20 and 33, used the template cs_ AccessPointName instead of cr_AccessPointName.

Please see screenshot

	TTCN module
	NBIOT_ESM_Testcases.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
//@siclog "Step 8 - 12" siclog@
    fl_TC_22_6_5_ActivateAndDeactivateDefaultBearer(nbiot_Cell1,
                                                 p_IOT_State,
                                                 v_EpsBearerId2,
                                                 v_PTI, // @sic R5s170962 subject to prose CR approval sic@                                                 
                                                 cr_AccessPointName (tsc_APN2),
                                                 PDN_2,
                                                 v_PDNConnectivityReq_Rxd.pDN_CONNECTIVITY_REQUEST.extdProtocolConfigurationOptions,
                                                 "Step 8");
    //@siclog "Step 13 - 15b3" siclog@
    v_PDNConnectivityReq_Rxd := f_NBIOT_TriggerAdditionalPDN (nbiot_Cell1, p_IOT_State, ?, cr_AccessPointName (tsc_APN1), tsc_APN1_String, delayTolerantAccess_v1330, '1'B); // @sic R5s170962 subject to prose CR approval sic@
    v_PTI := v_PDNConnectivityReq_Rxd.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier;
    //@siclog "Step 16" siclog@
    SRB.send (cas_NB_SRB_NasPdu_REQ (nbiot_Cell1,
                                     v_SrbId,
                                     cs_TimingInfo_Now,
                                     cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                cs_PdnConnectReject('0'H, // no EPS bearer assigned
                                                                    v_PTI, // @sic R5s170962 subject to prose CR approval sic@
                                                                    cs_ESM_Cause_v ('00011010'B),
                                                                    cs_GprsTimer3 ('37'O, tsc_Gprs3TimerUnit_1min, '00101'B), // 5mins
                                                                    -,
                                                                    omit))));
    t_T3346.start;
    //@siclog "Step 17" siclog@
    f_NBIOT_RRC_ConnectionRelease (nbiot_Cell1);
    //@siclog "Step 18 - 19b3" siclog@
    v_PDNConnectivityReq_Rxd := f_NBIOT_TriggerAdditionalPDN (nbiot_Cell1, p_IOT_State, ?, cr_AccessPointName (tsc_APN1), tsc_APN1_String, -, '0'B, 1); // @sic R5s170962 subject to prose CR approval sic@
    v_PTI := v_PDNConnectivityReq_Rxd.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier;
    t_T3346.stop;
    f_NBIOT_PreliminaryPass (__FILE__, __LINE__, "Step 19a4/19b3");
    //@siclog "Step 20 - 25" siclog@
    fl_TC_22_6_5_ActivateAndDeactivateDefaultBearer(nbiot_Cell1,
                                                 p_IOT_State,
                                                 v_EpsBearerId2,
                                                 v_PTI, // @sic R5s170962 subject to prose CR approval sic@                                                 
                                                 cr_AccessPointName (tsc_APN1),
                                                 PDN_1,
                                                 v_PDNConnectivityReq_Rxd.pDN_CONNECTIVITY_REQUEST.extdProtocolConfigurationOptions);
    f_UT_RequestAdditionalPDNConnectivity(UT, hex2int(v_EpsBearerId2), tsc_APN1_String, -, -, -1); // @sic R5s170962 sic@
    //@siclog "Step 26 - 28" siclog@
    v_NAS_Ind := f_NBIOT_RRC_ConnEst_DefWithNas(nbiot_Cell1,
                                                delayTolerantAccess_v1330,
                                                cr_NAS_Indication (tsc_SHT_IntegrityProtected, // @sic R5s170962 sic@
                                                                   cr_CONTROL_PLANE_SERVICE_REQUEST(?, -, -, -, cr_DeviceProperties('D'H, '1'B))));
    //@siclog "Step 29" siclog@
    SRB.send (cas_NB_SRB_NasPdu_REQ (nbiot_Cell1,
                                     v_SrbId,
                                     cs_TimingInfo_Now,
                                     cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                cs_508_SERVICE_REJECT(tsc_Cause_Congestion,
                                                                      -,
                                                                      cs_GPRS_Timer2_3_IEI ('5F'O, tsc_GprsTimerUnit_1min, '00101'B))))); // 5mins
    t_T3346.start;
    //@siclog "Step 30" siclog@
    f_NBIOT_RRC_ConnectionRelease (nbiot_Cell1);
    //@siclog "Step 31 - 32b3" siclog@
    v_PDNConnectivityReq_Rxd := f_NBIOT_TriggerAdditionalPDN (nbiot_Cell1, p_IOT_State, ?, cr_AccessPointName (tsc_APN1), tsc_APN1_String, -, '0'B, 1); // @sic R5s170962 subject to prose CR approval sic@
    v_PTI := v_PDNConnectivityReq_Rxd.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier;
    t_T3346.stop;
    f_NBIOT_PreliminaryPass (__FILE__, __LINE__, "Step 32a3/32b3");
    //@siclog "Step 33 - 38" siclog@
    fl_TC_22_6_5_ActivateAndDeactivateDefaultBearer(nbiot_Cell1,
                                                 p_IOT_State,
                                                 v_EpsBearerId2,
                                                 v_PTI, // @sic R5s170962 subject to prose CR approval sic@                                                                                                  cr_AccessPointName (tsc_APN1),
                                                 PDN_1,
                                                 v_PDNConnectivityReq_Rxd.pDN_CONNECTIVITY_REQUEST.extdProtocolConfigurationOptions);
  }
<<SKIPPED CODE>>




After Change:

	<<SKIPPED CODE>>
//@siclog "Step 8 - 12" siclog@
    fl_TC_22_6_5_ActivateAndDeactivateDefaultBearer(nbiot_Cell1,
                                                 p_IOT_State,
                                                 v_EpsBearerId2,
                                                 v_PTI, // @sic R5s170962 subject to prose CR approval sic@
                                                 //WA#22_6_5 cr_AccessPointName (tsc_APN2),
                                                 cs_AccessPointName (tsc_APN2),
                                                 PDN_2,
                                                 v_PDNConnectivityReq_Rxd.pDN_CONNECTIVITY_REQUEST.extdProtocolConfigurationOptions,
                                                 "Step 8");
    //@siclog "Step 13 - 15b3" siclog@
    v_PDNConnectivityReq_Rxd := f_NBIOT_TriggerAdditionalPDN (nbiot_Cell1, p_IOT_State, ?, cr_AccessPointName (tsc_APN1), tsc_APN1_String, delayTolerantAccess_v1330, '1'B); // @sic R5s170962 subject to prose CR approval sic@
    v_PTI := v_PDNConnectivityReq_Rxd.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier;
    //@siclog "Step 16" siclog@
    SRB.send (cas_NB_SRB_NasPdu_REQ (nbiot_Cell1,
                                     v_SrbId,
                                     cs_TimingInfo_Now,
                                     cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                cs_PdnConnectReject('0'H, // no EPS bearer assigned
                                                                    v_PTI, // @sic R5s170962 subject to prose CR approval sic@
                                                                    cs_ESM_Cause_v ('00011010'B),
                                                                    cs_GprsTimer3 ('37'O, tsc_Gprs3TimerUnit_1min, '00101'B), // 5mins
                                                                    -,
                                                                    omit))));
    t_T3346.start;
    //@siclog "Step 17" siclog@
    f_NBIOT_RRC_ConnectionRelease (nbiot_Cell1);
    //@siclog "Step 18 - 19b3" siclog@
    v_PDNConnectivityReq_Rxd := f_NBIOT_TriggerAdditionalPDN (nbiot_Cell1, p_IOT_State, ?, cr_AccessPointName (tsc_APN1), tsc_APN1_String, -, '0'B, 1); // @sic R5s170962 subject to prose CR approval sic@
    v_PTI := v_PDNConnectivityReq_Rxd.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier;
    t_T3346.stop;
    f_NBIOT_PreliminaryPass (__FILE__, __LINE__, "Step 19a4/19b3");
    //@siclog "Step 20 - 25" siclog@
    fl_TC_22_6_5_ActivateAndDeactivateDefaultBearer(nbiot_Cell1,
                                                 p_IOT_State,
                                                 v_EpsBearerId2,
                                                 v_PTI, // @sic R5s170962 subject to prose CR approval sic@
                                                 //WA#22_6_5 cr_AccessPointName (tsc_APN1),
                                                 cs_AccessPointName (tsc_APN1),
                                                 PDN_1,
                                                 v_PDNConnectivityReq_Rxd.pDN_CONNECTIVITY_REQUEST.extdProtocolConfigurationOptions);
    f_UT_RequestAdditionalPDNConnectivity(UT, hex2int(v_EpsBearerId2), tsc_APN1_String, -, -, -1); // @sic R5s170962 sic@
    //@siclog "Step 26 - 28" siclog@
    v_NAS_Ind := f_NBIOT_RRC_ConnEst_DefWithNas(nbiot_Cell1,
                                                delayTolerantAccess_v1330,
                                                cr_NAS_Indication (tsc_SHT_IntegrityProtected, // @sic R5s170962 sic@
                                                                   cr_CONTROL_PLANE_SERVICE_REQUEST(?, -, -, -, cr_DeviceProperties('D'H, '1'B))));
    //@siclog "Step 29" siclog@
    SRB.send (cas_NB_SRB_NasPdu_REQ (nbiot_Cell1,
                                     v_SrbId,
                                     cs_TimingInfo_Now,
                                     cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                cs_508_SERVICE_REJECT(tsc_Cause_Congestion,
                                                                      -,
                                                                      cs_GPRS_Timer2_3_IEI ('5F'O, tsc_GprsTimerUnit_1min, '00101'B))))); // 5mins
    t_T3346.start;
    //@siclog "Step 30" siclog@
    f_NBIOT_RRC_ConnectionRelease (nbiot_Cell1);
    //@siclog "Step 31 - 32b3" siclog@
    v_PDNConnectivityReq_Rxd := f_NBIOT_TriggerAdditionalPDN (nbiot_Cell1, p_IOT_State, ?, cr_AccessPointName (tsc_APN1), tsc_APN1_String, -, '0'B, 1); // @sic R5s170962 subject to prose CR approval sic@
    v_PTI := v_PDNConnectivityReq_Rxd.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier;
    t_T3346.stop;
    f_NBIOT_PreliminaryPass (__FILE__, __LINE__, "Step 32a3/32b3");
    //@siclog "Step 33 - 38" siclog@
    fl_TC_22_6_5_ActivateAndDeactivateDefaultBearer(nbiot_Cell1,
                                                 p_IOT_State,
                                                 v_EpsBearerId2,
                                                 v_PTI, // @sic R5s170962 subject to prose CR approval sic@
                                                 //WA#22_6_5 cr_AccessPointName (tsc_APN1),
                                                 cs_AccessPointName (tsc_APN1),
                                                 PDN_1,
                                                 v_PDNConnectivityReq_Rxd.pDN_CONNECTIVITY_REQUEST.extdProtocolConfigurationOptions);
  }
 <<SKIPPED CODE>>


