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	Reason for change:
	Current guard timer of 900s may not be enough for TC 22.6.3. Delay of 188s is used 4 times in the test, leaving less than 150s  for rest of the test.
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	Increased the guard timer from 900s to 1500s
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Change 1
	Testcase name
	TC_22_6_3

	Reason for change
	Current guard timer of 900s may not be enough for TC 22.6.3. Delay of 188s is used 4 times in the test, leaving less than 150s  for rest of the test.



	Summary of change
	Increased the guard timer from 900s to 1500s


	TTCN module
	NBIOT_Testsuite.ttcn

	MCC160 Comment
	


Before change

  testcase TC_22_6_3() runs on MTC_NBIOT system SYSTEM_NBIOT {

    // @purpose

    //   NB-IoT / UE requested bearer resource modification error handling (Resource modification not accepted by the network) / Expiry of timer T3481/ Default EPS bearer context

    var NBIOT_PTC        v_NBIOT      := null;

    var EUTRA_PTC        v_EUTRA      := null;

    timer t_GuardTimer := int2float(900);
    v_NBIOT := NBIOT_PTC.create alive;

    f_MTC_ConnectPTCs_NBIOT(system, v_NBIOT, v_EUTRA);

    v_NBIOT.start(f_TC_22_6_3_NBIOT());

    t_GuardTimer.start;

    f_MTC_MainLoop_NBIOT(t_GuardTimer);

  }
After change

    testcase TC_22_6_3() runs on MTC_NBIOT system SYSTEM_NBIOT {

    // @purpose

    //   NB-IoT / UE requested bearer resource modification error handling (Resource modification not accepted by the network) / Expiry of timer T3481/ Default EPS bearer context

    var NBIOT_PTC        v_NBIOT      := null;

    var EUTRA_PTC        v_EUTRA      := null;

    timer t_GuardTimer := int2float(1500);
    v_NBIOT := NBIOT_PTC.create alive;

    f_MTC_ConnectPTCs_NBIOT(system, v_NBIOT, v_EUTRA);

    v_NBIOT.start(f_TC_22_6_3_NBIOT());

    t_GuardTimer.start;

    f_MTC_MainLoop_NBIOT(t_GuardTimer);

  }
