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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
2.1 
Change 1

	Function name
	fl_TC_9_1_5_1_14_TestBody

	Reason for change
	UE may not have any security context before Step 1 so the initial REGISTRATION REQUEST may come with no security protection

	Summary of change
	Correct the 4th parameter when calling function f_NR_RRC_ConnEst_DefWithNas to allow tsc_SHT_NoSecurityProtection or tsc_SHT_IntegrityProtected

	TTCN module
	Initial_Registration_NR5GC

	MCC160 Comment
	


Before 

function fl_TC_9_1_5_1_14_TestBody() runs on NR5GC_PTC

  {

    ......
    //@siclog "Step 1-12" siclog@

    //Steps 2-13 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed.

    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellE, tsc_NR_RRC_TI_Def, ?, tsc_SHT_IntegrityProtected);

      if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Initial_NoSecurity)) {//@sic R5s200305 sic@

        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

      }

    f_NR5GC_RRC_Idle_Steps5_13 (v_GMM_MobilityInfo,

                                v_NGC_NASCellE, v_ReceivedMsg,

                                f_NR_Asn2Nas_PlmnId(f_NR_CellInfo_GetPLMN (v_NGC_NASCellE)),

                                TESTMode_OFF,

                                Initial_NoSecurity);//@sic R5s200305 sic@

    //SS transmits a REGISTRATION REJECT message with cause #22 (Congestion) and T3346 set to 3 minutes.

    //@siclog "Step 13" siclog@

......

}
After change

function fl_TC_9_1_5_1_14_TestBody() runs on NR5GC_PTC

  {

    ......
    //@siclog "Step 1-12" siclog@

    //Steps 2-13 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed.

    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellE, tsc_NR_RRC_TI_Def, ?, (tsc_SHT_NoSecurityProtection, tsc_SHT_IntegrityProtected));

      if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Initial_NoSecurity)) {//@sic R5s200305 sic@

        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

      }

    f_NR5GC_RRC_Idle_Steps5_13 (v_GMM_MobilityInfo,

                                v_NGC_NASCellE, v_ReceivedMsg,

                                f_NR_Asn2Nas_PlmnId(f_NR_CellInfo_GetPLMN (v_NGC_NASCellE)),

                                TESTMode_OFF,

                                Initial_NoSecurity);//@sic R5s200305 sic@

    //SS transmits a REGISTRATION REJECT message with cause #22 (Congestion) and T3346 set to 3 minutes.

//@siclog "Step 13" siclog@

......

}
