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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
2.1 Change 1 

	Function name
	function fl_TC_8_2_3_7_1x_TestBody

	Reason for change
	As per the table 8.2.3.7.1.3.3.9 the ae-threshold rsrp should be 66+delta(NRFs)

	Summary of change
	Changed v_RsrpThres as per the spec

	TTCN module
	ENDC/8_2_3/RRCMeasurement_ENDC_NR.ttc

	MCC160 Comment
	


Before change

 function fl_TC_8_2_3_7_1x_TestBody(NR_CellId_Type p_CellId) runs on ENDC_NR_PTC

  {
…

…

/@siclog "Steps 1-2" siclog@

    //The SS transmits an RRCConnectionReconfiguration message containing NR RRCReconfiguration message to setup NR measurement  and reporting of event A4.

    v_Deltas :=   f_NR_MobileInfo_GetPrimaryDeltaValue(); //@sic R5s190508, R5-197223 sic@

    if(f_NR_CellInfo_GetIsFR1(nr_Cell1))

    {

        v_RsrpThres := 71;

    }

    else

    {

        v_RsrpThres := 76 + v_Deltas.DeltaNRf1;           //@sic R5-195369, R5s190618, R5-197016, R5-197223, R5-195369 sic@

    }

…

…

  }
After change

function fl_TC_8_2_3_7_1x_TestBody(NR_CellId_Type p_CellId) runs on ENDC_NR_PTC

  {
…

…

/@siclog "Steps 1-2" siclog@

    //The SS transmits an RRCConnectionReconfiguration message containing NR RRCReconfiguration message to setup NR measurement  and reporting of event A4.

    v_Deltas :=   f_NR_MobileInfo_GetPrimaryDeltaValue(); //@sic R5s190508, R5-197223 sic@

    if(f_NR_CellInfo_GetIsFR1(nr_Cell1))

    {

        v_RsrpThres := 71;

    }

    else

    {

        v_RsrpThres := 66 + v_Deltas.DeltaNRf1;           //@sic R5-195369, R5s190618, R5-197016, R5-197223, R5-195369 sic@

    }

…

…

  }
