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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
Change 1

	Function name
	Control part

	Reason for change
	For test case 8.1.5.3.4, condition C35 should be used.

	Summary of change
	Correction the condition for test case 8.1.5.3.4
Note : Condition C35 has already been corrected by R5s200902

	TTCN module
	NR5GC_Testsuite

	MCC160 Comment
	


Before 

Control {

......
if (f_NR_ExecutionGuideline("TC_8_1_5_3_4_NR5GC") and f_SelectionExpr(NR_C34)) { execute(TC_8_1_5_3_4_NR5GC()); }

......

}
After change

Control {

......
if (f_NR_ExecutionGuideline("TC_8_1_5_3_4_NR5GC") and f_SelectionExpr(NR_C35)) { execute(TC_8_1_5_3_4_NR5GC()); }

......

}
Change 2

	Function name
	cs_38508_SIB8_Def

	Reason for change
	According 38.508 4.6.2-9, CMAS CBS Message Identifier for CMAS Presidential Level Alerts shall be used in SIB8 (=0001000100010010) 

	Summary of change
	Correct the message identifier in SIB8.

	TTCN module
	RRC_Others_PWS_Notification_NR5GC

	MCC160 Comment
	


Before 

template (value) SIB8 cs_38508_SIB8_Def (integer p_MessageSegment,

                                            octetstring p_WarningMessageSegment,

                                            SIB8_WarningMessageSegmentType_Type p_WarningMessageSegmentType := lastSegment,

                                            template(omit) O1_Type p_DataCodingScheme := omit) :=

  {  // As per 38.508-1 Table 4.6.2-10: SIB8 common for all segments

      /* @status    APPROVED (NR5GC) */

      messageIdentifier := tsc_NR_ETWS_MessageIdentifier,

      serialNumber := tsc_NR_ETWS_SerialNumber,

      warningMessageSegmentType := p_WarningMessageSegmentType,

      warningMessageSegmentNumber := p_MessageSegment,

      warningMessageSegment := p_WarningMessageSegment,

      dataCodingScheme := p_DataCodingScheme,

      warningAreaCoordinatesSegment := omit,

      lateNonCriticalExtension := omit

  };

After change

template (value) SIB8 cs_38508_SIB8_Def (integer p_MessageSegment,

                                            octetstring p_WarningMessageSegment,

                                            SIB8_WarningMessageSegmentType_Type p_WarningMessageSegmentType := lastSegment,

                                            template(omit) O1_Type p_DataCodingScheme := omit) :=

  {  // As per 38.508-1 Table 4.6.2-10: SIB8 common for all segments

      /* @status    APPROVED (NR5GC) */

      messageIdentifier := tsc_NR_CMSA_MessageIdentifier,

      serialNumber := tsc_NR_ETWS_SerialNumber,

      warningMessageSegmentType := p_WarningMessageSegmentType,

      warningMessageSegmentNumber := p_MessageSegment,

      warningMessageSegment := p_WarningMessageSegment,

      dataCodingScheme := p_DataCodingScheme,

      warningAreaCoordinatesSegment := omit,

      lateNonCriticalExtension := omit

  };
Change 3

	Function name
	New constant tsc_NR_CMSA_MessageIdentifier

	Reason for change
	As change 2

	Summary of change
	Constant for change 2

	TTCN module
	RRC_Others_PWS_Notification_NR5GC

	MCC160 Comment
	


New const
const bitstring tsc_NR_CMSA_MessageIdentifier := '0001000100010010'B;

