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1
Decision/action requested

This document provides a solution for interworking in TR 33.880
2
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 [xx]
3GPP TS 23.283: "Mission Critical Communication Interworking with Land Mobile Radio Systems".
3
Rationale

Where MC security is not supported in an external system, such as a non-3GPP system, then the end-to-end security mechanisms used in the MC system need to be terminated at the edge of the mission critical system(s).
Five approaches are identified to allow termination of end-to-end security mechanisms at a MC Security Gateway (SeGy):

· SeGy acts as a single MC client within the MC system (one for all external users).

· SeGy acts as many MC clients within the MC system (one per external user).

· SeGy acts as many migrated MC clients within an external MC system (one per external user).

· SeGy acts as an external MC system (one identity per external user).

· SeGy acts as a single user in an external MC system (one identity for all external users).

Each of these solutions are evaluated.
4
Detailed proposal

******************Start of Change 1*******************
7.8
Security solutions for interworking between LTE and non-LTE systems (MCCI)
7.8.1
Solution #7.1: MC Security Gateway (SeGy) acts as a MC client

7.8.1.1
Overview
The MC Security Gateway (SeGy) is a function which terminates MC security to allow for interworking with external systems that do not support mission critical security mechanisms. This includes external MC Domains that do not have MC security enabled, and non-3GPP systems, such as LMR.
NOTE:
This solution is applicable to migration, interconnection and interworking with non-3GPP systems.
In the case of interworking with Land Mobile Radio, the SeGy may be integrated with the Interworking Function (IWF) as defined in TS 23.283 [xx]. 
The solution defines that a SeGy acts as MC client(s) within the MC Domain. In this instance, the SeGy is part of the same security domain as the rest of the MC system and is dependent on the MC Domain to operate. The single SeGy identity is used to represent all users in the external system.
7.8.1.2
Motivating security requirements

The following security requirements are applicable to the SeGy:
[MCSEC-7.1-2]
The MC System shall enable the decryption of signalling and traffic routed to the non-3GPP system. This shall not compromise signalling or traffic that is not routed to the non-3GPP system.

[MCSEC-7.1-3]
The MC System shall be able to apply MC security mechanisms to signalling/media received from the non-3GPP system to ensure that equivalent protections are applied to this data as for native MC system data.
7.8.1.3
Solution description
The SeGy acts as MC Client(s) within the MC domain, forfilling all the security functions of the MC Client. The SeGy represents the identity of users in the external system within the MC Domain. 
1.
The SeGy request an access token from the IdM as an MC client. 
2.
The SeGy requests user-specific key material from the KMS as an MC client.

3.
The SeGy communicates with the GMS to join groups as an MC client. 

4.
The SeGy connects with MCX Server(s), using CSK as an MC client.
7.8.1.4
Evaluation against requirements
In this case the SeGy represents multiple users with a single identity.
This approach may most applicable where the SeGy is not transparent. To clarify, MC clients secure communications to the SeGy to reach the external user. Further signalling would be required after establishing this security connection to reach a specific external user (e.g. providing the identity of the external user to an IWF or equivalent). Resolving the communication to the correct external users could be performed automatically for group communications (with access to the group document), but would need to be manual for private commnications.

Advantages of the approach are:

A1-1
The approach is simple and scalable for the SeGy and the MC Domain.

Disadvantages of the approach are:
D1-1
There is a security risk of spoofing by the SeGy. By representing multiple users using one identity, the SeGy is going against the security principles of the MC system. Controls would have to be put in place to prevent the SeGy from spoofing identities that it isn't allowed to represent.
D1-2
Requires a 'host' domain. Connecting to other systems, the SeGy (and the external system it represents) appear as part of the MC Domain that supports it. 
D1-3
Using a SeGy non-transparently impacts the usability of the gateway.

D1-4
To use a SeGy of this type transparently would require modifying clients to use a different cryptographic identity when dialing external users behind the SeGy, introducing a major security and configuration impact. 
7.8.2
Solution #7.2: MC Security Gateway (SeGy) acts as many MC clients

7.8.2.1
Overview
For background, see Clause 7.8.1.1.

The solution defines that a SeGy acts as MC clients within the MC Domain, one per external identity in the external system. In this instance, the SeGy is part of the same security domain as the rest of the MC system and is dependent on the MC Domain to operate.
7.8.2.2
Motivating security requirements

For requirements, see Clause 7.8.1.2
7.8.2.3
Solution description
The SeGy acts as multiple MC Clients within the MC domain, forfilling the security functions of each of the MC Clients. The SeGy represents the identity of each user in the external system within the MC Domain. 

1.
The SeGy requests access tokens from the IdM for the multiple identities that it represents. 

2.
The SeGy requests user-specific key material from the KMS for the multiple identities that it represents.

3.
The SeGy communicates with the GMS to join groups for the multiple identities that it represents. This will mean the SeGy joins the same group many times.

4.
The SeGy connects with MCX Server(s), using CSK, as multiple MC clients. This will result in multiple connections to the same MCX Servers.
7.8.2.4
Evaluation against requirements

The proposed approach is creates a user in the MC Domain for every user in the external domain. From the point of view of the MC Domain, it has multiple MC clients connecting to the domain from the same signalling entry point (the SeGy's address).
Advantages of this approach:

A2-1
The approach is completely transparent to the MC clients and the MC Domain.

A2-2
The security principles of the MC System are maintained.

Disadvantages of this approach:
D2-1
The proposed approach still has scaling issues. A large amount of connection signalling (to IdM, KMS, GMS, MCX Servers) is required for each user that the SeGy supports. If the external system is large, it would require the MC Domain to scale similarly.

D2-2
Requires a 'host' domain. Connecting to other systems, the SeGy (and the external system it represents) appear as part of the MC Domain that supports it. 
D2-3
Connectivity to the MC Domain appears clumsy, using multiple CSKs to connect to the same server.
7.8.3
Solution #7.3: MC Security Gateway (SeGy) acts as many migrated MC clients
7.8.3.1
Overview
For background, see Clause 7.8.1.1.

The solution defines that a SeGy acts as an external MC Domain containing many migrated MC clients from the MC Domain, one per external identity in the external system. In this instance, the SeGy's clients are part of the same security domain as the rest of the MC Domain and hence it is dependent on the MC Domain to operate.
7.8.3.2
Motivating security requirements

For requirements, see Clause 7.8.1.2.
7.8.3.3
Solution description
The SeGy acts as multiple MC Clients within the MC domain, forfilling the security functions of each of the MC Clients. The SeGy represents the identity of each user in the external system within the MC Domain. 

1.
The SeGy requests access tokens from the IdM for the multiple identities that it represents. 

2.
The SeGy requests user-specific key material from the KMS for the multiple identities that it represents.

3.
The SeGy communicates with the GMS to join groups for the multiple identities that it represents. This will mean the SeGy joins the same group many times.

4.
The SeGy connects with MCX Server(s), using SPK as an external MC Domain.
7.8.3.4
Evaluation against requirements

The proposed approach is creates a migrated user in the MC Domain for every user in the external domain. From the point of view of the MC Domain, it has multiple migrated MC clients connecting to the domain from the same external system. This reduces some of the signalling overhead of solution #7.2.
Advantages of this approach:

A3-1
The approach is completely transparent to the MC clients.

A3-2
The MC Domain only has to setup a single interconnection with an external MC system.
A3-3
The security principles of the MC System are maintained.

Disadvantages of this approach:

D3-1
The proposed approach still has scaling issues. A large amount of connection signalling (to IdM, KMS, GMS) is required for each user that the SeGy supports. If the external system is large, it would require the MC Domain to scale similarly.

D3-2
Requires a 'host' domain. Connecting to other systems, the SeGy (and the external system it represents) appear as part of the MC Domain that supports it. 
7.8.4
Solution #7.4: MC Security Gateway (SeGy) acts as an external MC Domain
7.8.4.1
Overview
For background, see Clause 7.8.1.1.
The solution defines that the SeGy acts as an entirely external MC Domain towards the MC Domain. This involves associating sub-functions of a separate IS Proxy, KMS, IdM, and an external MC client with the SeGy. The advantage of this approach is that the SeGy is independent of existing MC Domains.
7.8.4.2
Motivating security requirements

For requirements, see Clause 7.8.1.2
7.8.4.3
Solution description
1.
The SeGy has its own (integrated) KMS and IdM and internally creates its own 'user' for any user of the external system that requires connection through the SeGy.  

NOTE:
Extracting the SeGy's KMS into a truly separate function would have the security benefit that compromise of the SeGy would not compromise the KMS.
2.
The SeGy connects to MC Domains as an external MC Domain, using a single connection and secured using an SPK.
3.
The SeGy creates security tokens for any required external connection into another MC Domain. The token would come from each user that required one, using its own (integrated) 'IdM' to create the token. 
4.
The SeGy could also integrate a GMS, allowing the SeGy to add MC System users into its own groups. The SeGy would need to connect to GMSs in MC Domains to add each of its users into existing groups.
5.
From the point of view of the MC Domain, communications to/from the SeGy come from MC clients in the SeGy's external system.
7.8.4.4
Evaluation against requirements

In this case the SeGy acts as a full external domain.
Advantages of this approach:
A4-1.
No host domain is required. The SeGy acts independently of any existing MC Domain.

A4-2.
Compromise of the SeGy has minimal impact on the security of existing MC Domains (as only the users of an external system are compromised).
A4-3.
The SeGy can create new external system users on the fly, with minimal signalling. This allows the SeGy to dynamically scale.
Disadvantages of this approach:

D4-1.
The SeGy needs to support a range of features to appear as a full external system (but fewer client features).
D4-2.
A large amount of signalling is required to register each external user to groups in the MC Domain.
7.8.5
Solution #7.5: MC Security Gateway (SeGy) acts as a single user in an external MC Domain

7.8.5.1
Overview
For background, see Clause 7.8.1.1.

The solution defines that the SeGy acts as an entirely external MC Domain towards the MC Domain, but with only one user. This involves associating sub-functions of a separate IS Proxy, KMS, IdM, and an external MC client with the SeGy. The advantage of this approach is that the SeGy is independent of existing MC Domains, but requires less signalling than if it contained multiple users. 
7.8.5.2
Motivating security requirements

For requirements, see Clause 7.8.1.2
7.8.5.3
Solution description
1.
The SeGy has its own (integrated) KMS and IdM and internally creates a single 'user' to represent all users of the external system that it represents.  

2.
The SeGy connects to MC Domains as an external MC Domain, using a single connection and secured using an SPK.
3.
The SeGy creates security tokens for any required external connection into another MC Domain. The token would come from the single user in using its own (integrated) 'IdM'.
4.
The SeGy could also integrate a GMS, allowing the SeGy to add MC System users into its own groups. The SeGy would need to connect to GMSs in MC Domains to its user into existing groups.

5.
From the point of view of the MC Domain, communications to/from the SeGy come from the MC client in the SeGy's external system. To perform a private call to the external system represented by the SeGy would require some form of translation at the MC client or SeGy.
7.8.5.4
Evaluation against requirements

In this case the SeGy acts as a full external domain with one user.

Advantages of this approach:

A5-1
No host domain is required. The SeGy acts independently of any existing MC Domain.

A5-2
Compromise of the SeGy has minimal impact on the security of existing MC Domains (as only the users of an external system are compromised).
A5-3
The SeGy uses minimal signalling to integrate into existing MC Domains.
Disadvantages of this approach:


D5-1
The SeGy needs to support a range of features to appear as a full external system (but fewer client features).
D5-2 
There is a security risk of spoofing by the SeGy. By representing multiple users using one identity, the SeGy is going against the security principles of the MC system. The risk is lower as this only impacts its own domain.

D5-3
Using a SeGy non-transparently impacts the usability of the gateway.

D5-4
To use a SeGy of this type transparently would require modifying clients to use a different cryptographic identity when dialing external users behind the SeGy, introducing a security and configuration impact (although this only impacts one security domain in this case). 
******************End of Change 1********************
