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1
Decision/action requested

It is proposed to update the skeleton of TS 33.501.
2
References

[1]
TS 33.501
[2]
TS 23.501
3
Rationale

This contribution provides to update the skeleton of 33.501[1] for network domain security. 

As SA2 WG has agreed that “Network functions within 5GC-Control Plane shall only use service-based interfaces for their interactions”., A new section of requirements on the network domain is allocated which contains the requirements for service-based interfaces and the traditional reference point interfaces.
Accordingly, a new section for service based interfaces is allocated to contain the solutions for service based interfaces. 
4
Detailed proposal

***** First Change *****
5.X
Requirements on the Network Domain Security

Editor’s Note: This section wil include the requirements on network domain security.

5.X.1
General

5.X.2
Requirements for service-based interfaces 

Editor’s Note: This content needs to be studied the security of service-based interfaces that defined in 4.2.6 of TS 23.501[2].
5.X.3
Requirements for reference points

Editor’s Note: This content needs to be updated for the security of interfaces other than service-based interfaces, which are N2, N3, N4, N6 and N9. 
***** End of the first Changes *****
***** The Second Change *****
7.X
Security procedures for service-based interfaces

Editor’s Note: This content addresses the security procedures for service-based interfaces.
***** End of Changes *****
