3GPP TSG SA WG3 (Security) Meeting #90
S3-180212
22 -26 January 2018, Gothenburg (Sweden)


Source
: NEC
Title
: Requirements on SIDF
Document for
: Approval
Agenda Item
: 7.2.14.3
Abstract
:
This pCR proposes to update SIDF requirement in TS 33.501 clause 5.5.1.
1
Decision/action requested

It is proposed to approve the updates given in this pCR
2
References

[1]
3GPP TS 33.501 

3
Rationale

According to TS 33.501, Clause 6.12.2, “The UE shall construct the SUCI consisting of the home network identifier, the identifier of the home network public key, and the scheme-output.

NOTE:
The scheme-output depends on the protection schemes as described in Annex C.”

Moreover, two related Editor’s Notes in Clause C.3.4.1 state that,

“It is FFS if and which other curves will be specified (other curves currently proposed are secp384r1, NIST P-384, NIST P-256, brainpool384, brainpool256, M-383, Curve41417, and Curve25519). 

and

“If other curves are specified, it is FFS if separate profiles (comprising the corresponding ECIES parameters) will be specified”
According to Clause 6.12.5, “The de-concealment shall take place at the UDM” and an editor’s note in the same clause states that, “One UDM can comprise several UDM instances”. 
Therefore, it is foreseen from the information discussed in TS 33.501 that the requirement on SIDF in clause 5.5 need to be specified more clearly considering these details. This clarity is captured in this pCR document.
4
Detailed proposal

5.5
Requirements on the SIDF 

***** Start of Change *****
5.5.1 
Subscriber privacy

The SIDF shall resolve the SUPI from the SUCI based on the protection scheme used to generate the SUCI. 

The SIDF shall be located in the home network. 

The SIDF shall be a service offered by UDM which may consist of one or more UDM instances.
Editor's Note: The list of supported public key schemes is FFS.

***** End of Change *****
