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	Reason for change:
	The initial value of NAS COUNT when the UE first registers to the second access is still under discussion. 

This CR proposes to reuse the NAS COUNT value of the first access, and AMF will maintain two sets of NAS COUNT independently for different accesses after verifying the integration of Registration Request message. 

	
	

	Summary of change:
	Add a solution of initial value of NAS COUNT in multiple NAS connection scenario.

	
	

	Consequences if not approved:
	It is unclear how the NAS COUNT is set for the second access.
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	Other comments:
	


*************** Start of the 1st Change ****************
6.4.2.2
Multiple active NAS connections in the same PLMN's serving network

When the UE is registered in a serving network over two types of access (e.g. 3GPP and non-3GPP), then the UE has two active NAS connections with the same AMF. A common NAS security context is created during the registration procedure over the first access type. 

In order to realize cryptographic separation and replay protection, the common NAS security-context shall have parameters specific to each NAS connection. The connection specific parameters include a pair of NAS COUNTs for uplink and downlink and unique NAS connection identifier. NAS COUNTs for the first access shall be set as described in clause 6.4.5. For the second access, the NAS COUNTs shall be set to the NAS UL COUNT of the first access. The value of the unique NAS connection identifier shall be set to "0" for 3GPP access and set to “1" for non-3GPP access. After NAS security is activated, both the AMF and the UE shall maintain the two sets of NAS Count for different accesses independently.  
Editor's Note: Above requirements need to be revisited after studying concurrency, mobility and interworking use cases.

*************** End of the Change  ****************
