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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction
Editor’s Note: This clause contains some background information for the study. 
1
Scope

The document:

· Investigates and identifies the security key issues for meeting the low latency requirement.
· Investigates and identifies the security key issues for meeting the ultra-high reliability requirement.
· Provides potential security requirements to address the identified security issues.

· Provides the potential security solutions to support URLLC services.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

example: text used to clarify abstract rules by applying them literally.

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

<ACRONYM>
<Explanation>

4
Security aspects of 5G URLLC

Editor’s Note: This clause contains a high-level overview of the 5G URLLC features, the security aspects and the potential impacts on the current Rel-15 security mechanisms.
5
Key issues

Editor’s Note: This clause contains all the key issues identified during the study.

5.1
Key Issue #1: Security for redundant transmission
5.1.1
Key issue details

This key issue addresses the security aspects of key issue #1: Supporting high reliability by redundant transmission in user plane in TR 23.725 [xx].

According to the TR 23.725 [xx], in order to ensure the high reliability which can hardly be achieved by single path on user plane, redundant data transmission in 5GS may be supported. In this case it is important to study how to ensure that these redundant transmissions are secure enough. From security perspective, repeated user plane data transmission may introduce new security risks. Redundant transmission, where the data is duplicated at the source and sent to the destination over two different paths, may increase the security risk when the two received transmissions are not identical. Therefore, the receiver can’t know which of the transmissions is correct.
5.1.2
Security threats

The attacker can monitor the data streams and may identify if a data stream is re-used. It’s possible for the attacker to link two data streams used for redundant data transmission. The attacker could use such information in its advantage to mount targeted attacks against radio bearers serving URLLC PDU sessions. 
5.1.3
Potential Security requirements

The 5G system shall provide an appropriate security method to protect the redundant transmission.

The system shall provide cryptographic separation for radio bearers serving redundant transmissions.

The added paths for redundancy shall provide equal level of security compared to single path.

Editor's note: This key issue is dependent on the outcome of SA2 study.

5.2
Key issue #2: Support of security for high reliability by redundant data transmission in user plane
5.2.1
Key issue details

There have been discussions in SA2 on architectual aspect of the 5GS to support high reliability in the UP by introducing multiple redundant transmission paths [x], where the UP bearer is transferred over multiple paths via 2 different gNBs and UPFs (Solution #1, #2). For this redundant UP bearer transmission, security aspects such as confidentiality protection, integrity protection, and key handling, need to be considered in SA3.

5.2.2
Security threats 

Having multiple paths for the UP, in effect, introduces additional threat surface for attackers to take advantage of.  In order to realize high level of reliability in communication by using redundant UP paths, security of both UP paths need to be protected equally. Having one of the two UP paths compromised implies the whole proposition of URLLC collapses. Therefore, appropriate security solution for redundant transmission via multiple paths in the UP need to be in place.
5.2.3
Potential security requirements
- Confidentiality protection over the air shall be supported for UP data via redundant multiple transmission paths.
- Integrity protection over the air shall be supported for UP data via redundant multiple transmission paths.

5.3
Key Issue #3: UP security policy handling for multiple PDU sessions established for redundant data transmission 
5.3.1
Key issue details

This key issue addresses the security aspects of key issue #1: Supporting high reliability by redundant transmission in user plane in SA2 TR 23.725 [xx].

According to the SA2 TR 23.725 [xx], in order to ensure the high reliability which can hardly be achieved by single path on user plane, redundant transmission in 5GS may be supported. Depending on the condition of network deployment, e.g., which NFs or segments cannot meet the requirements of reliability, the redundant transmission may be applied on the user plane path between the UE and the network. 

There are several potential solutions in SA2 TR 23.725 [xx], where redundant data transmission in user plane takes different paths. 

During the PDU session establishment, the 5G Core Network should determine and provide the UP security policy for a PDU session to the gNB connected to 5GC according to TS 23.501 [xx] and TS 23.502 [xx], 

The 5G Core Network may enforce different configurations of UP security (encryption and integrity protection) in the UP security policy for multiple PDU sessions established for redundant data transmission.

The UPF or the DN has no knowledge of which UP security policy that has been applied between the UE and the gNB for the redundant user plane data transmission that has taken different paths.  

5.3.2
Security threats

If the attacker knows that integrity protection is enabled on one path but not on a second path, then the attacker could perform jamming on the first path in order to prevent the user plane data to be forwarded from the gNB to the UPF, and at then modify user plane data sent over the second path.

5.3.3
Potential security requirements

If integrity protection of user plane data is enabled between the UE and the gNB on the first path, then integrity protection shall be enabled for redundant user data transmission over a second path as well.

5.4
Key Issue #4: Security policy for URLLC service

Editor’s note: whether other security aspects are part of security policy is ffs.
5.4.1
Key issue details

The URLLC service scenarios include both the high reliability and low latency requirements. From security perspective, there is a tight coupling between ultra-reliable and low latency to maintain the same level of security and be efficient in doing so at the same time, the former implies need for stringent security checks, while the latter may imply extremely fast security checks. Hence, in the URLLC services there may be a need for various security policies, e.g., for length of key refreshment interval, the recommended length of keys, etc.
One example of an area where policies may be needed is the User Plane Security. In 5GS, a new security feature was introduced: the User Plane Security Policy.  The SMF will get User Plane Security Policy during PDU Session Establishment from UDM and PCF. The SMF generates User Plane Security Enforcement and transfers it to the RAN. The Release 15 RAN can only apply integrity protection in low speed (maximum of 64kbps). For URLLC service with higher speed than 65kbps, the RAN cannot fulfill the QoS requirement while enforcing user plane integrity protection. The confidentiality protection may additionally bring x ms (e.g. 0.1~2ms depending the implementation) delay. This delay may have negative impact on URLLC services. Having different policies for different services may help with these issues. 
5.4.2
Security threats

If the URLLC service is not user plane integrity protected, the user data can be modified during the transmission. On the other hand, after adding integrity protection, the delay may be unacceptable for some URLLC services. If service-specific security policies are not applied, there may be a risk that many URLLC services have insufficient protection.  

5.4.3
Potential Security requirements

1) The 5G system shall provide a user plane security policy mechanism applicable to URLLC services.

2) The 5G system shall provide the mechanism for how to enforce User Plane Security Policy when there are URLLC services in the PDU Session.

The selection of the security policy shall be under network control.
5.5
Key Issue #5: Security aspect of low latency handover procedure
5.5.1
Key issue details

In order to guarantee low latency to the URLLC services, according to TR 23.725, the optimization of handover procedure is needed. However, the security handling in handover, e.g. key derivation, security algorithm selection should be considered at the same time in order to support handover in URLLC. For URLLC services that require the low latency performance, security should not be reduced. Optimization of handover procedure in this case should maintain the same level of security as in other 5G services.

5.5.2
Security threats

If the interfaces e.g. N2 are not security protected, then an attacker could eavesdrop or insert or modify the security key and the security parameters transferred on the interface. 

If the target AMF is compromised and the UE security keys do not have the property of backward security, then an attacker would be able to decrypt the previous data exchanged between the UE and the network.If the source AMF is compromised and the UE security keys do not have the property of forward security, then an attacker would be able to decrypt the future data exchanged between the UE and the network. 

If the AMF is compromised, it may purposefully bid down the algorithm to a lower priority algorithm that is fairly easier to crack. This is also applicable when a MiTM masquerades the connection.
5.5.3
Potential Security requirements

1) The 5G system shall provide the proper security protection for the optimized URLLC handover procedure.
5.6
Key Issue #6: Retaining AS security keys for redundant data transmission in user plane 
5.6.1
Key issue details

This key issue addresses the security aspects of key issue #1: Supporting high reliability by redundant transmission in user plane in SA2 TR 23.725 [2] and key issue #2: Supporting high reliability by redundant transmission in user plane.
The flexibility to retain or to change the AS security keys in the gNB in intra-gNB handover i.e. between cells belonging to the same gNB, was introduced in 5G system in TS 33.501 [xx] Rel-15 clause 6.9.2.3.1.

If AS keys are always refreshed even when not required, then performance in gNB could be degraded. Refreshing the AS keys have impact on performance as time delay. To support services with very strict performance requirements, e.g. low latency or high reliability, would clearly benefit from avoiding unnecessary AS keys to be refreshed. The gNB should only refresh the AS security keys when there are security reasons.

URLLC services should be taken into considerations when performing the configuration of the policy for controlling when to retain or change AS keys in gNB.

5.6.2
Security threats

5.6.3
Potential security requirements

5.7
Key Issue #7: QoS monitoring protection
5.7.1
Key issue details

Since the vertical applications may want to be aware of the real time latency, the 5G E2E QoS monitoring is used to monitor the real time packet delay in 5GC and 5G-AN. According to TR23.725 [1], it’s possible to define the new procedures and functions on QoS monitoring activation and enforcement. In this case, these monitoring messages are required to be protected. Furthermore, whether the related interfaces need to be security protected is also necessary to be considered. 
5.7.2
Security threats

In lack of a secure way of protecting the E2E QoS monitoring procedure, an attacker could perform to modify the packet or message to obtain the incorrect latency report. 

5.7.3
Potential Security requirements

The 5G system shall be able to protect the 5G E2E QoS Enforcement procedure for a service.

5.X
Key Issue #X: <Key Issue Name>

5.X.1
Key issue details

5.X.2
Security threats

5.X.3
Potential security requirements
6
Candidate Solutions

Editor’s Note: This clause contains the proposed solutions addressing the identified key issues.

6.1
Solution #1: Security solution for handling UP security policy for multiple PDU sessions for redundant data transmission

6.1.1
Introduction
This solution addresses key issue #X: UP security policy handling for multiple PDU sessions established for redundant data transmission.
According to TS 23.501 [xx] and TS 23.502 [xx], the SMF should determine and provide the UP security policy for a PDU session to the gNB connected to 5GC during the PDU session establishment procedure. 

The UP security policy should indicate whether UP confidentiality and/or UP integrity protection shall be activated or not for all DRBs belonging to that PDU session. The UP security policy should be used by gNB to activate UP confidentiality and/or UP integrity for all DRBs belonging to the PDU session. 

According to TS 23.501 [xx], the User Plane Security Policy provide the same level of information than User Plane Security Enforcement information. Once the User Plane Security Enforcement information is determined at the establishment of the PDU Session, it is provided to the UE and applies for the life time of the PDU Session. The User Plane Security Enforcement information provides the NG-RAN with User Plane security policies for a PDU session. It indicates:

-
whether UP integrity protection is:

-
Required: for all the traffic on the PDU Session UP integrity protection shall apply.

-
Preferred: for all the traffic on the PDU Session UP integrity protection should apply.

-
Not Needed: UP integrity protection shall not apply on the PDU Session.

-
whether UP confidentiality protection is:

-
Required: for all the traffic on the PDU Session UP confidentiality protection shall apply.

-
Preferred: for all the traffic on the PDU Session UP confidentiality protection should apply.

-
Not Needed: UP confidentiality shall not apply on the PDU Session.

6.1.2
Solution details 
The User Plane Secuirty Policy for multiple PDU Sessions used for redundant data transmission should have the same setting for encryption and for integrity protection. The gNB should not be allowed to override the UP Secuirty Policy received from the 5G Core Network. The setting defined in clause 5.10.3 TS 23.501[xx] should apply with the following modifications:

· Encryption:

- only "Required" or "Not Needed" is allowed; 

- "Preferred" is not allowed:

· Integrity protection:

-
only "Required" or "Not Needed" is allowed; 

-
"Preferred" is not allowed:

In addition, if redundant data transmission is taking place over E-UTRA (connected to 5GC), then the setting of "Required" for Integrity protection is not allowed.

6.1.3
Evaluation

6.2
Solution #2: Retaining AS security keys for redundant data transmission in user plane 

6.2.1
Introduction

This solution address Key Issue #X: Retaining AS security keys for redundant data transmission in user plane 

6.2.2
Solution details

The flexibility to retain or to change the AS security keys in the gNB in intra-gNB handover i.e. between cells belonging to the same gNB, was introduced in 5G system in TS 33.501 [xx] Rel-15. 

It is proposed to re-use the existing solution in 5G Rel-15 (about the policy for controlling) when to to retain or change AS keys in gNB when URLLC services are used.

6.2.3
Evaluation

6.Y
Solution #Y: <Solution Name>

6.Y.1
Introduction

Editor’s Note: Each solution should list the key issues being addressed.

6.Y.2
Solution details

6.Y.3
Evaluation

Editor’s Note: Each solution should motivate how the potential security requirements of the key issues being addressed are fulfilled.

7
Conclusions

Editor’s Note: This clause contains the agreed conclusions.
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