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1. Overall Description:

SA3 LI thanks ETSI TC LI for the incoming LS requesting to enhance the LI architecture defined in TS 33.127 to introduce POI functions into N3IWF. 

SA3 LI have discussed the request and concluded that such an architectural enhancement is not needed for the following reasons:  
SA3 LI considers that the requirement is to be able to provide the UE’s local IP address used to reach the N3IWF. 
It is true that in 4G, ePDG is one of the ICEs defined (in TS 33.107/TS 33.108) for intercepting the target communications when the target UE is accessing the CSP’s services via WLAN. In 4G, when the target UE is on WLAN access, MME is not on the signalling path and the S-GW is not the bearer path. 
However, in 5G, the AMF and the SMF/UPF are used even when the UE is on non-3GPP access.  They (AMF, SMF/UPF) provide the required IRI, CC information to the LEAs. 

The target’s UE’s outer layer IP address and port number while on non-3GPP access are always available at the AMF, SMF/UPF.   
In summary, N3IWF does not require a POI function and hence, the LI generic architecture as currently defined in TS 33.127 will remain to be the same. 

2. Actions:

To ETSI TC LI
ACTION: 
SA3-LI asks ETSI TC LI to take a note of this LS. 
3. Date of Next TSG-SA WG3LI Meetings:
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