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A.4.4a.1
H.264/AVC with "imageattr" attribute – different image sizes in SDP offer and answer
In this example the SDP offer includes H.264/AVC with negotiation of the image size using the “imageattr” attribute.

Table A.4.12ad: Example SDP offer for H.264/AVC with image size negotiation
	SDP offer

	a=tcap:1 RTP/AVPF

m=video 49154 RTP/AVP 99 

a=pcfg:1 t=1

b=AS:315

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0; profile-level-id=42e00c; \

     sprop-parameter-sets=J0LgDJWgUH6Af1A=,KM46gA==

a=imageattr:99 send [x=320,y=240] recv [x=320,y=240]

a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr

a=extmap:4 urn:3gpp:video-orientation


The offer in Table A.4.12ad is identical to that in Table A.4.10a except that the MTSI client offers an image size of 320x240 for both directions.

An example SDP answer to the offer is given below.

Table A.4.12ae: Example SDP answer

	SDP answer

	m=video 49154 RTP/AVPF 99
a=acfg:1 t=1

b=AS:107

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0;profile-level-id=42e00b; \

     sprop-parameter-sets=Z0LgC5ZUCg/I,aM4BrFSAa

a=imageattr:99 send [x=272,y=224] recv [x=272,y=224]

a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr

a=extmap:4 urn:3gpp:video-orientation


In this case, regardless of whether the offering MTSI client also prefers 272x224, the offering MTSI client should proceed with the session setup without issuing another SDP offer to perform image size negotiation.
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