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[bookmark: _Toc532336404]15.2	Nodes Definition
The following nodes and leaf objects in figure 15.1 shall be contained under the 3GPP_MTSINP node if a MTSI client in the terminal support the feature described in this clause (information of DDF for this MO is given in Annex H):
. . .
Node: /<X>
This interior node specifies the unique object id of a MTSI network preferences management object. The purpose of this interior node is to group together the parameters of a single object. 
-	Occurrence: ZeroOrOne
-	Format: node
-	Minimum Access Types: Get
The following interior nodes shall be contained if the MTSI client in the terminal supports the "MTSI network preferences Management Object". 
/<X>/Speech
The Speech node is the starting point of the speech codec definitions (if any speech codec are available)
-	Occurrence: ZeroOrOne
-	Format: node
-	Minimum Access Types: Get
…
/<X>/Speech/<X>/EVS
This interior node is used to allow a reference to a list of parameters related to the configuration of EVS speech codec.
-	Occurrence: ZeroOrOne
-	Format: node
-	Minimum Access Types: Get
/<X>/Speech/<X>/EVS/Br
This leaf gives the value of br, a parameter representing the range or value of bit-rate for EVS speech codec defined in [125].
-	Occurrence: ZeroOrOne
-	Format: chr
-	Minimum Access Types: Get
/<X>/Speech/<X>/EVS/Bw
This leaf gives the value of bw, a parameter representing the range or value of bandwidth for EVS speech codec defined in [125].
-	Occurrence: ZeroOrOne
-	Format: chr
-	Minimum Access Types: Get
/<X>/Speech/<X>/ConRef
This node specifies a reference to QoS parameters Management Object. The interior node’s leaf nodes specify the network preferred QoS parameters as defined in 3GPP TS 24.008 and they should be used in the bearer request when client initiated QoS happen. Implementation specific MO may be referenced.
-	Occurrence: ZeroOrOne
-	Format: chr
-	Minimum Access Types: Get
…
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