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*************************  Start of change 1 *************************
10.4
Quality Metrics for DASH

 The following metrics shall be supported by 3GP-DASH clients supporting the QoE reporting feature: 

- 
List of of Representation Switch Events (Clause 10.2.3),

- 
Average Throughput (Clause 10.2.4),

-
Initial Playout Delay (Clause 10.2.5),

- 
Buffer Level (Clause 10.2.6),

- 
Play List (Clause 10.2.7),

- 
MPD Information (Clause 10.2.8), 
- 
Playout Delay for Media Start-up (Clause 10.2.9), and
-
Device information (Clause 10.2.10).

The @metrics attribute contains a list of quality metric keys listing all metrics that the DASH shall collect and report.

The semantics of the attributes within the Metrics element are provided in Table 32. The XML-syntax of a Metrics element is provided in Table 33. 

Table 32: Semantics of Metrics element

	Element or Attribute Name
	Use
	Description

	
	Metrics
	
	DASH metric element

	
	
	@metrics
	M
	This attribute lists all quality metrics (as a list of quality metric keys as defined in section 10.2, separated by a whitespace) that the client shall report. 

Certain keys allow specifying a measurement interval or period over which a single value of the metric is derived and potentially also other parameters controlling the collection of the metrics. The parameters, if any, are included in parenthesis after the key and their semantics are specified in clause 10.2 with the metric definition itself.

	
	
	Range
	0..N
	When specified, it indicates the time period during which quality metric collection is requested. When not present, quality metric collection is requested for the whole duration of the content.

	
	
	
	@starttime
	O
	When specified, it indicates the start time of the quality metric collection operation. When not present, quality metric collection is requested from the beginning of content consumption. For services with MPD@type “Live”, the start time of quality metric collection can be obtained in wallclock time by adding the value of this attribute indicated in media time to the value of the MPD@availabilityStartTime attribute. For services with MPD@type “OnDemand” , the start time is indicated in media time and is relative to the PeriodStart time of the first period in this MPD.

	
	
	
	@duration
	O
	When specified, it indicates the duration of the quality metric collection interval. The value of this attribute is expressed in media time.

	
	
	Reporting
	1...N
	Descriptor that provides information about the requested Quality Reporting method and formats. See clause 10.6 for the 3GP-DASH quality reporting schemes.

	Legend: 

For attributes: M=Mandatory, O=Optional, OD=Optional with Default Value, CM=Conditionally Mandatory.

For elements: <minOccurs>...<maxOccurs> (N=unbounded)

Elements are bold; attributes are non-bold and preceded with an @.


*************************  End of change 1 *********************
