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*************************  Start of change 1 *************************
10.5
Quality Reporting Scheme for DASH

This section specifies a 3GP-DASH quality reporting scheme. 

The quality reporting scheme is signaled using in the Reporting element in the Metrics element. The URN to be used for the Reporting@schemeIdUri shall be "urn:3GPP:ns:PSS:DASH:QM10". 

The reporting scheme shall use the quality reporting protocol defined in section 10.6.

The semantics and XML syntax of the scheme information for the 3GP-DASH quality reporting scheme are specified in Table 34 and Table 35, respectively. 

Table 34: Semantics of Quality Reporting Scheme Information
	Element or Attribute Name
	Use
	Description

	
	@apn
	O
	This attribute gives the access point that should be used for sending the QoE reports.

	
	@format
	O
	This field gives the requested format for the reports. Possible formats are: “uncompressed” and “gzip”. 

	
	@samplepercentage
	O
	Percentage of the clients that should report QoE. The client uses a random number generator with the given percentage to find out if the client should report or not.

	
	@reportingserver
	O
	In case of MPD or OMA-DM based reporting, set to bethe reporting server URL to which the reports will be sent. In case of QMC based reporting, this element could be NULL or an address of a collection centre. 

	
	@reportinginterval
	O
	Indicates the time(s) reports should be sent. If not present, then the client should send a report after the streaming session has ended. If present, @reportingInterval=n indicates that the client should send a report every n-th second provided that new metrics information has become available since the previous report.

	Legend:

For attributes: M=Mandatory, O=Optional, OD=Optional with Default Value, CM=Conditionally Mandatory.

For elements: <minOccurs>…<maxOccurs> (N=unbounded)

Elements are bold; attributes are non-bold and preceded with an @
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