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	Reason for change:
	In Table K-3, the Buffering event start for video MOS calculation is mapped to @InitialPlayoutDelay in MPD, but for ITU-T P.1203 Mode 0，it is the time in milliseconds from the fetch of the first media Segment (or sub-segment) and the time at which media is retrieved from the client buffer that is needed, but the start  time of the buffering event. Buffering event start  should be mapped to @playlist 

	
	

	Summary of change:
	Change the mapping in Table K-3

	
	

	Consequences if not approved:
	Confusion exists
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	Metrics needed for ITU-T P.1203 model
	QoE metrics defined in clause 10.3 and 10.4
	Remark

	Description
	Value
	Metric
	Description
	

	Buffering event start
	The start time of the buffering/stalling event in seconds relative to the start of the original video clip, expressed in media time (not wall clock time)
Note: This is 0 for initial buffering.
	InitialPlayoutDelay 
Playlist
	The playout delay for media start-up is measured as the time in milliseconds from the time instant of DASH player receives play-back-start trigger to the instant of media playout.
If the MPD has been delivered earlier before the user clicks, it may include the process time of MPD, the fetch time of some media segments which are required for media presentation, the process time of segments, and the time for media decode and render to the user.
If no MPD has been fetched earlier, it also needs to add the fetch time of MPD.
The start time of the buffering/stalling event is equal  to  the end time of  a trace entry with the stop reason equal to “rebuffering”
	It is only for initial buffering delay event

	Event duration
	The duration of the buffering/stalling event in seconds.
	Play List
	A list of playback periods. A playback period is the time interval between a user action and whichever occurs soonest of the next user action, the end of playback or a failure that stops playback.
	For the buffering event afterwards



