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1
Decision/action requested

Group is reqested to approve proposed changes
2
References

[1]
3GPP TS 28.525 "Life Cycle Management (LCM) for mobile networks that include virtualized network functions"
3
Rationale

Present contribution adds missing procedure in clause 4.6.4 (corresponding to the Use Case 6.4.5.5 in [1]).
4
Detailed proposal

	1st Modified Section


4.6.4
PNFD Deletion 

Figure 4.6.4-1 depicts a procedure for deletion of one or more PNFD(s). A PNFD can only be deleted when there is no NS (in the active or NOT_INSTANTIATED state) using it. It is not possible to instantiate NSs that include a PNFD in deletion pending state.
1.  NM sends DeletePnfdRequest to NFVO with list of pnfdInfoId parameter representing the identifier(s) of on-boarded PNFD(s) to be deleted and an optional applyOnAllVersions parameter indicating if the delete operation is to be applied on all versions of this PNFD. By default, if applyOnAllVersions parameter is not present, the request applies only on the current PNFD version. (see clause 7.2.10 [5]).

2.
NFVO sends DeletePnfdResponse to NM with list of deletedPnfdInfoId parameter representing the identifier(s) of deleted PNFD(s) to indicate the result of the operation (see clause 7.2.10.4 [5]).
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Figure 4.6.4-1: PNFD deletion procedure
	End of modifications


