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Decision/action requested

Please discuss and approve this proposal.
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Rationale

Use case of enabling/disabling the auto-scaling of the corresponding VNF instance is specified in TS 28.500 [2]. 
Auto-scaling helps operator ensure to have the correct number of network functions available to handle the network load.
In case of high network load, more network resources are relocated. Otherwise, some network resources are released. These are all done automatically. The network slice instance would be able to flexibly adjust the capacity by enlarging and shrinking dynamically.
4
Detailed proposal

It is proposed to add the following use case to the TR 28.801[1].
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5.X
Enabling/disabling the auto capacity changing of the network slice instance
5.X.1
Pre-conditions
The operator decides to enable/disable the auto capacity changing of the network slice instance.
5.X.2.
Description
The operator requests the network slice management function to enable/disable the auto capacity changing of the network slice instance.

In the case of enabling the auto capacity changing, the operator specifies the scope of the capacity of the network slice instance. The network slice management function shall change the capacity of the network slice instance automatically according to clause 5.16, which the capacity change is triggered by some criteria such as monitored parameters exceed/cross specific threshold. The capacity changing result of one network slice instance shall not negatively impact the other network slice instances and the capacity shall not beyond the specified scope.

In the case of disabling the auto capacity changing, the capacity of the network slice is fixed and will not change automatically in any situation.

5.X.3
Post-conditions
The auto capacity changing of the network slice instance is enabled/disabled.
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