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1
Decision/action requested

It is asked to discuss and approve this contribution.
2
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3
Rationale

In clause 5.1.5 and 5.1.8 of [1], the active EPS bearers and EPS bearers related measurements for EPC are described. The PDN-GW can sense the number of EPS bearer [2], the measurement of EPS bearer is hence operated by PDN-GW. Under the background of CUPS, the EPS bearer is sensed by the control plane of PDN-GW [3]. In this contribution, the active EPS bearers related measurements is proposed.
4
Detailed proposal

It is proposed to make the following changes to TR 32.867.
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4
Use Cases

4.x
EPS beaers related measurements for EPC
4.x.2
Description

The number of EPS bearers including active EPS bearers are measured by PGW [1]. The measurement is obtained by the sampling at a pre-defined interval, the mean and maximum number of bearers are taken as the result of the measurement.
In CUPS situation, the control plane of the PGW can sense the number of bearers (active and inactive). In the measurement, the mean and maximum number of bearers are obtained by control plane function of PGW. The corresponding measured data are recorded in the control plane of the PGW.
	Next change


5
Potential Requirements

5.x
Requirement for PGW

REQ-PGW-CON-W The measurement of the mean number of active EPS bearers should be handled by PGW-C.

REQ-PGW-CON-X The measurement of the max number of active EPS bearers should be handled by PGW-C.
REQ-PGW-CON-Y The measurement of the mean number of EPS bearers should be handled by PGW-C.

REQ-PGW-CON-Z The measurement of the max number of EPS bearers should be handled by PGW-C.
	End of changes


