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1
Decision/action requested

The group is asked to discuss the proposal.
2
Rationale

The measurement job over Itf-N has dependency with the PM jobs over Ve-Vnfm-em. However the PM job over Ve-Vnfm-em can be created by EM (for its own purpose) without measurement job over Itf-N, this is to say that some PM jobs over Ve-Vnfm-em may already exist before a measurement job over Itf-N is created.
So, when creating a measurement job over Itf-N, the dependent PM jobs over Ve-Vnfm-em may already exist, and in this case no PM jobs over Ve-Vnfm-em need to be created. However if the dependent PM jobs over Ve-Vnfm-em do not exist, EM needs to created them with VNFM.
Similarly, when a measurement job over Itf-N is deleted, EM may not delete the dependent PM jobs over Ve-Vnfm-em if EM still needs them.

The same issue applies to threshold creation/deletion over Itf-N and threshold creation/deletion over Ve-Vnfm-em.

This pCR is to fix the issue above-mentioned in draft TS 28.520.
3
Proposal
	1st Modified Section


6.4.3.1
Measurement job creation for 3GPP NF performance measurements related to VR

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Enable NM to know whether the 3GPP NF performance issue (if any) is caused by resource shortage. 
	

	Actors and Roles
	NM.
	

	Telecom resources
	NM, EM, VNFM
	

	Assumptions
	The VNF instance is in operation. 
	

	Pre-conditions
	 
	

	Begins when 
	NM decides to create a measurement job to collect the 3GPP NF performance measurements related to VR.
	

	Step 1 (M)
	NM sends a request to EM to create a measurement job for 3GPP NF performance measurements related to VR (see clause 7.3.1 [9])
	

	Step 2 (M)
	EM sends request(s) to VNFM to create the PM job(s) for VNF/VNFC performance measurements, based on the information provided by NM (see clause 7.4.2 [10]), if the measurement job requested by step 1 cannot be supported by the existing PM jobs of VNFM.
	

	Step 3 (M)
	VNFM sends response(s) to EM with the identifier of the PM job(s) to indicate that the PM job(s) have been created successfully (see clause 7.4.2 [10]).
	

	Step 4 (M)
	EM sends a response to NM to indicate the result of the measurement job creation (see clause 7.3.1.3 [9]).
	

	Ends when (*)
	NM receives the response.
	

	Exceptions
	
	

	Post-conditions
	NM is notified that the measurement job has been created.
	

	Traceability (*)
	REQ-NFV_PM_Itf-N-FUN-2, REQ-NFV_PM_Ve-Vnfm-em-FUN-4, REQ-NFV_PM_Ve-Vnfm-em-FUN-2
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