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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References
[a]
TS 28.304 v0.1.0: “Telecommunication management; Control and monitoring of Power, Energy and Environmental (PEE) parameters in Radio Access Networks (RAN) Integration Reference Point (IRP); Requirements”.
3
Rationale

This pCR proposes the following text for specification-level for Option No. 2 (build a new Interface IRP).
4
Detailed proposal

It is proposed to make the following changes to TS 28.304.
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6
Specification level requirements

6.1
Requirements
…
6.1.2 Requirements for solution No. 2
REQ-PEECMON-OPT2-FUN-001: The IRPAgent shall support a capability allowing the IRPManager to initiate / stop the retrieval of power, energy and environmental parameters of selected base stations. 
REQ-PEECMON-OPT2-FUN-002: The IRPAgent shall support a capability allowing the IRPManager to periodically receive measured power, energy and environmental parameters values, for selected base stations.

REQ-PEECMON-OPT2-FUN-003: The IRPAgent shall support a capability allowing the IRPManager to be notified in case of power, energy and environmental parameters related alarms, for selected base stations.
REQ-PEECMON-OPT2-FUN-004: The IRPAgent shall support a capability allowing the IRPManager to be notified in case of power, energy and environmental parameters related configuration changes being detected by the IRPAgent, for selected base stations.
6.2
Actor roles

6.3
Telecommunication resources

6.4
Use cases
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