



3GPP TSG SA WG5 (Telecom Management) Meeting #116	S5-176294
27 November - 1 December 2017, Reno,US	revision of S5A-17xabc

Source:	GSMA
Title:	LS to 3GPP SA2 and SA5 on Differentiation of LTE-M (eMTC) traffic from other LTE data traffic
Document for:	Information, Discussion
Agenda Item: 		7.1


[image: gsma_logo_colour_rgb]
Liaison Statement

	Liaison Statement Title:
	LS to 3GPP SA2 and SA5 on Differentiation of LTE-M (eMTC) traffic from other LTE data traffic



	Source Meeting Information

	Meeting Number
	Meeting Date
	Meeting Location

	GSMA Packet IoTTF #14
	17/10/2017
	GSMA, London



	Document Details

	Document Number:
	Creation Date:
	Document Author:

	GSMA IoTTF #14	2017-10-16
	Jeff Jones

	Originating GSMA Source:
	Deadline for response:
	Liaison Statement Contact

	NG/PACKET
	Fill in Date if any
	Kazuto Shimizu

	Security Classification
	Non-confidential



	Action Required by Recipient

	Internal Recipients:
	

	External Recipients:
	3GPP SA2, SA5



[bookmark: _Toc327548005][bookmark: _Toc327548205][bookmark: _Toc330993688]BACKGROUND
Being able to differentiate LTE-M (eMTC) traffic from other LTE data traffic in Charging Management will be fundamental for future MIoT commercial models. Further distinction in charging may also be required to support various MIoT use cases (low latency, high usage, QoS, etc.)
During recent IoTTF meetings, different methods to distinguish LTE-M (e.g. Cat-M1) MIoT traffic were reviewed. PACKET members have previously discussed using the NAS Signalling (as identified below) as a solution to identify LTE-M MIoT traffic and consider it for further investigation in charging.  
However, this solution may fail to uniquely identify LTE-M traffic as not all LTE-M MIoT use cases involve low priority/high latency communication. Reversely, the use of existing Low Priority Indicator in signalling is not restricted to characterising LTE-M traffic only.

ACTION to 3GPP SA2
· IoTTF (PACKET) kindly requests SA2 to suggest methods to reliably identify LTE-M traffic in terms of charging/identification for the MIoT service usage, particularly in case of roaming, as well as in terms of subscription data.

ACTION to 3GPP SA5
· Please take into account this information and reply from SA2.
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