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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

[1]
3GPP TS 28.530: "Management of network slicing in mobile networks; Concepts, use cases and requirements v0.4.0".

3
Rationale

The CSPs, who consume the NSI provided by the operator, may raise service related requirements to monitor the management data related to service availability and reliability etc,. As a result, the operator is required to provide such management interface or management data to the CSPs. 
4
Detailed proposal

It is proposed to make the following changes to draft TS 28.530 [1].
	Start


5.4
High-level use cases

5.4.1
Network slicing supporting communication services
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	A communication service provider (CSP) uses the network slicing service provided by operator to offer communication services to end users.
	

	Actors and Roles
	A communication service provider (CSP), who plays the role of consumer of network slicing service.
Operator, who plays also the role communication service provider, offers network slicing service(s).
	

	Telecom resources
	Managed network slice instances.
	

	Assumptions
	N/A
	

	Pre-conditions
	The CSP and the operator negotiate and sign the communication service requirements contract.
	

	Begins when 
	The CSP declares communication service requirements to the operator. The operator triggers the NSI preparation phase which includes the creation and verification of network slice template(s), the on boarding of these, preparing the necessary network environment, which are used to support the lifecycle of NSIs and any other preparations that are needed in the network.
	

	Step 1 (M)
	Based on the requirements (e.g. coverage area, number and distribution of users, traffic demand, mobility, latency, etc.) from the consumer of network slicing service, the operator prepares the corresponding NSI(s).
	

	Step 2 (M)
	After the NSI preparation phase, the operator triggers the deployment of the NSI.
1)
If the CSP plans to operate services crossing multiple operators' administrative domains, this may even require cross-country operations. The operator management system will perform cross-domain collaboration with the management systems from other administrative domains for NSI deployment.
2)
If customization of TN is required, the operator management system and TN management system will first cooperate on network planning of TN. 
3)
The operator management system performs overall mapping and coordination among different technical domains in order to provide the end-to-end services via the NSI.
	

	Step 3 (O)
	If requested, the operator provides management data of the NSI to authorized CSP according to the communication service requirements. 
Examples of management data that could be provided to CSP include service availability and reliability, UE traffic information etc.
	

	Ends when
	The operator maintains the NSI during the lifecycle of the NSI. 
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The NSI(s) is provided by the operator to the CSP to support multiple communication services.
	

	Traceability
	 REQ-3GPPMS-CON-01, REQ-3GPPMS-CON-02, REQ-3GPPMS-CON-03, REQ-3GPPMS-CON-04, REQ-3GPPMS-CON-05, REQ-3GPPMS-CON-07, REQ-3GPPMS-CON-08, REQ-3GPPMS-CON-09, REQ-3GPPMS-CON-10
	


	End


