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1
Decision/action requested

It is asked to discuss and approve this contribution.
2
References

[1]
Draft 3GPP TS 28.550: "Management and orchestration of networks and network slicing; Performance Management; Stage 1 v0.1.0".
3
Rationale

In 3GPP TS 28.550 [1], the use cases of creation of measurement job for both NSSI and NSI PM service indicate that the measurement job control service producer decomposes the performance data type(s) into performance data type(s) of the constituent NSSI(s) and/or 3GPP NF(s) showing as follows:
----------------------------------------------- Extract from 3GPP TS 23.550 [1] ---------------------------------------------
The NSSI measurement job control service producer decomposes the performance data type(s) of NSSI into performance data type(s) of the constituent NSSI(s) and/or 3GPP NF(s).

------------------------------------------------ -----   End of the extract -----------------------------------------------------------------
Slice related information is also needed to be provided to corresponding NFs (e.g., NSSF) such as S-NSSAI:

----------------------------------------------- Extract from 3GPP TS 23.550 [1] ---------------------------------------------
The NSI measurement job control service producer decomposes the performance data type of NSI(s) into performance data type(s) of the constituent NSSI(s) and/or of constituent 3GPP NF(s).
------------------------------------------------ -----   End of the extract -----------------------------------------------------------------

Thus, 3GPP management system should be able to decompose the performance data type of NSI(s) and NSSI(s). 
4
Detailed proposal

It is proposed to make the following changes to 3GPP TS 28.550 [1].
	Start First Change


5.2.4 
Requirements for NSSI measurement job control service

REQ-MJCS_NSSI-FUN-1
The NSSI measurement job control service producer shall have the capability allowing its authorized consumer to create a measurement job to collect the performance data of NSSI(s).
REQ-MJCS_NSSI-FUN-2
The NSSI measurement job control service producer shall have the capability allowing its authorized consumer to indicate the reporting method (i.e., by performance data file or by performance data streaming) for the performance data when requesting to create a measurement job for NSSI(s).

REQ-MJCS_NSSI-FUN-3
The NSSI measurement job control service producer shall have the capability to generate the performance data of NSSI(s).
REQ-MJCS_NSSI-FUN-4
The NSSI measurement job control service producer shall have the capability to decompose the performance data type(s) of NSSI into performance data type(s) of the constituent NSSI(s) and/or 3GPP NF(s).
	Start Second Change


5.2.7
Requirements for NSI measurement job control service

REQ-MJCS_NSI-FUN-1
The NSI measurement job control service producer shall have the capability allowing its authorized consumer to create a measurement job to collect the performance data of NSI(s).
REQ-MJCS_NSI-FUN-2
The NSI measurement job control service producer shall have the capability allowing its authorized consumer to indicate the reporting method (i.e., by performance data file or by performance data streaming) for the performance data when requesting to create a measurement job for NSI(s).

REQ-MJCS_NSI-FUN-3
The NSI measurement job control service producer shall have the capability to generate the performance data of NSI(s).

REQ-MJCS_NSI-FUN-4
The NSI measurement job control service producer shall have the capability to decompose the performance data type of NSI(s) into performance data type(s) of the constituent NSSI(s) and/or of constituent 3GPP NF(s).
	End of changes


