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1
Decision/action requested

This is a pCR to TS 32.290 Introduction of Offline charging service over SBI
2
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3
Rationale

This pCR proposes to introduce the Offline charging service over SBI
4
Detailed proposal

The following changes are proposed to be incorporated into TR 32.290 [2]  

	First change


6.1
Nchf_ChargingControlOffline service
6.1.0
Introduction
In order to support offline charging scenario in clause 5.1, the CTF uses the Nchf_ChargingControlOffline service exposed by the CHF.
6.1.1
Event based charging
Figure 6.1.1.1 shows the Nchf_ChargingControlOffline service operation used by the CTF for event based charging. The operation may alternatively be carried out prior to, concurrently with or after service/content delivery.
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Figure 6.1.1.1: Event based offline charging

	 Next change


6.1.2
Session based charging
Figure 6.1.2.1 shows the Nchf_ChargingControlOffline service operation used by the CTF for session based charging. The operation may alternatively be carried out prior to, concurrently with or after service/content delivery.
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Figure 6.1.2.1: Session based Offline charging
	End of change
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12. Nchf_ChargingControlOffline_Terminate response [ ]







11. Close CDR











10. Nchf_ChargingControlOffline_Terminate [ ]
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8. Nchf_ ChargingControlOffline_Update response [ ]







5. Nchf_ ChargingControlOffline_Update [ ]
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2. Nchf_ ChargingControlOffline_Start [ ]







4. Nchf_ ChargingControlOffline_Start response [ ]







3. Open CDR







Start Accounting session







1. Service Request







CHF�




















