3GPP TSG SA WG5 (Telecom Management) Meeting #118
S5-182523
9-13 April 2018, Beijing, China
revision of S5-182302
Source:
China Mobile
Title:
pCR 28.553 Add a descripment of N3 throughput measurement 
Document for:
Approval
Agenda Item:
6.4.5
1
Discussion
It proposes to add a descripment of N3 throughput measurement to serve for slice level measurement.
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7
Performance measurements and assurance data for UPF

7.X
N3 interface related measurements 
7.X.1
Number of octets of incoming GTP data packets on the N3 interface, from from (R)AN to UPF
a)
This measurement provides the number of octets of incoming GTP data packets on the N3 interface which have been generated by the GTP-U protocol entity on the N3 interface. 
b)
CC
c)
Reception by the UPF of a GTP-U data PDU on the N3 interface from (R)AN. See TS 23.501 [x].
d)
A single integer value

e)
GTP.InDataOctN3UPF
f)
EP_N3
g)
Valid for packet switching

h)
5GS
7.X.2
Number of octets of outgoing GTP data packets on the N3 interface, from Nfrom UPF to (R)AN
a)
This measurement provides the number of octets of outgoing GTP data packets on the N3 interface which have been generated by the GTP-U protocol entity on the N3 interface. 

b)
CC
c)
Transmission by the UPF of a GTP-U data PDU on the N3 interface to the(R)AN, .See TS 23.501 [x].
d)
A single integer value

e)
GTP.OutDataOctN3UPF
f)
EP_N3
g)
Valid for packet switching

h)
5GS
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