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1
Decision/action requested

Discussion and approval
2
References

[1]

TS 28.542 “NR and NG-RAN Network Resource Model (NRM) stage 2 and stage 3”.
3
Rationale

In subclause 4.3.2.1 of [1], the definition for GNBCUFunction is “This IOC represents the gNB-CU function defined in 3GPP TS 38.401 [4]. The CU supports the 2-split deployment scenario of gNB”. 

The last sentence of the quoted text above is true but may be incomplete. We suggest replacing the last sentence with the quoted text below that identify specifically the modelled classes required for support of the 2-split deployment scenario:
“This IOC, together with <<IOC>>EP_F1U and <<IOC>>EP_F1C, supports the 2-split deployment scenario of gNB”.

Similar changes are suggested for other classes.
4
Detailed proposal

	1st modified section


4.3.2
GNBCUFunction
4.3.2.1
Definition

This IOC represents the gNB-CU function defined in 3GPP TS 38.401 [4]. This IOC, together with <<IOC>>EP_F1U and <<IOC>>EP_F1C, supports the 2-split deployment scenario of gNB.

4.3.2.2
Attributes

	Attribute name
	
	
	
	
	

	gNBId
	
	
	
	
	

	gNBCUName
	
	
	
	
	


4.3.3
GNBDUFunction
4.3.3.1
Definition

This IOC represents the gNB-DU function defined in 3GPP TS 38.401 [4]. This IOC, together with <<IOC>>EP_F1C and <<IOOC>>EP_F1U,  supports the 2-split and 3-split deployment scenarios of gNB. 

4.3.3.2
Attributes

	Attribute name
	
	
	
	
	

	gNB​DUId
	
	
	
	
	

	gNBDUName
	
	
	
	
	

	gNBId
	
	
	
	
	


4.3.4
GNBCUCPFunction
4.3.4.1
Definition

This IOC represents the logical node gNB-CUCP defined in 3GPP TS 38.401 [4]. This IOC, together with <<IOC>>EP_E1, supports the 3-split deployment scenario of gNB.  

4.3.4.2
Attributes

	Attribute name
	
	
	
	
	

	gNBId
	
	
	
	
	

	gNBCUName
	
	
	
	
	

	plmnIdList
	
	
	
	
	


4.3.5
GNBCUUPFunction










4.3.5.1
Definition

This IOC represents the logical node gNB-CUUP defined in 3GPP TS 38.401 [4]. This IOC, together with <<IOC>>EP_E1 supports the 3-split deployment scenario of gNB.

4.3.5.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	plmnIdList
	M
	M
	M
	-
	M


	End of modified section


3GPP


