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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

3G
3rd Generation

3GPP
3G Partnership Project

ASN.1
Abstract Syntax Notation 1

BER
Basic Encoding Rules

CN
Core Network

DTD
Document Type Definition

EGQM
Enhanced Goal, Question, Metric

EM
(Network) Element Manager

GQM

Goal, Question, Metric

IEEE
Institute of Electrical and Electronics Engineers, Inc.

Itf
Interface

ITU-T
International Telecommunication Union - Telecommunications Standardisation Sector

MSC
Mobile services Switching Centre

NE
Network Element

NM
Network Manager

OA&M
Operation, Administration and Maintenance

OS
Operations System (EM, NM)

OSI
Open Systems Interconnection

PM
Performance Management

QoS
Quality of Service

RNC
Radio Network Controller

UMTS
Universal Mobile Telecommunications System

UTRAN
Universal Terrestrial Radio Access Network

You can find below a list of abbreviations used within the measurement types for field E of the measurement template.

Ackd
Acknowledged
Assn
Assign(ment,ed)

Att
Attempt(s,ed)

Bgrd
Background
[…]
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4.x
Measurements related to MAC-hs
4.x.1
Number of transmitted acknowleged MAC-hs PDUs
a) This measurement provides the number of transmitted acknowleged MAC-hs PDUs during the period of measurement, detected in MAC-hs layer in the serving HS-DSCH cell.
b) CC.

c) On receipt by the NodeB of a PDU acknowledged by ACK message of MAC-hs not including retransmission from UE to NodeB.
d) A single integer value.
e) HSDPA.NbrAckdMachsPdu
f) UtranCell.

g) Valid for packet switched traffic.

h) UMTS.
4.x.2
 Number of transimitted MAC-hs PDUs 

a) This measurement provides the number of transimitted MAC-hs PDUs including PDUs acknowledged and unacknowledged during the period of measurement, detected in MAC-hs layer in the serving HS-DSCH cell.
b) CC.

c) On transmission by the NodeB of a PDU of MAC-hs from NodeB to UE.
d) A single integer value.
e) HSDPA.NbrMachsPdu
f) UtranCell.

g) Valid for packet switched traffic.

h) UMTS.
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	B
	7.1.0
	7.2.0

	Sep 2006
	SA_33
	SP-060550
	0015
	--
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