3GPP TSG-RAN Meeting #80
Tdoc RP-181154
La Jolla, CA, USA, June 11 – 14, 2018
Title:
Presentation of Specification/Report to TSG:
TS38.463, Version 1.0.0
Source:
Ericsson
Agenda item:
9.3.2
Release:
Rel-15
Work Item:
NR_CPUP_Split
Responsible WG:
RAN3
Document for:
Approval
Abstract of document:

The document is the Technical Specification 38.463 (E1AP) for the Work Item on Separation of CP and UP for Split Option 2 of NR.

This TS specifies the control plane radio network layer signalling procedures between a gNB-CU-CP node (control plane part of the gNB control unit) and a gNB-CU-UP node (user plane part of the gNB control unit). 
The procedures are divided into two modules as follows:

1.
E1AP interface management procedures;

2.
E1AP bearer context management procedures;

The E1AP interface management procedures are used to setup the E1 interface and to exchange the relevant configuration data between a gNB-CU-CP and a gNB-CU-UP. The E1AP bearer context management procedures are used to setup and configure user plane resources to serve UEs.
The TS is presented for 1-step approval.

Changes since last presentation to TSG-RAN:

This Technical Specification is presented to TSG-RAN for the first time.

Outstanding Issues:

None.
Contentious Issues:

None.
