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N1-99706
04.08
A843

R98
7.1.2
Addition of 3rd MNC digit in Routing Area Identification

and correction of LAI
Siemens
F
GPRS ph1 for PCS 1900

N1-99707
24.008
002

R99
3.0.0
Addition of 3rd MNC digit in Routing Area Identification

and correction of LAI
Siemens
A
GPRS

N1-99B02
24.008
0018

R99
3.0.0
Addition of Access Point Name in Request PDP Context Activation

message
DoCoMo
B
GPRS

N1-99992
04.07
A031

R97
6.4.0
Addition of LL-STATUS_IND
Panasonic
F
GPRS

N1-99A51
04.07
A032

R98
7.1.0
Addition of LL-STATUS_IND
Panasonic
F
GPRS

N1-99A52
24.007
002
1
R99
3.0.0
Addition of LL-STATUS_IND
Panasonic
A
GPRS

N1-99847
03.60
A167

R98
7.1.0
APN and GGSN selection SDL diagrams
CN1
F
GPRS

N1-99848
23.060
001

R99
3.0.0
APN and GGSN selection SDL diagrams
CN1
F
GPRS

N1-99806
03.60
A166
1
R97
6.4.0
APN and GGSN selection SDL diagrams (modified from N1-99785)
Motorola
F
GPRS

N1-99984
04.64
A107

R97
6.4.0
Assignment of multiple TLLI values
Panasonic
F
GPRS

N1-99985
04.64
A108

R98
7.0.0
Assignment of multiple TLLI values
Panasonic
F
GPRS

N1-99A49
04.64
A111

R99
8.0.0
Assignment of multiple TLLI values
Panasonic
A
GPRS

N1-99756
24.008
005

R99
3.0.0
Cell change during GPRS Detach procedure
Siemens
F
GPRS

N1-99756
04.08
A849

R97
6.4.2
Cell change during GPRS Detach procedure
Siemens
F
GPRS

N1-99756
04.08
A851

R98
7.1.2
Cell change during GPRS Detach procedure
Siemens
F
GPRS

N1-99755
24.008
012

R99
3.0.0
Changing Call Mode
NEC
F
GPRS

N1-99792
04.08
A883

R97
6.4.2
Clarification of the Detach Type "re-attach required" or "re-attach not required" in the network initiated Detach procedure
Ericsson
F
GPRS

N1-99867
04.08
A894

R98
6.4.2
Clarification of the Detach Type "re-attach required" or "re-attach not required" in the network initiated Detach procedure
Ericsson
F
GPRS

N1-99868
24.008
016

R99
8.0.0
Clarification of the Detach Type "re-attach required" or "re-attach not required" in the network initiated Detach procedure
Ericsson
F
GPRS

N1-99A99
03.60
A170
2
R97
6.4.0
Clarification on multiplexing of several NSAPIS onto one LLC SAP
Siemens
F
GPRS

N1-99B00
03.60
A171
2
R98
7.1.0
Clarification on multiplexing of several NSAPIS onto one LLC SAPI
Siemens
F
GPRS

N1-99B01
23.060
015
1
R99
3.0.0
Clarification on multiplexing of several NSAPIS onto one LLC SAPI
Siemens
A
GPRS

N1-99A42
04.64
A101
1
R97
6.4.0
Clarification on the behaviour of an unused SAP
Siemens
F
GPRS

N1-99A43
04.64
A102
1
R98
7.0.0
Clarification on the behaviour of an unused SAP
Siemens
F
GPRS

N1-99A44
04.64
A103
1
R99
8.0.0
Clarification on the behaviour of an unused SAP
Siemens
F
GPRS

N1-99A95
04.64
A104
1
R97
6.4.0
Clarification on the TLLI assign, change and un-assign procedure
Siemens
F
GPRS

N1-99A97
04.64
A106
1
R99
8.0.0
Clarification on the TLLI assign, change and un-assign procedure
Siemens
F
GPRS

N1-99B05
04.64
A105
2
R98
7.0.0
Clarification on the TLLI assign, change and un-assign procedure
Siemens
F
GPRS

N1-99797
09.18
A035

R97
6.4.0
Clarify that no acknowledgement is made for TMSI deallocation
Ericsson
F
GPRS

N1-99807
24.008
010
1
R99
3.0.0
CM request and combined GMM procedures
Siemens
F
GPRS

N1-99807
04.08
A859
1
R97
6.4.2
CM request and combined GMM procedures
Siemens
F
GPRS

N1-99807
04.08
A860
1
R98
7.1.2
CM request and combined GMM procedures
Siemens
F
GPRS

N1-99B25
04.08
A935

R96
5.13.0
Coding Scheme in Network Name IE
Siemens
F
GPRS

N1-99B26
04.08
A919
2
R97
6.4.2
Coding Scheme in Network Name IE
Siemens
F
GPRS

N1-99B27
04.08
A921
2
R98
7.1.2
Coding Scheme in Network Name IE
Siemens
F
GPRS

N1-99B28
24.008
024
2
R99
3.0.0
Coding Scheme in Network Name IE
Siemens
A
GPRS

N1-99933
04.08
A903

R97
6.4.2
CR clash in sec. 4.7.3.2.3.2 and 4.7.5.2.3.2
Siemens
F
GPRS

N1-99934
04.08
A905

R98
7.1.2
CR clash in sec. 4.7.3.2.3.2 and 4.7.5.2.3.2
Siemens
F
GPRS

N1-99935
24.008
020

R99
3.0.0
CR clash in sec. 4.7.3.2.3.2 and 4.7.5.2.3.2
Siemens
F
GPRS

N1-99930
04.08
A899

R97
6.4.2
CR clash in sec. 4.7.3.2.6
Siemens
F
GPRS

N1-99A37
04.08
A901
1
R98
7.1.2
CR clash in sec. 4.7.3.2.6
Siemens
F
GPRS

N1-99A38
24.008
019

R99
3.0.0
CR clash in sec. 4.7.3.2.6
Siemens
A
GPRS

N1-99945
04.08
A915

R97
6.4.2
Deactivate AA PDP context request message
Siemens
F
GPRS

N1-99946
04.08
A917

R98
7.1.2
Deactivate AA PDP context request message
Siemens
F
GPRS

N1-99947
24.008
023

R99
3.0.1
Deactivate AA PDP context request message
Siemens
A
GPRS

N1-99781
04.64
A080

R97
6.4.0
Duplicate XID parameter
Motorola
F
GPRS

N1-99854
04.64
A092

R98

Duplicate XID parameter
Motorola
F
GPRS

N1-99855
04.64
A093

R99

Duplicate XID parameter
Motorola
F
GPRS

N1-99783
04.64
A082

R99
8.0.0
Editorials on SAPs
Motorola
D
GPRS

N1-99783
04.64
A083

R99
8.0.0
Editorials on SAPs
Motorola
D
GPRS

N1-99853
04.64
A091

R98

Editorials on SAPs
Motorola
D
GPRS

N1-99A79
09.18
A036

R97
6.4.0
Explicit IMSI detach, abnormal case SGSN side
Siemens
F
GPRS

N1-99A80
09.18
A037

R98
7.1.0
Explicit IMSI detach, abnormal case SGSN side
Siemens
F
GPRS

N1-99A81
29.018
002

R99
3.1.0
Explicit IMSI detach, abnormal case SGSN side
Siemens
A
GPRS

N1-99A47
04.65
A051
1
R97
6.4.0
Failure of Layer-3 XID negotiation
Panasonic
F
GPRS

N1-99A48
04.65
A052
1
R98
7.0.0
Failure of Layer-3 XID negotiation
Panasonic
F
GPRS

N1-99A56
24.065
008

R99
3.1.0
Failure of Layer-3 XID negotiation
Panasonic
A
GPRS

N1-99A46
04.64
A109
1
R97
6.4.0
Failure of Layer-3 XID negotiation in ADM mode
Panasonic
F
GPRS

N1-99A50
04.64
A112
1
R99
8.0.0
Failure of Layer-3 XID negotiation in ADM mode
Panasonic
A
GPRS

N1-99A53
04.64
A110
1
R98
7.0.0
Failure of Layer-3 XID negotiation in ADM mode
Panasonic
A
GPRS

N1-99869
03.60
A168
2
R98
7.1.0
Ga interface to the GPRS Logical Architecture diagram etc
SMG6 GPRS, SMG3 WPA
F
GPRS

N1-99870
23.060
002

R99
3.0.0
Ga interface to the GPRS Logical Architecture diagram etc
TSG CN1 and SMG6 GPRS
F
GPRS

N1-99755
24.008
004

R99
3.0.0
GMM attempt counters
Siemens
F
GPRS

N1-99755
04.08
A845

R97
6.4.2
GMM attempt counters
Siemens
F
GPRS

N1-99755
04.08
A847

R98
7.1.2
GMM attempt counters
Siemens
F
GPRS

N1-99964
04.64
A098

R97
6.4.0
Lost XID response
Motorola
F
GPRS

N1-99965
04.64
A099

R98
7.0.0
Lost XID response
Motorola
F
GPRS

N1-99966
04.64
A100

R99
8.0.0
Lost XID response
Motorola
F
GPRS

N1-99884
04.64
A065
3
R97
6.4.0
Max value for N201
BT Cellnet, Ericsson, Motorola
F
GPRS

N1-99897
04.64
A096

R98

Max value for N201
Motorola
F
GPRS

N1-99898
04.64
A097

R99

Max value for N201
Motorola
F
GPRS

N1-99856
03.60
A169

R98
7.0.0
Modif information is not piggybacked
Motorola
F
GPRS

N1-99784
03.60
A165

R97
6.4.0
Modification info is not piggybacked
Motorola
F
GPRS

N1-99857
23.060
003

R99
3.0.0
modification info is not piggybacked
Motorola
F
GPRS

N1-99771
04.64
A072

R97
6.4.0
MS behavior while suspended
Siemens
F
GPRS

N1-99771
04.64
A073

R98
7.0.0
MS behavior while suspended
Siemens
F
GPRS

N1-99821
04.64
A085

R99
8.0.0
MS behavior while suspended
Siemens
F
GPRS

N1-99780
04.64
A079

R97
6.4.0
N202 alignement with new SNDCP header
Motorola
F
GPRS

N1-99851
04.64
A089

R98

N202 alignement with new SNDCP header
Motorola
F
GPRS

N1-99852
04.64
A090

R99

N202 alignement with new SNDCP header
Motorola
F
GPRS

N1-99939
04.08
A911

R97
6.4.2
New State GMM-REGISTERED.IMSI-DETACH-INITIATED
Siemens
F
GPRS

N1-99940
04.08
A912

R98
7.1.2
New State GMM-REGISTERED.IMSI-DETACH-INITIATED
Siemens
F
GPRS

N1-99941
24.008
022

R99
3.0.1
New State GMM-REGISTERED.IMSI-DETACH-INITIATED
Siemens
A
GPRS

N1-99758
24.008
007

R99
3.0.0
non power down cause detach during attach
Siemens
F
GPRS

N1-99758
04.08
A857

R97
6.4.2
non power down cause detach during attach
Siemens
F
GPRS

N1-99758
04.08
A859

R98
7.1.2
non power down cause detach during attach
Siemens
F
GPRS

N1-99978
24.008
025

R99
3.0.0
Paging Response as a MM message
fijitsu
A
GPRS

C-99-545
03.60
A161
1
R96
6.3.1
PDP Context Deactivation during activation
SA2
B
GPRS

C-99-546
03.60
A163
1
R97
7.0.0
PDP Context deactivation during an activation
SA2
B
GPRS

N1-99765
04.08
A873

R97
6.4.2
PDP context deactiviation caused by LLC failur
Siemens
F
GPRS

N1-99765
24.008
009

R99
3.0.0
PDP context deactiviation caused by LLC failure
Siemens
A
GPRS

N1-99765
04.08
A875

R98
7.1.2
PDP context deactiviation caused by LLC failure
Siemens
F
GPRS

N1-99757
24.008
006

R99
3.0.0
RA change in GMM-ROUTING_AREA_UPDATE_INITIATED
Siemens
F
GPRS

N1-99757
04.08
A853

R97
6.4.2
RA change in GMM-ROUTING_AREA_UPDATE_INITIATED
Siemens
A
GPRS

N1-99757
04.08
A855

R98
7.1.2
RA change in GMM-ROUTING_AREA_UPDATE_INITIATED
Siemens
A
GPRS

N1-99813
04.08
A887

R98
7.1.2
RAU Complete not returned for TMSI deallocation. Some alignments and editorials
Ericsson
F
GPRS

N1-99814
04.08
A889

R97
6.4.2
RAU Complete not returned for TMSI deallocation. Some alignments and editorials.
Ericsson
F
GPRS

N1-99843
24.008
015

R99
3.0.0
RAU Complete not returned for TMSI deallocation. Some alignments and editorials
Ericsson
F
GPRS

N1-99759
24.008
008

R99
3.0.0
Receive N-PDU Number list IE padding bits
Siemens
A
GPRS

N1-99759
04.08
A861

R97
6.4.2
Receive N-PDU Number list IE padding bits
Siemens
F
GPRS

N1-99759
04.08
A863

R98
7.1.2
Receive N-PDU Number list IE padding bits
Siemens
F
GPRS

N1-99779
04.64
A078

R97
6.4.0
reset cancels outstanding requests
Motorola
F
GPRS

N1-99827
04.65
A040

R97
6.4.0
Reset cancels outstanding requests
Motorola
F
GPRS

N1-99849
04.64
A087

R98

reset cancels outstanding requests
Motorola
F
GPRS

N1-99850
04.64
A088

R99
8.0.0
reset cancels outstanding requests
Motorola
F
GPRS

N1-99900
04.65
A045

R98

Reset cancels outstanding requests
Motorola
F
GPRS

N1-99837
04.64
A084

R97
6.4.2
Starting T201 after peer receiver busy condition is cleared
Motorola
F
GPRS

N1-99858
04.64
A094

R98

Starting T201 after peer receiver busy condition is cleared
Motorola
F
GPRS

N1-99859
04.64
A095

R99
8.0.0
Starting T201 after peer receiver busy condition is cleared
Motorola
A
GPRS

N1-99A85
04.08
A931

R97
6.4.2
T3212 restart after GPRS detach
Siemens
F
GPRS

N1-99A86
04.08
A933

R98
7.2.1
T3212 restart after GPRS detach
Siemens
F
GPRS

N1-99A87
24.008
031

R99
3.0.0
T3212 restart after GPRS detach
Siemens
A
GPRS

N1-99A39
04.08
A907
1
R97
6.4.2
T3212 restart after RAU reject
Siemens
F
GPRS

N1-99A40
04.08
A909
1
R98
7.1.2
T3212 restart after RAU reject
Siemens
F
GPRS

N1-99A41
24.008
021
1
R99
3.0.0
T3212 restart after RAU reject
Siemens
A
GPRS

N1-99862
24.008
013
1
R99
3.0.0
TMSI status indication
Siemens
F
GPRS

N1-99862
04.08
A865
1
R97
6.4.2
TMSI status indication
Siemens
F
GPRS

N1-99862
04.08
A867
1
R98
7.1.0
TMSI status indication
Siemens
F
GPRS

N1-99863
29.018
001
1
R99
3.0.0
TMSI status indication
Siemens
F
GPRS

N1-99863
09.18
A040

R97
6.4.0
TMSI status indication
Siemens
F
GPRS

N1-99863
09.18
A041

R98
7.1.0
TMSI status indication
Siemens
F
GPRS

N1-99822
04.64
A074
1
R97
6.4.0
Unsolicited leyer 3 XID parameters
Siemens
F
GPRS

N1-99822
04.64
A075
1
R98
7.0.0
Unsolicited leyer 3 XID parameters
Siemens
F
GPRS

N1-99822
04.64
A086

R99
8.0.0
Unsolicited leyer 3 XID parameters
Siemens
F
GPRS

N1-99976
04.65
A055

R97
6.4.0
V.42 bis compression
Erricson
F
GPRS

N1-99995
04.65
A056

R98
7.0.0
V.42 bis compression
Ericsson
F
GPRS

N1-99A57
24.065
009

R99
3.1.0
V.42 bis compression
Ericsson
A
GPRS

N1-99960
04.65
A042

R97
6.4.0
XID negotiation during PDP context deactivation and modification
Motorola
F
GPRS

N1-99961
04.65
A044

R98
7.0.0
XID negotiation during PDP context deactivation and modification
Motorola
F
GPRS

N1-99B06
24.065
004

R99
3.1.0
XID Negotiation During PDP Context Deactivation and Modification
Motorola
A
GPRS

