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*** First Modified Section ***

7.6.2.4

Furnish Charging Information SMS

7.6.2.4.1
Description

This IF is used to request the gsmSSF/gprsSSF to include information in the CAMEL specific logical MO SMS record. 

The logical call record is created when FCI-SMS is received and a logical call record for that short message does not exist. For modelling purposes the logical call record is buffered in the gsmSSF/gprsSSF. The gsmSSF/gprsSSF completes logical call records as defined in the SDLs. Once the logical call record is completed, then its free format data is moved to the corresponding CDR and the logical call record is deleted.

The CSE can send multiple concatenated FCIs per Short Message for completion. The total maximum of free format data is 160 octets per SM. The 160 octets may be sent in one or more FCI operations. If there is non-completed free format data and new FCI operation(s) is/are received to overwrite the non-completed data, then the non-completed data is discarded and the gsmSCF can send another 160 octets per SM.

7.6.2.4.1

Information Elements

Information element name
MO

SMS
Description

FCI Billing Charging Characteristics
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCI Billing Charging Characteristics contains the following information:

Information element name
MO

SMS
Description

FCIBCCCAMEL Sequence 1
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCIBCCCAMEL Sequence 1 contains the following information:

Information element name
MO

SMS
Description

Free Format Data
M

This IE is a free format data to be inserted in the CAMEL logical call record.

Append Free Format Data
O
This IE indicates that the gsmSSF/gprsSSF shall append the free format data to the Logical MO SMS record.

· If this IE is present indicating “Append”, the gsmSSF/gprsSSF shall append the free format data received in this IF to the free format data already present in the Logical MO SMS record.

· If this IE is absent or in value “Overwrite”, then the gsmSSF shall overwrite all free format data already present in the Logical MO SMS record, by the free format data received in this IF.

If no Logical MO SMS record exists yet, then the gsmSSF/gprsSSF shall ignore this IE.

M
Mandatory (The IE shall always be sent)

O
Optional (Service logic dependent)

