
3GPP N2 Meeting
Document
N2A000294

Sofia Antipolis, 21-25 Feb 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




23.078
CR
064r2
Current Version:
3.3.0








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
CN#7
for approval
x

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic

use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME

UTRAN / Radio

Core Network
x

(at least one should be marked with an X)



Source:
CN WG2
Date: 
25 Feb 2000



Subject:
Addition of Connected number treatment indicator



Work item:
CAMEL Phase 3



Category: 
F
Correction
X
Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification


Release 99
X





Release 00




Reason for 
change:

Connected number treatment indicator is used to indicate treatment of the connected number, which can be seen the detail in Q.1601.  For interworking with ISUP, this information shall be contained in the Service interaction indicator two IE. 

The new procedure CAMEL_Handle_Connected_Number evaluates the Connected number treatment indicator.



Clauses affected:
4.5



Other specs
Other 3G core specifications

(  List of CRs:
29.078-038r2

affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:


*** First Modified Part ***
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Figure 4.xx a: Procedure CAMEL_Handle_Connected_ Number (sheet 1)  (New figure)
*** Next Modified Part ***
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Figure 4.13a: Procedure CAMEL_OCH_MSC_ANSWER (sheet 1)
*** Next Modified Part ***
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Figure 4.28a: Procedure CAMEL_MT_GMSC_ANSWER (sheet 1)

*** Next Modified Part ***
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Figure 4.53a: Procedure CAMEL_CF_MSC_ANSWER (sheet 1)

*** Next Modified Part ***

4.6.2.5
Connect

4.6.2.5.1
Description

This IF is used to request the gsmSSF to perform the call processing actions to route a call to a specific destination. To do so, the gsmSSF may use destination information from the calling party and existing call set-up information depending on the information provided by the gsmSCF. 

4.6.2.5.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
Description

Alerting Pattern
-
-
O
O
This parameter indicates the kind of Alerting Pattern to be applied.

Calling Partys Category
O
O
O
O
This IE indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

Destination Routing Address
M
M
M
M
This IE contains the called party number towards which the call is to be routed.

Generic Number
O
O
O
O
This IE contains the generic number. Its used to convey the additional calling party number, which e.g. could be used to modify the calling line ID presented to the called user.

NA Carrier Information
O
O
O
O
This IE is described in the next table.

NA Originating Line Information
O
O
O
O
This IE identifies the type of number in the NA Charge Number (e.g. subscriber versus PLMN operator number).

NA Charge Number
O
O
O
O
This IE identifies the chargeable number for the usage of a North American carrier.

O-CSI Applicable
-
-
O
O
This IE indicates that the O-CSI, if present shall be applied on the outgoing leg.

Original Called Party ID
O
O
O
O
This IE carries the dialled digits if the call has met call forwarding on route to the gsmSSF or is forwarded by the gsmSCF.

Redirecting Party ID
O
O
O
O
This IE indicates the directory number the call was redirected from.

Redirection Information
O
O
O
O
This IE contains forwarding related information, such as redirecting counter.

Suppression Of Announcements
-
-
O
O
This IE indicates that announcements or tones generated as a result of unsuccessful call setup shall be suppressed.

Service Interaction Indicators Two
O
O
O
O
This IE is described in a table below.

CUG Interlock Code
O
O
O
O
See 3G TS 23.085 [9] for details of this IE.

Outgoing Access Indicator
O
O
O
O
See 3G TS 23.085 [9] for details of this IE.

 O
Optional (Service logic dependent)

-
Not applicable

NA Carrier Information contains the following information:

Information element name
MO
MF
MT
VT
Description

NA Carrier Identification Code
M
M
M
M
This IE uniquely identifies a North American long distance carrier.

NA Carrier Selection Information
M
M
M
M
This IE indicates the way the carrier was selected e.g.:
– dialled
– subscribed

M
Mandatory (The IE shall always be sent)

Service Interaction Indicators Two contains the following information: 

Information element name
MO
MF
MT
VT
Description

Forward Service Interaction Indicator
O
O
O
O
This IE is described in a table below.

Backward Service Interaction Indicator
O
O
O
O
This IE is described in a table below.

HOLD Treatment Indicator
O
-
-
O
This IE indicates whether the CAMEL subscriber can invoke HOLD for the call.

CW Treatment Indicator
O
-
-
O
This IE indicates whether CW can be applied for a call to the CAMEL subscriber whilst this call is ongoing.

ECT Treatment Indicator
O
-
-
O
This IE indicates whether the call leg can become part of an ECT call initiated by the CAMEL subscriber.

Call Completion Treatment Indicator
O
-
-
O
This IE indicates whether a CCBS request can be made for the call.

Connected number treatment indicator
O
O
O
O
This IE indicates the treatment of the connected number at the originating side.  


O
Optional (Service logic dependent) 

-
Not applicable

Forward Service Interaction Indicator contains the following information: 

Information element name
MO
MF
MT
VT
Description

Conference Treatment Indicator
O
O
O
O
This IE indicates whether the call leg can become part of a MPTY call initiated by the called subscriber.

Call Diversion Treatment Indicator
O
O
O
O
This IE indicates whether the call can be forwarded using the Call Forwarding or Call Deflection Supplementary Services.

Calling Party Restriction Indicator
O
-
-
-
This IE indicates whether the CLI shall be marked as Restricted by CAMEL action for the call.

O
Optional (Service logic dependent) 

-
Not applicable

Backward Service Interaction Indicator contains the following information: 

Information element name
MO
MF
MT
VT
Description

Conference Treatment Indicator
O
O
O
O
This IE indicates if the call leg can become part of a MPTY call initiated by the calling subscriber.

O
Optional (Service logic dependent) 

-
Not applicable
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