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*** First Modified Section ***

6.6.1.2

Apply Charging Report GPRS

6.6.1.2.1
Description

This IF is used by the gprsSSF to report to the gsmSCF the information requested in the Apply Charging GPRS IF.  In addition, this IF is used to notify the gsmSCF of user initiated change in QoS.  Note that there are several possible QoS profiles defined by the combinations of the different QoS attributes as defined in 3G TS 23.060, see reference [11]. A PLMN may only support and charge on a limited subset of those QoS. It is recommended that changes in QoS are only reported in Apply Charging Report GPRS for those QoS profiles.

6.6.1.2.2

Information Elements

Information element name
Required
Description

Charging Result
M
This IE contains the charging information for the PDP provided by the gsmSSF. It is a choice between elapsed time and data volume.

Quality of Service
C
This IE identifies the QoS requested by the user and granted by the SGSN due to ‘Modify PDP Context request. 
This IE shall only be present if sending of the Apply Charging Report was triggered by a change in Quality of Service.

Active
M
This IE indicates if the GPRS session or PDP context is still established, or if it has been detached or deactivated.

PDP ID
C
This IE identifies the PDP context which the Apply Charging Report is applicable for. If not present the dialogue corresponds to the session or to one single PDP context.

M
Mandatory (The IE shall always be sent)

C
Conditional (The IE shall be sent, if available)

