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7.1
Service interworking

Service interworking is required when the Teleservices at the calling and called terminals are different. No service interworking, except for facsimile group 3 (Teleservice 61 or 62 interworking with standard facsimile group 3 service), has been identified as a requirement of the PLMN system for PSTN/ISDN network based services.

Next section modified

10.2.2.6
Mapping Functions

The following tables (7A + 7B) show that only the ISDN BC is used for mapping (exceptions are indicated).

NOTE:
The ISDN/ PLMN BC‑IE mapping shall be performed as specified in tables 7A and 7B. This shall be done to allow setup of a compatible end‑to‑end connection between two MSs or one MS and an ISDN terminal.

In the following tables 7A and 7B the comparison is drawn between parameters in the PLMN call set up request message and that of the ISDN call set up request message. In some cases no comparable values are available and these will be marked as such. In these cases reference will need to be made to the table of network interworking in 3G TS 29.007 to identify the appropriate choice. In some cases it is not necessary to support a particular option, and in this case those parameters will be annotated appropriately.

The PLMN parameters and values are as in 3G TS 24.008 in combination as in 3G TS 27.001. The ISDN parameters and values are as in Q.931 (05/98).

Table 7A: Comparable setting of parameters in PLMN and ISDN: Mobile Originated

Octet
PLMN BC parameter value
Octet
ISDN BC parameter value

1
Bearer Capability IEI
1
Bearer Capability IEI

2
Length of BC contents
2
Length of BC contents

3
#7..6
Radio channel requirement
half rate channel 
full rate channel
dual, full, rate preferred
dual, half rate preferred

No comparable field

3
#5
Coding Standard
GSM standard coding
3
#7..6
Coding Standard
CCITT standardized coding

3
#4
Transfer mode
circuit mode
packet mode (note7)
4
#7..6
Transfer mode
circuit mode
packet mode

3
#3..1
Information transfer capability
speech
unrestricted digital
3,1 kHz audio ex PLMN
facsimile group 3 (note 1) 
other ITC (see octet 5a)
3
#5..1
Information transfer capability
speech
unrestricted digital
3,1 kHz audio
3,1 kHz audio
no comparable value

5a
#7..6
Other ITC
restricted digital


(note 18)

4
#7
Compression (note 14)
data compression allowed
data compression not allowed

No comparable field

4
#6..5
Structure
SDU integrity
unstructured
4a
#7..5
Structure (note 4)

4
#4
Duplex mode
half duplex 
full duplex
5d
#7
Duplex mode
half duplex
full duplex

4
#3
Configuration
point to point
4a
#4..3
Configuration
(note 4)


4
#1
Establishment
demand
4a
#2..1
Establishment (note 4)



4
NIRR (note 12)
no meaning
Data ( 4.8kbit/s, FR nt,
6kbit/s radio interface is requested

No comparable field






(continued)

Table 7A (continued): Comparable setting of parameters in PLMN and ISDN: Mobile Originated

Octet
PLMN BC parameter value
Octet
ISDN BC parameter value

5
#5..4
Rate adaptation
no rate adaptation
(note 2)
V.110, I.460/X.30 rate adaptation

CCITT X.31 flag stuffing

No comparable value
(note 11) 
No comparable value
(note 11)

No comparable value
(note 11) 

other rate adaptation (see octet 5a)
5
#5..1
User information layer 1 protocol
no comparable value
CCITT standardized rate adaption V.110, I.460/X.30
CCITT standardized rate adaption X.31 flag stuffing
Recommendation G.711 µ-law
Recommendation G.711 A-law (note 3)
Recommendation G.721 32 kbit/s
ADPCM and I.460

No comparable value

5a
#5..4
Other rate adaptation
V.120 (note 17) 
PIAFS (note 27) 
H.223 & H.245

No comparable value

H.223 & H.245 (note 26)

5
#3..1
Signalling access protocol
I.440/I.450
X.21
X.28, ded.PAD, indiv.NUI (note 24)
X.28, ded PAD, univ.NUI (note 24)
X.28, non‑ded PAD
X.32

No comparable field

6
#1
Synchronous/asynchronous
synchronous
asynchronous
5a
#7
Synchronous/asynchronous
synchronous
asynchronous (note 25)

6
#5..2
User info. layer 1 protocol
default layer 1 protocol
5
#5..1
User info. layer 1 protocol
see section under rate adaptation for 3G TS 24.008 above

6a
#7
Number of stop bits
1 bit
2 bits
5c
#7..6
Number of stop bits
1 bit
2 bits

6a
#6
Negotiation
In band neg. not possible
no comparable value
5a
#6
Negotiation
In band neg. not possible
In band neg. possible
(note 10)

6a
#5
Number of data bits

7 bits
8 bits
5c
#5..4
Number of data bits excluding parity if present
7 bits
8 bits

6a
#4..1
User rate
0.3 kbit/s
1.2 kbit/s
2.4 kbit/s
4.8 kbit/s
9.6 kbit/s
12 kbit/s
(note 7)
1.2 kbit/s / 75 bit/s (note 24)
any value
no comparable value
5a
#5..1
User rate
0.3 kbit/s

1.2 kbit/s
2.4 kbit/s
4.8 kbit/s

9.6 kbit/s

12 kbit/s
75 bit/s / 1.2 kbit/s
19.2 kbit/s
(note 14)
Ebits or inband negotiation 
(note 10)

(continued)

Table 7A (continued): Comparable setting of parameters in PLMN and ISDN: Mobile Originated

Octet
PLMN BC parameter value
Octet
ISDN BC parameter value

6b
#7..6
Intermediate rate
8 kbit/s
16 kbit/s
any value
5b
#7..6
Intermediate rate (note 13)
8 kbit/s or not used
16 kbit/s or not used

32 kbit/s or not used
(note 14)

6b
#5
NIC on Tx
does not require
requires
(note7)
5b
#5b
NIC on Tx
does not require
requires

(note 8)

6b
#4
NIC on Rx
cannot accept
can accept

(note 7)
5b
#4
NIC on Rx
cannot accept
can accept

(note 8)

6b
#3..1
Parity information
odd
even
none
forced to 0
forced to 1
5c
#3..1
Parity information
odd
even
none
forced to 0
forced to 1

6c
#7..6
Connection element
transparent
non‑transparent (RLP)
both, transp. preferred
both, non‑transp. preferred

No comparable field

6c
#5..1
Modem type
none
V.21
V.22
V.22bis
V.23 (note 24)
V.26ter
V.32
modem for undef. interface
autobauding type 1
5d
#6..1
Modem type


no comparable value (note 5)
V.21
V.22
V.22bis
V.23
V.26ter
V.32
No comparable value (note 5)
No comparable value (note 5, note 10)

7
#5..1
User info. layer 2 protocol
X.25 link level
ISO 6429, codeset 0
COPnoFlCt
videotex profile 1
(note 7)
X.75 layer 2 modified  (CAPI)
6
User info.layer 2 prot. (note 6)
X.25 link level
no comparable value
no comparable value
no comparable value
X.25 link level

6d
#5..1
Fixed network user rate   (note 15)
FNUR not applicable
(note 7)
9,6 kbit/s
12 kbit/s
(note 7)
14,4 kbit/s
19,2 kbit/s
28,8 kbit/s
32.0 kbit/s
33.6 kbit/s
38,4 kbit/s
48,0 kbit/s
56,0 kbit/s
64,0 kbit/s
5a
#5..1
User rate

no comparable value
9,6 kbit/s
12 kbit/s
14,4 kbit/s
19,2 kbit/s
28,8 kbit/s
32.0 kbit/s
no comparable value
38,4 kbit/s
48,0 kbit/s
56,0 kbit/s
no comparable value
(note 16)






(continued)

Table 7A (concluded): Comparable setting of parameters in PLMN and ISDN: Mobile Originated

Octet
PLMN BC parameter value
Octet
ISDN BC parameter value

6e
#3..1
Maximum number of traffic channels

1 TCH
2 TCH
3 TCH
4 TCH
5 TCH
6 TCH
7 TCH
(note 7) 
8 TCH
(note 7)

No comparable field

6f
#4..1
Wanted air interface user rate (note 23)

air interface user rate not applicable (note 7)
9,6 kbit/s
14,4 kbit/s
19,2 kbit/s
28,8 kbit/s
38,4 kbit/s
43,2 kbit/s

57,6 kbit/s

interpreted by the network as 38.4 kbit/s   (note 7)

No comparable field

6d
#7..6
Other modem type (note 15)
No other modem type
V.34
5d

#6..1
Modem type

no comparable value
V.34 

6e
#7..4
Acceptable channel coding(s)

TCH/F4.8 acceptable (note 19)
TCH/F9.6 acceptable 
TCH/F14.4 acceptable

No comparable field

6f
#7..5
User initiated modification indicator (note 23)

User initiated modification not 
      required
User initiated modification upto 1
     TCH/F may be requested
User initiated modification upto 2
     TCH/F may be requested
User initiated modification upto 3
     TCH/F may be requested
User initiated modification upto 4
     TCH/F may be requested

No comparable field

6g

#7..5
Acceptable channel coding(s) (note 20)

TCH/F28.8 acceptable 
TCH/F32.0 acceptable (note 21)

TCH/F43.2 acceptable (note 22)

No comparable field

6g

#4..3
Asymmetry preference indication (Note 23)
no preference 

up link biased asymmetry preference

down link biased asymmetry preference

No comparable field

The application rules for coding the information elements ISDN‑BC/LLC/HLC as set out in ETR 018 and Q.931 (05/98) shall apply.

Other field values in the ISDN BC‑IE not supported in 3G TS 24.008 are:

Information transfer rate:
In this case default 64 kbit/s is selected.

Flow control on transmission:
This shall be selected if outband flow control applies.

Flow control on reception:
This shall be selected if outband flow control applies.

NOTE:
Outband flow control is indicated by the absence of the UIL2P parameter for non‑transparent connections.

User information layer 3 protocol:

Octet 7 shall not be sent unless specific application rules are given for particular cases (to be defined by PLMN). End‑to‑end significant User Information layer 3 protocol shall be sent by LLC.

NOTE 1:
In the case where PLMN BC "Information Transfer Capability" indicates "Facsimile group 3" and only a single PLMN BC is contained in the call set‑up request then this shall be mapped to an ISDN BC with:


Coding standard:
CCITT


Information Transfer capability: 
3,1 kHz audio


Transfer mode: 
circuit



Information transfer rate: 
64 kbit/s


User layer 1 protocol: 
G711 A-law or µ-law (PCS-1900)


and

‑
If an HLC is not present, the network will insert a "Facsimile group 2/3" HLC.

‑
If an HLC element is present, the network will pass it through unmodified.


In the case where PLMN BC "Information Transfer Capability" indicates "Facsimile group 3" and two PLMN BCs are contained in the call set‑up request, then the same ISDN BC as mentioned above is created. If the first PLMN BC indicates "facsimile group 3" an HLC "facsimile group 2/3" will be inserted by the network (if not received from the MS). However if the first PLMN BC indicates "speech", the network will not send a HLC, irrespective where a HLC was received from the MS or not.
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