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10
Control and interrogation of subscription data

10.1
Architecture

10.1.1
Functional Entities used for CAMEL

This subclause describes the functional architecture required to support control and interrogation of subscription data. Figure 10.1 shows the functional entities involved in CAMEL support of control and interrogation of subscription data.
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Figure 10.1: Functional architecture for support of control and interrogation of subscription data

gsmSCF: see subclause 4.1.

HLR: The HLR may provide an interface to the gsmSCF for the Any Time Subscription Interrogation and Any Time Modification procedures. The gsmSCF may provide an interface to the HLR for the Notify Subscriber Data Change procedure.

10.1.2
Interfaces defined for CAMEL

This subclause describes the interface applicable to CAMEL control of subscription data. It specifies on a high level the functions specific to CAMEL.

10.1.2.1
gsmSCF - HLR

This interface is used by the gsmSCF to interrogate or modify information in the HLR. As a network operator option,  the HLR may refuse to provide or modify the information requested by the gsmSCF. This interface is also used by the HLR to notify the gsmSCF of a change of subscriber data.

10.2
Procedures for CAMEL

10.2.1
Any Time Subscription Interrogation

Handling of Any Time Interrogation for Subscription Information Retrieval involves the following process:

-
CAMEL_ATSI_HLR.

If an OSS needs the Subscription Information, the gsmSCF initiates a transaction to the HLR by sending an Any Time Subscription Interrogation Request. Support for this procedure is a network operator option.
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Figure 10.2: Process CAMEL_ATSI_HLR (sheet 1)

10.2.2
Any Time Modification

Handling of Any Time Modification involves the following process:

-
CAMEL_ATM_HLR.

The following procedures are involved:

-
ATM_Modify_Data
This procedure checks which data shall be modified and calls the appropriate data modification procedure.

-
ATM_Modify_CSI_Data
If the CSI indicated in the ATM request is not available in the HLR, then an error is returned.
Otherwise, the CSI state and/or Notification-to-CSE flag are set as instructed with the ATM request.

-
ATM_Modify_CF_Data
When only the SS-code and (optionally) a Basic Service code are present in the ATM request, then all Call Forwarding data is erased.
Otherwise, the behaviour is as follows:

-
If a valid SS state is present in the ATM request, then an SS state transition is performed

-
If a valid FTN, FTN sub address or No Reply Condition Time is present in the ATM request, then the indicated variable is modified.

-
If an instruction to modifiy the notification-to-CSE flag is present in the ATM request, then the notification-to-CSE flag is modified.

-
ATM_Modify_CB_Data
When only the SS-code and (optionally) a Basic Service code are present in the ATM request, then all Call Barring data is erased.
Otherwise, the behaviour is as follows:

-
If a valid SS state is present in the ATM request, then an SS state transition is performed

-
If a valid Password or ‘Wrong password attempt counter’ is present in the ATM request, then the indicated variable is modified.

-
If an instruction to modifiy the notification-to-CSE flag is present in the ATM request, then the notification-to-CSE flag is modified.

After having executed the Any Time Modification instruction from the gsmSCF, the HLR calls the procedure CAMEL_NSDC_HLR, which sends notifications to gsmSCF(s), if required.
Support for this procedure is a network operator option.
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Figure 10.3: Process CAMEL_ATM_HLR (sheet 1)
[image: image5.emf]Procedure in the HLR to modify subscriber

data as a result of an ATM request

Procedure ATM_Modify_Data 1(1)

Data to be

modified

ATM_Modify_

CSI_Data

ATM_Modify_

CF_Data

ATM_Modify_

CB_Data

Result? Result? Result?

Set UE=

"InformationNotAvailable"

Set UE in accordance

with 3G TS 23.011

Set UE in accordance

with 3G TS 23.011

Set Result=

"Pass"

Set Result=

"Fail"

CSI CF Data CB Data

Not OK

OK

Not OK

OK

Not OK

OK


Figure 10.4: Procedure ATM_Modify_Data (sheet 1)
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Figure 10.5: Procedure ATM_Modify_CSI_Data (sheet 1)
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Figure 10.6: Procedure ATM_Modify_CF_Data (sheet 1)
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Figure 10.7: Procedure ATM_Modify_CB_Data (sheet 1)
10.2.3
Notify Subscriber Data Change

Changes of CSI, Call Forwarding data, Call Barring data or ODB data shall be notified only if the CSI, Call Forwarding data, Call Barring data or ODB data is marked with the Notification-to-CSE flag.

The HLR maintains a list of gsmSCF address(es) for Call Forwarding Data, Call Barring Data, ODB and CSI. When any of these items has been modified, a notification shall be sent to each gsmSCF in the corresponding list.

The sending of a notification to the gsmSCF may be triggered by the following processes:

-
subscriber data change by administrative procedure

-
subscriber data changed by subscriber

-
subscriber data changed by Any Time Modification request from gsmSCF

-
subscriber data changed due to a change of other subscriber data

-
subscriber data change due to Location Update

 When the change of subscriber data was requested by Any Time Modification the notification of change of subscriber data shall not be sent to the gsmSCF which originated this Any Time Modification request.

Each gsmSCF shall be notified only once. Multiple occurrence of gsmSCF Address in these lists shall not lead to multiple notification.

Handling of Notify Subscriber Data Change involves the following procedure:

-
CAMEL_NSDC_HLR.

If a change of subscriber data needs to be notified to the gsmSCF, then the HLR initiates a transaction to the gsmSCF by sending Notify Subscriber Data Change message. 
Support for this procedure is a network operator option. 
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Figure 10.8: Procedure CAMEL_NSDC_HLR (sheet1)

10.3
Description of information flows

This clause contains the detailed description of the information flows used by CAMEL.

Each Information Element, IE is marked as Mandatory (M), Conditional (C), Optional (O) or Not applicable (-).  This categorisation is a functional classification, i.e. stage 2 information and not a stage 3 classification to be used for the ASN.1 syntax of the protocol.

The following principles apply for the handling of the IEs by the receiving entity:

-
The gsmSCF may silently discard any IE which it does not functionally support

-
The HLR shall return an error if it does not functionally support an IE which it receives.

Details of errors and exceptions to these rules are specified in 3G TS 29.002 [4]. 

10.3.1
gsmSCF to HLR information flows

10.3.1.1
Any Time Subscription Interrogation Request

10.3.1.1.1
Description

This IF is used to request subscription information from the HLR at any time.

10.3.1.1.2
Information Elements

The following information elements are required:

Information element name
Required
Description

GsmSCF Address
M
This IE indicates the address of the interrogating gsmSCF.

Requested Info
M
This IE indicates the type of subscriber information being requested:
This can be one of:
-
supplementary service, described in a table below

-
Operator Determined Barring

-
CAMEL Subscription Information, described in a table below

-
supported CAMEL phases in VLR

-
supported CAMEL phases in SGSN

Subscriber Identity
M
This IE identifies the subscriber for which the information is requested. The identity can be one of:

-
IMSI

-
MSISDN

M
Mandatory (The IE shall always be sent)

Supplementary service contains the following information:

Information element name
Required
Description

SS code
M
This IE indicates a supplementary service as defined in 3G TS 22.004 [25].
Only the Call Forwarding and Call Barring supplementary services are allowed for this IE.

Basic Service
O
See 3G TS 22.002 [24].

M
Mandatory (The IE shall always be sent)

O
Optional (Service Logic Dependent)

CAMEL subscription information contains the following information:

Information element name
Required
Description

CAMEL subscription information
M
This IE indicates which CAMEL Subscription Information is requested. It may be one of the following elements:
O-CSI/T-CSI/VT-CSI/TIF-CSI/GPRS-CSI/SMS-CSI/SS-CSI/M-CSI/D-CSI

M
Mandatory (The IE shall always be sent)

10.3.1.2
Any Time Modification Request

10.3.1.2.1
Description

This IF is used to modify information in the HLR at any time.

10.3.1.2.2
Information Elements

The following information elements are required:

Information element name
Required
Description

gsmSCF Address
M
This IE indicates the address of the interrogating gsmSCF.

Subscriber Identity
M
This IE identifies the subscriber for which the information is requested. The identity can be one of:

-
IMSI

-
MSISDN

Modification Request for Call Forwarding SS data
C
This IE indicates the data of Call Forwarding data to be modified. It is described in a table below.

Modification Request for Call Barring SS data
C
This IE indicates the data of call barring data to be modified. It is described in a table below.

Modification Request for CAMEL Subscription Information
C
This IE indicates the Modification Request for CAMEL Subscription Information. It is described in a table below.

M
Mandatory (The IE shall always be sent)

C
Conditional (The IE shall be sent, if available)

Modification Request for Call Forwarding SS data contains the following information:

Information element name
Required
Description

SS Code
M
This IE indicates Call Forwarding supplementary service as defined in 3G TS 22.004 [25].

Basic Service
O
See 3G TS 22.002 [24].

SS Status
O
See 3G TS 23.011 [26].

Forwarded-to Number
O
See 3G TS 23.082 [27].

Forwarded-to Subaddress
O
See 3G TS 23.082 [27].

No Reply Condition Time
O
See 3G TS 23.082 [27].

Modify Notification Flag
O
This IE contains an instruction to activate or de-activate the Notification-to-CSE flag.

M
Mandatory (The IE shall always be sent)

O
Optional (Service Logic dependent)

Modification Request for Call Barring SS data contains the following information:

Information element name
Required
Description

SS Code
M
This IE indicates Call Barring supplementary service as defined in 3G TS 22.004 [25].

Basic Service
O
See 3G TS 22.002 [24].

SS Status
O
See 3G TS 23.011 [26].

Password
O
See 3G TS 23.011 [26].

Wrong password attempts counter
O
See 3G TS 23.011 [26].

Modify Notification flag
O
This IE contains an instruction to activate or de-activate the Notification-to-CSE flag.

M
Mandatory (The IE shall always be sent)

O
Optional (Service Logic dependent)

Modification Request for CAMEL Subscription Information contains the following information:

Information element name
Required
Description

































Requested CSI
M
This IE indicates which CSI shall be modified.  Only one CSI may be changed in one ATM Request.

Modify Notification flag
O
This IE contains an instruction to activate or de-activate the Notification-to-CSE flag.

Modify CSI state
O
This IE contains an instruction to activate or de-activate the CSI.

M
Mandatory (The IE shall always be sent)

O
Optional (Service Logic dependent)

10.3.2
HLR to gsmSCF information flows

10.3.2.1
Any Time Subscription Interrogation ack

10.3.2.1.1
Description

This IF is used by the HLR to provide the requested subscription information to the gsmSCF.

10.3.2.1.2
Information Elements

The following information elements are required:

Information element name
Required
Description

Call Forwarding SS data
C
This IE is described in a table below.

Call Bbarring SS data
C
This IE is described in a table below.

Operator Determined Barring data
C
This IE is described in a table below.

CAMEL Subscription Information
C
This IE is described in a table below.

Supported CAMEL phases in VLR
C
This IE indicates the CAMEL phase supported in the VLR.

Supported CAMEL phases in SGSN
C
This IE indicates the CAMEL phase supported in the SGSN.

C
Conditional (The IE shall be sent, if requested and available)

Call Forwarding SS data contains the following information:

Information element name
Required
Description

Basic Service
C
See 3G TS 22.002 [24].

SS Status
C
See 3G TS 23.011 [26].

Forwarded-to Number
C
See 3G TS 23.082 [27].

Forwarded-to Subaddress
C
See 3G TS 23.082 [27].

Subscription Options
C
See 3G TS 23.082 [27].

No Reply Condition Time
C
See 3G TS 23.082 [27].

Notification-to-CSE Flag
C
This IE indicates whether the gsmSCF is notified of a change of Call Forwarding SS data.

C
Conditional (The IE shall be sent, if available)

Call Barring SS data contains the following information:

Information element name
Required
Description

Basic Service
C
See 3G TS 22.002 [24].

SS Status
C
See 3G TS 23.011 [26].

Password
C
See 3G TS 23.011 [26].

Wrong password attempts counter
C
See 3G TS 23.011 [26].

Notification-to-CSE flag
C
This IE indicates whether the gsmSCF is notified of a change of Call Barring SS data.

C
Conditional (The IE shall be sent, if available)

Operator determined barring data contains the following information:

Information element name
Required
Description

ODB General Data
C
This IE indicates the set of subscribers features that the network operator or the service provider can regulate.

ODB HPLMN Specific Data
C
This IE indicates the set of subscribers features that the network operator or the service provider can regulate only when the subscriber is registered in the HPLMN.

Notification-to-CSE flag
C
This IE indicates whether the gsmSCF is notified of a change of ODB data.

C
Conditional (The IE shall be sent, if available)

CAMEL Subscription Information contains the following information:

Information element name
Required
Description

O-CSI
C
See section 4.3.1.

D-CSI
C
See section 4.3.2.

T-CSI
C
See section 4.3.4.

VT-CSI
C
See section 4.3.5.

TIF-CSI
C
See section 4.3.6.2.

GPRS-CSI
C
See section 6.3.1.

SMS-CSI
C
See section 7.3.1.

SS-CSI
C
See section 8.2.1.1.

M-CSI
C
See section 9.2.1.1

C
Conditional (The IE shall be sent, if requested and available)

10.3.2.2
Any Time Modification ack

10.3.2.2.1
Description

This IF is used by the HLR to provide the modified information to the gsmSCF.

10.3.2.2.2
Information Elements

The following information elements are required:

Information element name
Required
Description

Call Forwarding SS data
C
This IE is described in a table below.

Call Barring SS data
C
This IE is described in a table below.

CAMEL Subscription Information
C
This IE is described in a table below.

C
Conditional (The IE shall be sent if it was modified)

Call Forwarding SS data contains the following information:

Information element name
Required
Description

SS Code
C
This IE indicates Call Forwarding supplementary service as defined in 3G TS 22.004 [25].

Basic Service
C
See 3G TS 22.002 [24].

SS Status
C
See 3G TS 23.011 [26].

Forwarded-to Number
C
See 3G TS 23.082 [27].

Forwarded-to Subaddress
C
See 3G TS 23.082 [27].

Subscription Options
C
See 3G TS 23.082 [27].

No Reply Condition Time
C
See 3G TS 23.082 [27].

Notification-to-CSE Flag
C
This IE indicates whether the gsmSCF is notified of a change of Call Forwarding SS data.

C
Conditional (The IE shall be sent, if available)

Call Barring SS data contains the following information:

Information element name
Required
Description

SS Code
C
This IE indicates Call Barring supplementary service as defined in 3G TS 22.004 [25].

Basic Service
C
See 3G TS 22.002 [24].

SS Status
C
See 3G TS 23.011 [26].

Password
C
See 3G TS 23.011 [26].

Wrong password attempts counter
C
See 3G TS 23.011 [26].

Notification-to-CSE flag
C
This IE indicates whether the gsmSCF is notified of a change of Call Barring SS data.

C
Conditional (The IE shall be sent, if available)

CAMEL Subscription Information contains the following information:

Information element name
Required
Description

O-CSI
C
See section 4.3.1.

D-CSI
C
See section 4.3.2.

T-CSI
C
See section 4.3.4.

VT-CSI
C
See section 4.3.5.

TIF-CSI
C
See section 4.3.6.2.

GPRS-CSI
C
See section 6.3.1.

SMS-CSI
C
See section 7.3.1.

SS-CSI
C
See section 8.2.1.1.

M-CSI
C
See section 9.2.1.1

C
Conditional (The IE shall be sent, if it was modified)

10.3.2.3
Notify Subscriber Data Change

10.3.2.3.1
Description

This IF is used by the HLR to notify to the gsmSCF of the change of subscriber data.

10.3.2.3.2
Information Elements

The following information elements are required:

Information element name
Required
Description

IMSI
M
The IMSI is used to identify the subscriber.

MSISDN
M
The MSISDN is used to identify the subscriber.

Changed Data
M
This IE identifies the data that has changed. The data can be one of:

-
Call Forwarding SS Data

-
Call Barring SS Data
-
Operator Determined Barring

-
CAMEL Subscription Information

M
Mandatory (The IE shall always be sent)
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SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





