
3GPP TSG CN N2#10
Document
N2-000155

Rotenburg, Germany, 22-26 May 2000









CHANGE REQUEST





29.078
CR
086
Current Version:
3.3.0














For submission to: 
CN #08
for approval
X

strategic




for information


non-strategic











Proposed change affects:
(U)SIM

ME

UTRAN / Radio

Core Network
x





Source:
N2
Date: 
10-05-2000



Subject:
Reset Timer GPRS



Work item:
CAMEL Phase 3



Category: 
F
Correction
X
Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96



B
Addition of feature


Release 97



C
Functional modification of feature


Release 98



D
Editorial modification


Release 99
x





Release 00




Reason for 
change:
The gprsSSF state «Waiting for Instructions» is guarded by the Tssf application timer. Purpose of the ResetTimerGPRS operation is to reset this Tssf application timer in order to avoid the Tssf time-out at the gprsSSF.

The Tssf application timer is only related to this specific state in the gprsSSF. It is not related to a monitoring/control relationship concerning the attach/detach FSM or individual PDP context FSMs.

Therefore the parameter PDP-ID shall be deleted in operation ResetTimerGPRS.
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****    FIRST MODIFIED SECTION    ****

8
GPRS Control

8.1
gsmSCF/gprsSSF operations and arguments

…

--  Direction: gsmSCF – gprsSSF, Timer: Trtg 
--  This operation is used to request the gprsSSF to refresh an application timer in the gprsSSF.

ResetTimerGPRSArg



::= SEQUENCE {



timerID





[0] TimerID




DEFAULT tssf,



timervalue




[1] TimerValue



}

…

****    NEXT MODIFIED SECTION    ****

11
Detailed operation procedures

…

11.43
ResetTimerGPRS procedure

11.43.1
General description

This class 2 operation is used by the gsmSCF to refresh the TSSF application timer, in order to avoid the TSSF time-out at the gprsSSF.

11.43.1.1
Parameters

-
timerValue:
This parameter specifies the value to which the TSSF timer is to be set.

-
timerID:
This parameter has a default value identifying the TSSF timer.


11.43.2
Responding entity (gprsSSF)

…

****    END OF DOCUMENT    ****







