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Reason for 
change:

It is possible for MS to request modification of QoS and TFT at one MODIFY PDP CONTEXT REQUEST –message. If neither requested TFT nor requested QoS are available, the network should send MODIFY PDP CONTEXT  REJECT –message to the MS.

Current message definition in 24.008 states that if the requested QoS is not available, the MODIFY PDP CONTEXT REJECT –message should not be sent and this sentence should be removed.
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Other 
comments:
This CR does not cause changes to chapter  6.1.3.3 where PDP Context Modification procedure is described

9.5.13
Modify PDP Context Reject

This message is sent by the network to the UE to reject the requested modification of the TFT. The network should not send a MODIFY PDP context reject message if only the requested QoS is not available. If a TFT modification was requested and the requested new TFT is not available then MODIFY PDP CONTEXT REJECT shall be sent. See Table 9.5.13/TS 24.008.

Message type:
MODIFY PDP context reject
Significance:

global

Direction:


network to MS

Table 9.5.13/TS 24.008: MODIFY PDP context reject message content

IEI
Information Element
Type/Reference
Presence
Format
Length


Protocol discriminator
Protocol discriminator

10.2
M
V
1/2


Transaction identifier
 Transaction identifier

10.3.2
M
V
1/2-3/2


Modify PDP Context Reject
Message type

10.4
M
V
1


SM cause
SM Cause 

10.5.6.6
M
V
1

