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Reason for 
change:

The TEID value for Echo Request/ Response, Version Not Supported and Supported Extension Headers Notification message in GTP-U should be set to all zeros if the TEID definition in GTP version 1 follows the concept about the TID definition in GTP version 0. However, there is no clear description about the TEID for GTP-U messages that noted above in current GTP version 1 specification. 

This problem was resulted due to not enough editorial treatment performed when GTP version 0 specification was transferred to version 1.
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FIRST MODIFIED SECTION

9.3.1
Usage of the GTP-U Header

The GTP-U header shall be used as follows:

-
Version shall be set to decimal 1 (‘001’).

-
Protocol Type (PT) shall be set to '1’.

-
If the S field is set to '1' the sequence number field is present otherwise it is set to '0'.

-
PN flag: the GTP-U header includes the N-PDU Number field if the PN flag is set to 1.

-
Message Type shall be set according to Table 1. The value 255 is used when T-PDUs are transmitted.  The value 1 and 2 are used for "Echo" messages. The value 3 for "Version Non Supported" messages.

-
Length: Size of the T-PDU excluding the GTP-U header size.

-
Sequence Number: This field is present only if the S field is set to 1. The handling of this field is specified in subclause 9.1.1. It shall be used in order to decide whether or not to discard a received T-PDU, as specified in sub-clause 9.3.1.1 Usage of the Sequence Number.

-
N-PDU Number: This field shall be included if and only if the PN flag is set to 1. In this case, the old SGSN (or RNC) uses it, at the Inter SGSN Routeing Area Update procedure (or SRNS relocation), to inform the new SGSN (or RNC) of the N-PDU number assigned to T-PDU. If an N-PDU number was not assigned to the T-PDU by PDCP, or if the T-PDU is to be transferred using unacknowledged peer-to-peer LLC operation, then PN shall be set to 0.

· TEID: Contains the Tunnel Endpoint Identifier for the tunnel to which this T-PDU belongs. The TEID shall be used by the receiving entity to find the PDP context, except for the following cases:
· The Echo Request/Response, Supported Extension Headers notification and the Version Not Supported messages, where the Tunnel Endpoint Identifier shall be set to all zeroes.

