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17.7.1
Mobile Service data types

.....

-- subscriber management types

InsertSubscriberDataArg ::= SEQUENCE {


imsi


[0] IMSI

OPTIONAL,


COMPONENTS OF
SubscriberData,


extensionContainer
[14] ExtensionContainer
OPTIONAL,


... ,



naea-PreferredCI
[15] NAEA-PreferredCI
OPTIONAL,


-- naea-PreferredCI is included at the discretion of the HLR operator.


gprsSubscriptionData
[16] GPRSSubscriptionData
OPTIONAL,


roamingRestrictedInSgsnDueToUnsupportedFeature [23] 
NULL









OPTIONAL, 


networkAccessMode
[24] NetworkAccessMode
OPTIONAL,


lsaInformation
[25] LSAInformation
OPTIONAL,


lmu-Indicator
[21]
NULL

OPTIONAL,


lcsInformation
[22]
LCSInformation
OPTIONAL,



istAlertTimer
[26] IST-AlertTimerValue
OPTIONAL,



superChargerSupportedInHLR
[27] AgeIndicator
OPTIONAL,



mc-SS-Info
[28] MC-SS-Info
OPTIONAL,


cs-AllocationRetentionPriority
[29] CS-AllocationRetentionPriority

OPTIONAL,


sgsn-CAMEL-SubscriptionInfo
[17] SGSN-CAMEL-SubscriptionInfo
OPTIONAL,


chargingCharacteristics 
[18]
ChargingCharacteristics 
OPTIONAL
 }


-- If the Network Access Mode parameter is sent, it shall be present only in 


-- the first sequence if seqmentation is used

.....

GPRSDataList ::= SEQUENCE SIZE (1..maxNumOfPDP-Contexts) OF





PDP-Context

maxNumOfPDP-Contexts  INTEGER ::= 50

PDP-Context ::= SEQUENCE {


pdp-ContextId
ContextId,


pdp-Type

[16] PDP-Type,


pdp-Address
[17] PDP-Address
OPTIONAL,


qos-Subscribed
[18] QoS-Subscribed,


vplmnAddressAllowed
[19] NULL
OPTIONAL,


apn


[20] APN,


extensionContainer
[21] ExtensionContainer
OPTIONAL,


... ,


ext-QoS-Subscribed
[0] Ext-QoS-Subscribed
OPTIONAL, 


pdp-ChargingCharacteristics
[1] ChargingCharacteristics
OPTIONAL }


-- qos-Subscribed shall be discarded if ext-QoS-Subscribed is received and supported

ContextId ::= INTEGER (1..maxNumOfPDP-Contexts)

GPRSSubscriptionData ::= SEQUENCE {


completeDataListIncluded
NULL


OPTIONAL,



-- If segmentation is used, completeDataListIncluded may only be present in the



-- first segment.


gprsDataList
[1]
GPRSDataList,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


... 

}

.....

